
REMOVE MINIMUM OF 40mm OF CONCRETE UNTIL
SOUND CONCRETE IS REACHED (DO NOT DAMAGE

EXISTING STEEL) AND PLACE TYPE 1 CONCRETE

EXISTING CONCRETE
HEADERREMOVE MINIMUM OF 40mm OF CONCRETE

BLOCKOUT UNTIL SOUND CONCRETE IS
REACHED(DO NOT DAMAGE EXISTING

STEEL OR JOINT ARMOURING
ANCHORAGE)  AND PLACE TYPE 1

CONCRETE
EXISTING SOUTH
EXPANSION JOINT
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±14.7CONCRETE REMOVAL

±0.6

±6.0
HEADER

±7
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FULL ASPHALT REMOVAL AND TRANSVERSE
WICK DRAIN REMOVAL ADJACENT TO THE
EXISTING CONCRETE HEADER. DO NOT
DAMAGE WATERPROOFING MEMBRANE.
REPLACE WITH NEW ASPHALT.

MILL AND FILL OF 50mm
ASPHALT TOP LIFT ON

BRIDGE DECK IN ALL
AREAS BETWEEN FULL

ASPHALT REMOVALS

±8.0ASPHALT REMOVAL

±0.9

DECK MILL AND FILL

FULL ASPHALT REMOVAL AND TRANSVERSE WICK DRAIN
REMOVAL ADJACENT TO THE EXISTING CONCRETE HEADER.
DO NOT DAMAGE WATERPROOFING MEMBRANE. REPLACE
WITH NEW ASPHALT. REMOVAL WIDTH CAN BE INCREASED
TO ACCOMMODATE APPROPRIATE ASPHALT REMOVAL
EQUIPMENT UPON APPROVAL FROM THE CONTRACT
ADMINISTRATOR

EXISTING
CONCRETE

HEADER.

PRECAST PLANTER WALL
REPAIR  ±1.4m LONG

SEE SHEET 10, PHOTO 1

EXISTING NORTH
EXPANSION JOINT

REMOVE MINIMUM 40mm OF CONCRETE UNTIL
SOUND CONCRETE IS REACHED (DO NOT
DAMAGE EXISTING STEEL) AND PLACE
TYPE 1 CONCRETE
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BARRIER REPAIR
SEE SHEET 10, PHOTO 2
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MILL AND FILL OF 50mm
ASPHALT TOP LIFT ON
BRIDGE DECK IN ALL
AREAS BETWEEN FULL
ASPHALT REMOVALS

±7.2HEADER

DECK MILL AND FILL

±10.0CONCRETE REMOVAL
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PROFESSIONAL'S SEAL

SHEET OF

CONSULTANT FILE NAME

BY

BY

BY

BY

LOCATION OF UNDERGROUND STRUCTURES
AS SHOWN ARE BASED ON THE BEST
INFORMATION AVAILABLE BUT NO
GUARANTEE IS GIVEN THAT ALL EXISTING
UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT.  CONFIRMATION OF
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE
INDIVIDUAL UTILITIES BEFORE PROCEEDING
WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES
COMMITTEE

LOCATION APPROVED
UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

TENDER No. 291-2024

THE CITY OF WINNIPEG
PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION
CITY DRAWING NUMBER

23

AGGISSUED FOR TENDER0 24/05/09

DRAWING NUMBER

2024 BRIDGE MAINTENANCE
MAIN STREET AND NORWOOD BRIDGES

May 09, 2024

Certificate of Authorization
MORRISON HERSHFIELD

No. 1736

ENGINEERS
GEOSCIENTISTS
MANITOBA

NORWOOD BRIDGE NORTHBOUND
STRUCTURAL APPROACH SLAB, ASPHALT,

PLANTER, & BARRIER REPAIRS

SOUTH APPROACH PLAN
SCALE 1:200

NORTH APPROACH PLAN
SCALE 1:200

NOTES:

1. CONTRACT DOCUMENTS, SPECIFICATIONS, AND REPAIR DETAILS PER TENDER NO. 291-2024
2. PRECAST PLANTER WALL REPAIR SHALL BE AS PER SECTION "C" ON SHEET 10.
3. BARRIER REPAIR SHALL BE AS PER SECTION "D" ON SHEET 10.
4. FOLLOWING REMOVAL OF CONCRETE AND ASPHALT, CONTRACT ADMINISTRATOR WILL REVIEW THE AREA AND NOTE

REQUIRED MEMBRANE REPAIRS AND / OR DELAMINATION REPAIRS.
5. TOP OF ASPHALT ELEVATIONS OF NEWLY PLACED ASPHALT SHALL MATCH EXISTING ELEVATION PRIOR TO REMOVAL.
6. PROVIDE 40mm DEEP SAWCUT BETWEEN ALL EXISTING AND PROPOSED CONCRETE REMOVAL AREAS. IF REBAR IS

CONTACTED, SAW CUTS TO BE LIMITED TO 25mm FOR REMAINDER OF REPAIRS.

LEGEND:

REPAIR AREA

B-103-24-08
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