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DRAWING TITLE

W.4-D4
Concept Plan

SITE ADDRESS

DATEMANAGER,
PARK AND OPEN SPACES Sport Court Redevelopment

06
-0

1-
23

 T
em

pl
at

e.
m

cd
   

 M
on

da
y,

 J
an

ua
ry

 2
3,

 2
00

6

BID OPPORTUNITY NO.

302-2024200 Glendale Blvd.

COURT LAYOUT DETAIL
Scale: 1:2001

TENNIS COURT AND NET 
SPACING C/W PICKLEBALL 
LINE PAINTING AS PER 
SCD-340

BASKETBALL COURT LINE AND 
POST SPACING AS PER SCD-320
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PICKLEBALL COURT LINE 
PAINTING AS PER SCD-342 (3 
COURTS SPACED EVENLY 
OVER BASKETBALL COURT)
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NOTES:
1. ALL LINES 50mm IN WIDTH
2. PICKLEBALL COURT LINES TO 
BE DIFFERENT COLOR THAN 
TENNIS AND BASKETBALL LINES. 
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NEW APSHALT SPORT COURT 
AND BASE AS PER SCD-305

125mm W x 12.5mm DEPTH 
DRAINAGE CHANNEL @ 3m O.C.

250

COMPACTED 19mm DOWN 
GRANULAR BASE ON 
NON-WOVEN GEOTEXTILE

250

46
0

20
0 CHAIN LINK FENCE POST AS PER 

CW 3550 C/W WELDED FLANGE

300
CIP CONCRETE HEADER C/W 
2-10m REBAR CONT. 10m TIES 
@ 600 O.C.

125mm X 16mm (5/8") THREADED 
ROD DRILLED AND EPOXIED 
INTO HEADER x4 PER POST

200

MIN

MIN

CHAIN LINK FENCE POST 
W/ WELDED FLANGE

125mm X 16mm (5/8") THREADED 
ROD DRILLED AND EPOXIED 
INTO HEADER x4 PER POST

CIP CONCRETE HEADER  C/W 
2-10m REBAR CONT. 10m TIES 
@ 600 O.C. CONCRETE AS 
PER CW-3310

SAWCUT AND
REPAIR ASPHALT

13mm CHAMFER
ON EXPOSED

EDGE

NEW ASPHALT SPORT COURT 
AND BASE AS PER SCD-305

SAWCUT AND
REPAIR

ASPHALT

CIP CONCRETE HEADER SECTION
Scale: 1:252

CIP CONCRETE HEADER PLAN
Scale: 1:253


