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GENERAL NOTES
_ SCOPE/AREA OF DECOMMISSIONING AND DEMOLITION. _
PUMPHOUSE DEMOLITION PLAN NEW SYSTEM TO BE OPERATIONAL PRIOR TO START OF GATEHOUSE DEMOLITION PLAN 1. NEW SYSTEM SHALL BE FULLY OPERATIONAL BEFORE DECOMMISSIONING OF
SCALE: 1:50 DEMOLITION UNLESS OTHERWISE NOTED. SCALE: 1:50 EXISTING FUEL SYSTEM.
0 1250 2500 0 1250 2500 é ALL EXPOSED EXISTING FUEL LINES SHALL BE REMOVED. BURIED LINES
mm e e — 117 SHALL BE ABANDONED IN PLACE. PURGE AND CAP BOTH ENDS OF

ABANDONED LINES WITH NON-SHRINK GROUT OR APPROVED EQUIVALENT IN
ACCORDANCE WITH B7.

DEMOLITION NOTES 3. PATCH AND SEAL ALL OPENINGS CREATED IN WALLS AND THE EXTERIOR
CLADDING BY DEMOLITION OR INSTALLATION OF NEW PIPING TO MAINTAIN
DECOMMISSION AND ABANDON EXISTING DUAL WALL PIPING FROM EXISTING STORAGE CABINET TO RELOCATED BY CITY. THE INTEGRITY OF THE STRUCTURE AND TO BE WATER-TIGHT. PROVIDE
D) NEW CLADDING TO COVER EXISTING OPENINGS OF MATCHING PROFILE AND
THE EXISTING OUTDOOR FUEL VAULT TO THE PUMPHOUSE. SEE
GENERAL NOTES 2 AND 6 EXISTING FULL HEIGHT LOCKERS TO BE RELOCATED BY CITY, COLOUR TO THE EXISTING CLADDING, REPAINT WALL, FLOOR, AND CEILING
- &P : SURFACES TO MATCH EXISTING COLOURS, SHEEN AND LUSTER.
o~ —
DECOMMISSION AND ABANDON EXISTING GENERATOR FUEL DECOMMISSION AND ABANDON EXISTING DUAL WALL PIPING o THE INTEROR WALLS OF THE PUMPHOUSE ARE COVERED IN CORK. THE
SUPPLY AND RETURN PIPING UNDER FLOOR. SEE GENERAL RUNNING FROM THE PUMPHOUSE TO THE EXISTING AUXILIARY O L O S A D o CORK. e -
NOTE 2. TANKS IN GATEHOUSE. SEE GENERAL NOTES 2 AND 6. -

CORK IS NOT REQUIRED.
E DECOMMISSION AND ABANDON EXISTING LOW LEVEL PUMP FUEL REMOVE EXISTING AUXILIARY TANKS AND ALL ASSOCIATED PIPING,

< SUPPLY AND RETURN PIPING UNDER FLOOR. SEE GENERAL =" INCLUDING VALVES AND SUPPORTS. EXISTING FUEL OIL TO BE SR T R L O FROM EXISTING CONNECTIONS OF ¢
NOTE 2. STORED TEMPORARLY AND TRANSFERRED TO NEW AUXILIARY
GENERATOR UP THE INLET OF THE EXISTING DUPLEX FUEL FILTER. ALL
P2 DEMOLISH ABOVE FLOOR PIPING. CUT PIPING AS FLUSH To TANKS WHEN NEW INSTALLATION 1S COMPLETE. FUEL CARRYING PIPING/HOSES/DEVICES TO HAVE MINIMUM 540°C MELTING
A : @ TEMPERATURE.
FLOOR AS POSSIBLE. SEE GENERAL NOTE 6. DECOMMISSION AND ABANDON EXISTING FUEL SUPPLY AND :
7Y RETURN PIPING INDER FLOOR SERVING FIRE PUMPS 1 AND 2. 6. PROVIDE SIGNS AT INTERIOR WALL INDICATING ABANDONED IN PLACE BURIED
(5] REMOVE EXISTING TANK AND ALL ASSOCIATED PIPING, INCLUDING SEE GENERAL NOTES 2 AND 6. + PROVIDE SIGNS AT INTERIOR WALL INDICATING ABANDONED IN PLACE BLR
VALVES, SUPPORTS, PUMP, STRAINER/FILTER, METER AND -
SECONDARY CONTAINMENT ON FLOOR. EXISTING FUEL OIL TO EXISTING VENTILATION PLENUM AT HIGH LEVEL TO REMAN. [S’Ei‘LNLS B‘gD‘scr?jnw%LSCF;SELA;S\%E%%NA%\‘TNEVWYLEL(EKATZ‘?)ESALSJSFNSUM
BE STORED TEMPORARILY AND TRANSFERRED TO NEW AUXILIARY
TR EEN Now INSTALLATON & oM ETE. EXISTNG WOOD CURBING TO BE DEMOLISHED AND REPLACED BACKING SCREWED TO WALL. SUBMIT PROPOSED SIGN LAYOUT FOR REVIEW.
(6] DEMOLISH OVERHEAD FUEL OIL PIPING RUNNING TO GATEHOUSE W: g%;\;ﬁ?;&jﬁcESE(E:OSE(RA\E[E;VSSESSO? FSTING FLoo 7. CONTRACTOR SHALL COORDINATE ALL SHUTDOWNS WITH THE CITY.
J : : : SHUTDOWNS SHALL BE COORDINATED IN ADVANCE DURING PROGRESS
=y MEETINGS. A MINIMUM OF 3 WORKING DAYS ARE REQUIRED. THE CITY MAY
@ D D e AL WL PG FROM RESCHEDULE SHUTDOWN TO ACCOMMODATE OPERATIONAL REQUIREMENTS.
D o : THIS WOULD INCLUDE BUT NOT BE LIMITED TO FUEL SYSTEMS, WATER

SYSTEMS, ELECTRICAL SYSTEMS AND CONTROL SYSTEMS.
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