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PART E – SPECIFICATIONS 

Add: E13.28 Contractor may utilize existing discharge piping inside the Station for the purpose of 
connecting and discharging of the temporary by-pass pumping system. Temporary by-
pass system piping may be installed and connected downstream of the existing Station 
discharge valve at a location approved by the Contract Administrator. The Contractor will 
be responsible for supplying all materials required for the temporary by-pass pumping 
operations and will also be required to remove and re-install all existing Station discharge 
piping back to original configuration. 

 

 
Corporate Finance Department 

Materials Management Division 822-2015 ADDENDUM 2  

COMMINUTOR CHAMBER PIPING AND VALVE UPGRADES  

 ISSUED: October 1, 2015  
BY: Newton Conti  

URGENT 
PLEASE FORWARD THIS DOCUMENT TO 
WHOEVER IS IN POSSESSION OF THE BID 
OPPORTUNITY 
 

TELEPHONE NO.  204 986-3179 
 
THIS ADDENDUM SHALL BE INCORPORATED 
INTO THE BID OPPORTUNITY AND SHALL 
FORM A PART OF THE CONTRACT 
DOCUMENTS 
Template Version: A20150806 

 

 
Please note the following and attached changes, corrections, additions, deletions, information and/or instructions 
in connection with the Bid Opportunity, and be governed accordingly.  Failure to acknowledge receipt of this 
Addendum in Paragraph 10 of Form A: Bid may render your Bid non-responsive. 

 

  


