FAN SCHEDULE

WTRPO Facility — Mechanical and Electrical Work
Bid Opportunity No. nnn-2015

FANS
SYMBOL SERVICE TYPE FAN DATA ELECTRICAL DATA MANUFACTURER APPLICABLE
AIRFLOW DRIVE | WHEEL MAXIMUM MOTOR AND MODEL NO. REMARKS
MAXIMUM @ SP MINIMUM MIN DIA kW | VOLT | PH
L/s Pa L/s TYPE TYPE mm RPM
Ventilation of chemical
drums containing Sodium
EF-X607 Hydroxide Centrifugal 80 610 DIRECT FC 150 3450 0.37 | 120 1 Plastec Series 15-2
Venting of chemical drums
containing Sulfuric Acid,
Sodium Bisulfite and
EF-X606 Ferric Chloride Centrifugal 80 610 DIRECT FC 150 3450 0.37 | 120 1 Plastec Series 15-2
Venting of a chemical
drum containing hydrogen
EF-X608 peroxide Centrifugal 80 610 DIRECT FC 150 3450 0.37 | 120 1 Plastec Series 15-2
Venting of air above an
EF-X609 0zone generator Centrifugal 95 590 DIRECT FC 150 3450 0.37 | 120 1 Plastec Series 15-2

ABBREVIATIONS:

FC: FORWARD CURVED

BI: BACKWARD INCLINED

AF: AIR FOIL
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