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SECONDARY CLARIFIERS 4 AND 5
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AREA A

LOADING

AREA B

LOADING

AREA

PUMP

SUMP

SHAFT

DROP

EFFLUENT

CHANNEL

LIQUOR

MIXED

GALLERY 3A

SHAFT

DROP

EFFLUENT

GALLERY 3A

CONDUIT
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ROOM
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STAIR 2
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0330-807

PROTECTION

CONCRETE EDGE

OF CORBEL

KEY x FULL LENGTH

40mm DEEP CONT

@ 300 C TO C

x 300 LONG

WITH 10mm DIA H.A.S.

CONT SST L50x50x6

15M@200

AND SEALANT

JOINT FILLER

4-20M TOP

1-15M

UNDER SLAB

NEOPRENE PAD

25mm THICK

CONT 250mm WIDE x

MW11.1 x MW11.1

REINF W/ WWF 102x102

WEARING SLAB

75 TO 125 THK CONCRETE

INSULATION

75mm RIGID

MW9.1xMW9.1

REINF W/ WWF 102x102

BONDED CONCRETE TOPPING

TOPPING AT HPT

70mm THICK

CONT KEY AT LPT IN EXISTING SLAB

PROVIDE 500 WIDE x 50 DEEP

TOPPING AT LPT

40mm THICK

AMPLITUDE OF 6mm

SURFACE ROUGH BY MIN

MAKE EXISTING CONCRETE

300

@ 300 C TO C

x 300 LONG

WITH 10mm DIA H.A.S.

CONT SST L50x50x6

UNDER SLAB

NEOPRENE PAD

25mm THICK

CONT 250mm WIDE x

SEALANT

JOINT FILLER AND

CONT BACKER ROD,

WATERSTOP

150mm PVC
WATERSTOP

INJECTION HOSE

CONT

TYPE WATERSTOP

300mm WIDE STRIP

TIES

15M@200

1-15M

T&B

2-20M

15M@200

15M@200

TYPE WATERSTOP

300mm WIDE STRIP

EXISTING WALLS

BETWEEN NEW AND

CONT JOINT FILLER

ROOM

MECHANICAL

4 & 5

CLARIFIERS

SEALANT

JOINT FILLER AND

CONT BACKER ROD,

15M@200

WATERSTOP

INJECTION HOSE

CONT

TYPE WATERSTOP

300mm WIDE STRIP

ALL AROUND

TYPE WATERSTOP

300mm WIDE STRIP

EXPANSION JOINT

SLAB AND WALL

SEE SECTIONS

DRILL-IN DWLS

ADHESIVE DWLS

DRILL-IN

15M@250

WATERSTOP

INJECTION HOSE

ALL AROUND

APPLYING TOPPING.

ENSURE THAT BONDING COAT IS WET AT THE TIME OF

BONDING AGENT JUST BEFORE PLACING CONCRETE TOPPING.

APPLY A SLURRY OF CEMENT:WATER MIXTURE 1:2 AS

SLAB BEFORE APPLYING CONCRETE TOPPING.

VACUUM AND THOROUGHLY CLEAN TOP OF STRUCTURAL

SIM TO

AND SEALANT

JOINT FILLER

BACKER ROD,

BENT IN L SHAPE

STRIP TYPE WATESTOP

300mm WIDE CONT

WATERSTOP

CONT RETROFIT

TYPE WATERSTOP

300mm WIDE STRIP

15M@200

WATERSTOP

INJECTION HOSE

CONT

UNDER SLAB

NEOPRENE PAD

25mm THICK

CONT 300mm WIDE x

WATERSTOP

150mm PVC

7
0
0

@ 300 C TO C

x 300 LONG

WITH 10mm DIA H.A.S.

CONT SST L50x50x6

OF CORBEL

KEY x FULL LENGTH

40mm DEEP CONT

4-20M TOP

3-15M

15M@200

20M@200
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FOR SLAB, TYP

DRILL-IN DWLS

DRILL-IN DWLS WITH

STAGGER VERTICAL
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