
7
7
2
5

1
3
3
2
5

1101915773156558825

5
5
0

3
0
0

4
6
°

15°

21.82° 31.2
5°

5
8
.7

5
°

4.35°

2.82°

4697

1
2
2
5

3
9
9
8

450

7676
400

91
03

14
29

110
48

7s

As

Bs

Cs

B
S

G
A
D
-

S
0
2
0

1:125

CLARIFIER 4

SECONDARY

8s

ROOM

PUMP

10s 11s9s

A

SGAD-S019

2
2
8
5
0

R

0 62501000 2000 3000 4000 5000

FOR CONT SEE DWG SGAD-S005

F
O

R
 

C
O

N
T
 

S
E

E
 

D
W

G
 

S
G

A
D
-

S
0
0
4

G. OMORI

1-0102-SGAD-S003

SOUTH END WATER POLLUTION CONTROL CENTRE

SEWPCC UPGRADING/EXPANSION PROJECT
 

1:125

474248

 

 

 

001 A1

SECONDARY CLARIFIER 4

STRUCTURAL

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1-0102-SGAD-S003.dgn

LOWER LEVEL PLAN AT EL 228.680

LOWER LEVEL PLAN AT EL 228.680

ROOM

STORAGE

A. THAKKAR

SIM

S
IM

E. LUI

H.T. FREIHAMMER

SGAD-S031

EL 226.537 EL 226.537

P

TYP ALL AROUND

HPT EL 226.100

CONCRETE TOPPING

TOP OF 50mm

TYP ALL AROUND

LPT EL 225.643

CONCRETE TOPPING

TOP OF 50mm

SIM

00

01
G.O.01/2016 J.C.

FULL HEIGHT

ALL AROUND

NOTE 1, TYP

T
Y
P
, 

U
N

O

P
R

O
J
E
C
T
IO

N

F
O

O
T
IN

G

NOTE-4

NOTE-3

SDTL-
S0

03

SD
TL
-
S0

03

PILE BPILE A

NOTES:

EQUIPMENT SUPPLIER

COORDINATE INSTALLATION WITH

WITH WWF 102x102 MW18.7xMW18.7

REINFORCED CONC TOPPING

PROVIDE 50mm THICK

2016/01/29

ISSUED FOR TENDER - B.O. 899-2015

1634

100
450

1350

400

450

300

450

FOR BASE SLAB

THE REQUIREMENT OF EQUIPMENT, TYP

FLOOR TOLERANCES THAT WILL MEET

GENERAL CONTRACTOR TO PROVIDE

3

4

I

SDTL-S003

BY PERFORMING RACKING, TYP

SLAB ROUGH AROUND 6mm AMPLITUDE

LEAVE TOP OF STRUCTURAL

0330-824

FROM BASE SLAB IN ONE POUR

POUR WALL FOR FULL HEIGHT

2120 1080
3390

POUR 1

CONCRETE POUR IN ADVANCE

EQUIPMENT SUPPLIER WITH 

OF EQUIPMENT WITH

COORDINATE ANCHORAGE

SP
LIC

E
LAP

STAGGER
15

00

SP
LIC

E
LAP

SEE NOTE 5

(TOTAL 135 REQD)

INTERIOR PILE IN TANK AREA, TYP

@250 CENTRED AT EACH 

7-20Mx1500 LONG, TOP EW

01

01 G.O.02/2016 J.C.

01

PLACE ADDITIONAL STEEL OVER PILE BESIDE OTHER REINFORCEMENT TO MINIMIZE CONGESTION.5.

TOPPING, TYP.

PLACING CONCRETE TOPPING. ENSURE THAT BONDING COAT IS WET AT THE TIME OF APPLYING

TOPPING. APPLY A SLURRY OF CEMENT:WATER MIXTURE 1:2 AS BONDING AGENT JUST BEFORE

VACUUM AND THOROUGHLY CLEAN TOP OF STRUCTURAL SLAB BEFORE APPLYING CONCRETE4.

USE SUPER PLASTISIZER IN THIS AREA IN CONCRETE MIX IF REQUIRED.3.

AND 5, TYP FOR WALLS AND SLABS.

USE 225mm PVC WATERSTOP FOR ALL CONSTRUCTION JOINT IN SECONDARY CLARIFIER 42.

USE FORM LINER FOR CLARIFIER INSIDE AND OUTSIDE WALL FACE FOR FULL HEIGHT, TYP.1.

01

ISSUED FOR ADD. 2 - B.O. 899-2015

N

01

01

01

01

01

01

01

IF REQUIRED

BETWEEN PILE A&B

RADIAL CJ

REINFORCEMENT TYP

FOR RADIAL AND CIRCUMFERENTIAL 

SEE DWG SDTL-S002

SEE             TYP, ALL AROUND

STAGGER ALL RADIAL STEEL

01

C
H

2
M
 

H
IL

L
 
2
0
1
5
. 
 

A
L
L
 

R
IG

H
T
S
 

R
E

S
E

R
V

E
D
.

c

2/24/2016PLOT DATE:

A
1
 

S
IZ

E
 
-
 
5
9
4

m
m
 
x
 
8
4
1

m
m

DATEREVISIONSNO. CHECK

ENGINEER'S SEAL

CHECKED BY:

DATE:

APPROVED  BY:

DATE:

SCALE:

DRAWN BY:

DESIGNED BY:

CONSULTANT NO.:

CITY DRAWING NUMBER SHEET REV. SIZE

DESIGN

BY:

 

 

 

FILE NAME:

Certificate of Authorization

CH2M HILL Canada Ltd.

WATER AND WASTE DEPARTMENT

THE CITY OF WINNIPEG

ISSUED FOR CONSTRUCTION

No. 1441

 

 

T. TURZAK

2016/01/29

KEY PLAN
NTS


	1-0102-SGAD-S003

