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SECTION C - PART C

STRUCTURAL

SECONDARY CLARIFIERS 4 AND 5
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GENERAL NOTES:

0315-803 0330-8120330-004

COMPACTED TO 98% SPMDD.

OF THE VOID FORM, FILL THE AREA WITH CLASS 4 BACKFILL

WHERE THE EXCAVATION LINE IS LOCATED BELOW THE UNDERSIDE7.

SEE DWG CGAD-S001 FOR LAYOUT AND DETAILS.

PROVIDE WEEPING TILE SYSTEM ALL AROUND.6.

1300mm ALL AROUND.

AND DOWN FROM WALL/SLAB/CURB INTERSECTIONS

ENTIRE FOOTPRINT, TAPE ALL SEAMS. EXTEND UP 

60 MIL PVC SHEET ON TOP OF GEOFOAM OVER

ROOF SLAB UNLESS NOTED OTHERWISE. PROVIDE 

COVER ON TOP OF GEOFOAM, TYPICAL OVER ENTIRE

ON TOP OF SLAB WITH MAXIMUM 300mm EARTH 

300mm THICK GEOFOAM TYPE EPS 15 OR EQUAL. 5.

TO 98% SPMDD IN MAXIMUM LIFTS OF 300mm.

BACKFILL THE AREA WITH SELECT ONSITE FILL COMPACTED4.

98% SPMDD IN MAXIMUM LIFTS OF 300mm AGAINST WALL.

1000mm WIDE MIN TYPE 2 CRUSHED ROCK COMPACTED TO3.

LIQUID RETAINING WALLS.

TYPICAL FOR ALL WALLS BELOW GRADE AND ALL

SEE DETAILS            ,            &2.

FOR CONCRETE FINISHES SEE SPECIFICATIONS1.
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