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SECTION B

STRUCTURAL

SECONDARY CLARIFIERS 4 AND 5
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SDTL-S001

TYP

0330-101

EW, EF

15M@200

  BARS TOP

15M@400

TYP ALL AROUND

EL 225.643,

LPT TOPPING

TYP

VOID FORM,

200mm THICK

SEE NOTE 6

SEE NOTE 3

SEE NOTE 4

TOP

ADD 2-20M
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25M@150

VERT, EF

ALT @ 200

20M & 25M
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HORIZ, EF

30M@150

DWLS, I.F.

30M@200

DWLS, O.F.

30M@200

SEE PLANS FOR DETAILS

CONCRETE TOPPING

50mm REINFORCED
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15M@400
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0315-232

WITH DOWEL

SLAB EXP JT

ALL AROUND AT EXP JT

TYPE WATERSTOP

300mm WIDE STRIP

2016/01/29

ISSUED FOR TENDER - B.O. 899-2015

GENERAL NOTES:
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ADD 2-20M

WATERSTOP

WATERSTOP

SEE

FOR REINF

SDTL-S002
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HPT TOPPING
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NOTE 2 

SEE NOTE 5

TYPE WATERSTOP, TYP

CONT 300 WIDE STRIP 

150mm WATERSTOP

SEE OTHER SIDE 
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1067 DIA

COMPACTED TO 98% SPMDD.

OF THE VOID FORM, FILL THE AREA WITH CLASS 4 BACKFILL

WHERE THE EXCAVATION LINE IS LOCATED BELOW THE UNDERSIDE7.

SEE DWG CGAD-S001 FOR LAYOUT AND DETAILS.

PROVIDE WEEPING TILE SYSTEM ALL AROUND.6.

1300mm ALL AROUND.

AND DOWN FROM WALL/SLAB/CURB INTERSECTIONS

ENTIRE FOOTPRINT, TAPE ALL SEAMS. EXTEND UP 

60 MIL PVC SHEET ON TOP OF GEOFOAM OVER

ROOF SLAB UNLESS NOTED OTHERWISE. PROVIDE 

COVER ON TOP OF GEOFOAM, TYPICAL OVER ENTIRE

ON TOP OF SLAB WITH MAXIMUM 300mm EARTH 

300mm THICK GEOFOAM TYPE EPS 15 OR EQUAL. 5.

TO 98% SPMDD IN MAXIMUM LIFTS OF 300mm.

BACKFILL THE AREA WITH SELECT ONSITE FILL COMPACTED4.

98% SPMDD IN MAXIMUM LIFTS OF 300mm AGAINST WALL.

1000mm WIDE MIN TYPE 2 CRUSHED ROCK COMPACTED TO3.

LIQUID RETAINING WALLS.

TYPICAL FOR ALL WALLS BELOW GRADE AND ALL

SEE DETAILS            ,            &2.

FOR CONCRETE FINISHES SEE SPECIFICATIONS1.
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CURB, TYP

BETWEEN WALL AND

CONT JOINT FILLER
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25M@200

PRIOR TO INSTALLTION OF FABRIC.

GEOTECHNICAL INSPECTION REQUIRED

RETENTION OF SOIL.

PER CW 3130, FOR MOISTURE

SEPARATION GEOTEXTILE FABRIC

02

ALL AROUND

SEE NOTE 3
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