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SCOPE OF WORK REFERENCE SHEETS

DEMOLISH EXISTING SIDEWALK AND SIDEWALK RETAINING WALL. 20 TO 34
CONSTRUCT PROPOSED STRUCTURAL PATH AND PATH RETAINING WALL.
DEMOLISH EXISTING SIDEWALK. 13 TO 16
CONSTRUCT PROPOSED UNREINFORCED PATH.
DEMOLISH EXISTING TRAFFIC BARRIER AND MEDIAN SLAB. 39 TO 42
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REMOVE AND  SACVAGEEXSHNG—GRASH—RROILCTION FOR TRAFFIC BARRIER. PROTECT EXISTING BASE 35
RE—INSTALL EXISTING CRASH-PROH-GHOMN—ON—TEXISTING BASE.
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DEMOLISH FACE AND TOP OF EXISTING UNDERPASS RETAINING WALLS. 20 To 34
RESURFACE THE EXISTING UNDERPASS RETAINING WALLS.
DEMOLISH EXISTING RETAINING WALLS PINNED TO EXISTING ROAD SLAB. 20 0 34
INSTALL NEW RETAINING WALLS PINNED TO ROAD SLAB.

e REMOVE AND SALVAGE EXISTING ALL GUARDRAILS. 20 10 34 & 43
RE—INSTALL EXISTING GUARDRAILS ON REFACED UNDERPASS RETAINING WALLS.
DEMOLISH 1500 WIDE EXISTING ROAD SLAB, CURB AND SUB—BASE TO EXPOSE FACE OF RETAINING WALLS. 20 T0 34
INSTALL 230 ROAD SLAB, CURB AND SUB—BASE.

PROVIDE PATH AND RETAINING WALLS FOR FUTURE PATH CONNECTION. FUTURE

@ DEMOLISH EXISTING SLOPE PAVING AND SALVAGE DRAINAGE GRILLES. 35 10 38
CONSTRUCT NEW SLOPE PAVING, RE—INSTALL GRILLES AND RE—STABLISH DRAINAGE.

@ EXISTING SIDEWALK TO REMAIN.
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