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Pipe Fitting Insulation   ( Inside Of North Wall ) PF Good N/A N/A

Plaster - Ceiling PL Good N/A 1-10

Plaster - Ceiling PL Good N/A N/A 1-10

Plaster - Walls PL Good N/A N/A 1-10

South Pool Room Pipe Fitting Insulation PF Good N/A N/A

Second Floor N/A N/A N/A

Track Exterior Walls/ Elevator 

Wall
Plaster Walls encapsulated behind retrofitted stucco wall Good N/A N/A 1-10

Under South Bleachers All Plaster Walls & Ceilings Contain Asbestos N/A N/A N/A 1-10

Spray On Insulation SO Removed N/A N/A

Pipe Fitting Insulation PF Good N/A 20-40

Pipe Mastic MA Good 10

Mastic - Duct MA Good TESTED Feb/'12 10

Plaster - Walls PL Good N/A 1-10

Plaster - Ceiling PL Good N/A N/A 1-10

Plaster - Walls PL Good N/A N/A 1-10

Spray On Insulation SO Removed N/A 20-40

Pipe Fitting Insulation PF Good N/A N/A

Pipe Mastic MA Good 10

Plaster - Walls PL Good N/A N/A 1-10

Spray On Insulation SO Removed TESTED N/A 50-60

Pipe Fitting Insulation PF Good N/A N/A

Pipe Mastic MA Good 10

Plaster - Walls PL Good N/A N/A 1-10

Spray On Insulation SO Removed N/A N/A

Pipe Fitting Insulation PF Removed N/A N/A

Top Of Bleachers N/A N/A N/A N/A N/A

Stairways and Back Walls Plaster - Walls PL Good N/A N/A 1-10

Plaster - Walls PL Good N/A N/A 1-10

Plaster - Ceiling PL Good N/A N/A 1-10

Under North Bleachers N/A N/A N/A N/A N/A

Spray On Insulation SO Removed N/A N/A

Pipe Fitting Insulation PF Removed N/A

Women's Washroom/Locker 

Room

South Stairwell 

South Bleachers Attic Area

West Mechanical Area

Storage Room

Centre Mechanical Area

East Mechanical Area

West Mechanical Area

Canteen & Washrooms
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Pipe Mastic MA Good 10

Plaster - Walls PL Good N/A 1-10

Plaster - Ceiling PL Good N/A N/A 1-10

Plaster - Walls PL Good N/A N/A 1-10

Spray On Insulation SO Removed N/A

Pipe Fitting Insulation PF Good TESTED N/A 40-50

Pipe Mastic MA Good TESTED Jan/'12 10

Plaster - Walls PL Good N/A N/A 1-10

Plaster - Walls PL Good N/A N/A 1-10

Spray On Insulation SO Removed N/A N/A 1-10

Pipe Fitting Insulation PF Good N/A 40-50

Pipe Mastic MA Good N/A N/A 10

Plaster - Ceiling PL Good N/A N/A 1-10

Plaster - Walls PL Good N/A 1-10

Sheet Flooring FS Good TESTED Feb/'13 15

Spray On Insulation SO Removed N/A N/A

Pipe Fitting Insulation PF Removed N/A N/A 10

Top Of Bleachers N/A N/A

Stairways and Back Walls Plaster - Walls PL Good N/A N/A

Plaster - Ceiling PL Good N/A N/A

Plaster - Walls PL Good N/A N/A

Catwalk Area N/A N/A N/A N/A N/A

Duct Insulation   ( Black Mastic Only ) DI Good TESTED N/A 15

Southwest Air Handling Unit Pipe Fitting Insulation PF Good TESTED Mar/'12 30-50

Northwest Air Handling Unit Pipe Fitting Insulation PF Good N/A N/A 40-50

Northeast Air Handling Unit Pipe Fitting Insulation PF Good N/A N/A 40-50

Pipe Fitting Insulation PF Good N/A N/A 40-50

Duct Insulation DI Good TESTED Feb/'13 0

30"Exhaust Pipe @ North East Transite Pipe TP Good N/A N/A

30"Exhaust Pipe @ South East Transite Pipe TP Good N/A N/A

Roof Drains Transite Pipe TP Good N/A N/A

Above Pool Area Transite Ceiling Tile C Good TESTED N/A 30-50

Roof N/A N/A N/A N/A N/A

30" Exhaust Pipe East End of Roof
Transite Pipe TP Good N/A N/A

Storage Room

Under North Bleachers Attic

East Mechanical Area

Central Mechanical Area

Washrooms & Canteen

West Mechanical Area

Offices

Centre Fan Unit
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Exterior N/A N/A N/A N/A N/A

C O 2 Storage Room Pipe Fitting Insulation PF Good N/A N/A

Stucco - Ceiling ST Good N/A N/A

Stucco - Walls ST Good N/A N/A

Exterior: U/S of Cantilever Stucco ST Good TESTED Apr'15 <1

NOTES:

4. Vermiculite insulation may contain pockets of asbestos. All vermiculite insulation must be treated as an asbestos containing material.

5. For asbestos related inquiries, call Central Control at 204-986-2382

3. Floor tile and sheet flooring installed before 1990 may contain asbestos and must be treated as an asbestos containing material.

2. There may be asbestos containing materials present that were not located during asbestos inspections.

1. Asbestos inspections and inventory updates are conducted annually.

2. There may be asbestos containing materials present that were not located during asbestos inspections.
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