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THE EQUIPMENT LAYOUTS, DETAILS, WIRING, AND DIMENSIONS DEPICTED ON THESE
DRAWINGS ARE BASED UPON SPECIFIC EQUIPMENT TYPES AND MANUFACTURERS THAT ARE

DEFINED ON THE DRAWINGS AND IN THE SPECIFICATIONS.

USE OF ALTERNATIVE

EQUIPMENT OTHER THAN THE "STANDARD OF ACCEPTANCE" DEFINED IS PERMITTED.
HOWEVER, USE OF ALTERNATIVE EQUIPMENT BY THE CONTRACTOR IS SUBJECT TO THE
CONTRACTOR HAVING RECEIVED FORMAL "APPROVED EQUAL” STATUS FOR THE EQUIPMENT
IN QUESTION FROM THE ENGINEER. THE PROCESS REQUIRED TO OBTAIN FORMAL
"APPROVED EQUAL” STATUS IS DEFINED AND DETAILED IN THE SPECIFICATIONS.

ANY CHANGES TO LAYOUTS, DETAILS, WIRING AND DIMENSIONS INCLUDING ALL ASSOCIATED
COSTS ARISING FROM THE USE OF "APPROVED EQUAL™ MATERIALS AND EQUIPMENT WILL

BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR. USE OF "APPROVED EQUAL’
EQUIPMENT SHALL RESULT IN A FULLY FUNCTIONAL INSTALLATION IN ACCORDANCE WITH

THE REQUIREMENTS AND INTENT OF THE DESIGN DOCUMENTS.

DESIGN CHANGES NECESSITATED BY THE USE OF "APPROVED EQUAL™ MATERIALS OR
EQUIPMENT SHALL BE DETAILED BY THE CONTRACTOR VIA THE SHOP DRAWING SUBMITTAL
PROCESS AS DESCRIBED IN THE SPECIFICATIONS AND CONSTRUCTION DOCUMENTS. ALL
SUCH DRAWING CHANGES SHALL BE PREPARED UNDER THE SUPERVISION OF A
PROFESSIONAL ENGINEER REGISTERED OR LICENSED N THE PROVINCE OF MANITOBA AND

SHALL BE SEALED BY THE SAME ENGINEER.

SLOPE UPPER SURFACE OF TYPE 2 FILL AS PER DRAWING SGAD-Y006. SURFACE OF

INSULATING STONE WITHIN AREA OF THE PAD TO BE FLAT.

ESTERWEB OIL CONTAINMENT DESIGN AND SUPPLY BY ALBARRIE CANADA LIMITED OR
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