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BUILDNG MECHANICAL

MECHANICAL

T. TRAN

J.C.K.F.

PLUMBING - BASEMENT AND GROUND FLOOR PLANS

SINK

UP TO JANITOR

13-DHW-CU01

13-PW-CU01CO

FD-2

FD-2FD-2

SH-1

SH-1

SH-1

TYP OF 2

TO EXISTING

CONNECT

13-DHW-CU01

13-PW-CU01

FAUCET

DOWN TO SHOWER

13-DHW-CU01

13-PW-CU01

TYP OF 2

SHOWER FAUCET

DOWN TO

13-DHW-CU01

13-PW-CU01

TO SK-1 FAUCET

FROM BELOW

13-DHW-CU01

13-PW-CU01FD-2SK-1

IN CEILING SPACE

CONDENSATE DRAIN

25-D-CU01

JANITOR SINK

300mm ABOVE 

DOWN AND TERMINATE

CONDENSATE DRAIN

25-D-CU01

IN CEILING SPACE

CONDENSATE DRAIN

25-D-CU01

PIPE LENGTH OF 24 METERS.

ROOM. ESTIMATED TOTAL 

DRAIN IN MECHANICAL

EXISTING FUNNEL FLOOR

TO TERMINATE ABOVE

DOWN INSIDE SHAFT

CONDENSATE DRAIN

25-D-CU01

DRAIN ABOVE

FROM FLOOR

75-D-CI01

100-D RISER

CONECT TO EXISTING

100-D-CI01

@1% SLOPE

100-D-CI01

SINK ABOVE

FROM JANITOR 

75-D-CI01

TYP OF 3

TO EXISTING

CONNECT

75-D-CI01
DOWN 

75-D-CI01

DOWN

75-D-CI01

ROOM

LOCKER

WOMEN’S

ROOM

AUTOMATION

OFFICE

SYSTEM

CONTROL

ROOM

CONTROL

ROOM

LOCKER

MEN’S

BASEMENT PLAN - PLUMBING AND DRAINAGE GROUND FLOOR PLAN - PLUMBING AND DRAINAGE

CLOSET

JANITOR’S

00

001

ADMINISTRATION BUILDING

PROVIDE LABOUR AS REQUIRED TO EXPOSE THE PIPE FOR NEW CONNECTIONS.

THE EXISTING UNDERGROUND BUILDING DRAIN MIGHT BE ENCASED IN CONCRETE.2.

.ALL NEW VENT PIPE CONNECTED TO BUILDING VENT IN ACCORDANCE WITH BUILDING CODE

NO ATTEMPT HAS BEEN MADE TO SHOW ALL VENT PIPES. CONTRACTOR TO PROVIDE 1.
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