A1 SIZE — 594mm x 841mm

ANGLE CLOSURE

SAME MATL AS
DUCTWORK, 25mm MIN
LARGER THAN

WALL OPNG ON

ALL SIDES

1

SHEET
METAL
DUCT

7

Q|

WALL /ROOF

PACK OPENING
AROUND_DUCT
W/ MINERAL

FIREPROOFING

50mm MIN OVERLAP

BREAK —AWAY
SECTION C/W
APPROVED 'SLIP

DUCT SLEEVE
MATL & GAUGE
AS REQD TO
MEET SMACNA
& NFPA REQMTS

25mm MAX
CLEARANCE

NOTES:
1. FLOOR PENETRATION SIMILAR.

JOINTS (BOTH SIDES)

CAULK W/SILICONE
RUBBER SEALANT, TYP

DUCT WALL/ROOF PENETRATION, FIRE—DAMPERED OPENING

NTS

ALUMINUM BIRD SCREEN
ALL AROUND

SECURE FAN TO CURB
WITH S/M_SCREWS 300mm
0C ALL AROUND

FOAM RUBBER GASKET

APPLIED TO UNDER SIDE
OF FAN CURB CAP

PIANO HINGE

PRE-FAB —————
ROOF CURB T

COUNTER FLASHING -
BY DIV 15 /
FLASHING BY DIV 6 —F

BACKDRAFT / MOTORIZED 7

DAMPER
( WHERE SPEECHIFIED)

DUCTED ROOF MOUNTED FAN

NTS

| |
=l
NEMA 4X
DISCONNECT
SWITCH
BASE LATCH
PLATE
CABLE
ROOF STRUCTURE-————//
SEE ARCH AND STRUC
DWGS FOR DETAILS
2334-300

DUCT SUPPORT

PER_SMACNA "HVAC
DUCT CONSTRUCTION

STANDARDS”

WALL

/

- —

\SEE PLAN FOR

SIZE OF DUCT

/ FINISHED FLOOR
|

T

FLOOR EXHAUST DUCT

NTS

\

DUCT MOUNTED AIR OQUTLET OR INLET

__/____________7/___

-——— -

NTS

0.25 W, 75mm MIN

OPPOSED BLADE
BALANCING DAMPER

BRANCH DUCT,
SIZE TO_MATCH
GRILLE FRAME OD

AIR OUTLET
-~ OR INLET
 —

<_?\‘7

FASTEN GRILLE

FRAME TO DUCT
COLLAR

FACE GASKET
DAMPER ACTUATOR

SUPPLY OR RETURN DUCT

CEILING OR ROOF

MANUFACTURER’S
MOUNTING

BRACKETS, TYP \
N

FOR CONCRETE,
USE 10 CONCRETE
ANCHORS.
FOR_WOOD, USE
BOLTS

65 SST LAG

\</ WALL

FOR CONCRETE,
USE 10 CONCRETE /\ T~

ANCHORS,

FOR WOOD, USE =
65 SST LAG BOLTS — H—

-7 |

\ i -

HEATER

NOTES:

wwooce 'NIN
1HOIFH ONILNNOW

\

1. USE THREADED HANGER RODS ONLY WHERE MANUFACTURER'S MOUNTING

BRACKETS ARE NOT PRACTICAL.

UNIT HEATER MOUNTING

NTS

NOTES:

STRAINER WITH
BALL VALVE AND
PLUG, BELOW COIL

THERMOMETER,
TYP

S—WAY MIXING VALVE

6 COPPER
TO DRAIN

AIR VENT
BALL VALVE, TYP

FLOW MEASURING
& BALANCE FITTING

UNION, TYP
[ BALL VALVE, TYP

\

GAUGE COCK, TYP

AN

SUPPLY

1. DETAIL GIVES REQUIRED SEQUENCE OF EQUIPMENT AND VALVES. PIPING
ARRANGEMENT MAY VARY TO SUIT FIELD REQUIREMENTS. PIPE COIL FOR
COUNTER FLOW WITH AIR.

HEATING COIL CONNECTION

==APECH
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