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(4 PER POST)

DRIVEN INTO ROD MIN 10mm

SELF DRILLING FASTENERS

304 SST COUNTERSUNK

2205 STAINLESS STEEL PLATE  

150x150x12mm THICK 

DETAIL A

6mm THICK ALUMINUM TOE-BOARD

NOTE:

POST ANCHORAGE

WELD ROD AND PLATE WITH A FILLER METAL OF MATCHING OR GREATER YIELD STRENGTH

MINIMUM YIELD STRENGTH OF STAINLESS STEEL ROD AND PLATE TO BE 450 KPa. 
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-

WELDED END CAPS, TYPICAL

(4 PER POST)

DRIVEN INTO ROD MIN 10mm

SELF DRILLING FASTENERS

304 SST COUNTERSUNK

6mm THICK ALUMINUM TOE-BOARD

POST ANCHORAGE

EXTERIOR

125 FOR

2205 STAINLESS STEEL PLATE  

150x150x12mm THICK 

NOTE:

METAL OF MATCHING OR GREATER YIELD STRENGTH

PLATE TO BE 450KPa. WELD ROD AND PLATE WITH A FILLER 

MINIMUM YIELD STRENGTH OF STAINLESS STEEL ROD AND 

DETAIL A

A

-

DETAIL A

POST EMBEDMENT

AND KEEPER

STAINLESS STEEL CANE BOLT

PLATE STOP, TYPICAL

6mm THICK ALUMINUM BENT

ALUMINUM HINGES, TYPICAL
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ALUMINUM PIPE SLEEVE

31.75mm DIAMETER 

EXTERIOR

125 FOR

NOTE:

2205 STAINLESS STEEL PLATE  

150x150x12mm THICK 

(4 PER POST)

DRIVEN INTO ROD MIN 10mm

DRILLING FASTENERS

COUNTERSUNK SELF 

304 STAINLESS STEEL 

OF SEALANT

CONTINUOUS BED 

SET BASE PLATE ON 

SELF DRILLING FASTENERS

304 SST COUNTERSUNK

RE 500 ADHESIVE A325 

STEEL BOLTS C/W HILTI 

WITH 2-16M 304 STAINLESS 

ANCHORED TO CONCRETE 

STAINLESS STEEL PLATE 

WELDED TO 12mm  2205

STAINLESS STEEL ROD 

31.75mm DIAMETER 2205

REFER TO PIPE GUARD DETAIL

FOR RAILING COMPONENTS
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-

DETAIL APOST EMBEDMENT

SELF DRILLING FASTENERS

304 SST COUNTERSUNK

ALUMINUM HANDRAIL

42.16mm DIA SCHEDULE 40 

ELEVATION

-

A

1200mm OC MAX

WALL BRACKET AT

EXTRUDED ALUMINUM

DETAIL A

REMOVABLE ALUMINUM GUARD (SURFACE MOUNTED)

POST ANCHORAGE - 

HINGED DOUBLE GATE PIPE RAILING (MAX 2000)

POST EMBEDMENT -

PIPE RAILING EXPANSION JOINT (SURFACE MOUNTED)

POST ANCHORAGE -

PIPE RAILING EXPANSION JOINT (EMBEDDED)

POST ANCHORAGE -

WALL MOUNTED PIPE HANDRAIL

POST ANCHORAGE - SURFACE MOUNTED GUARD

IN EXPANSION SHIELDS 

STAINLESS STEEL BOLTS

AND GROUND SMOOTH

CONTINUOUSLY WELDED

WELDED END CAPS
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PVC INSERT

REMOVABLE

SEALANT

EXPANSION JOINT

6mm ALUMINUM TOE-BOARD

ALUMINUM PIPE SLEEVE

31.75mm DIAMETER 

REFER TO PIPE GUARD DETAIL

FOR RAILING COMPONENTS

500 ADHESIVE A325 

STAINLESS STEEL BOLTS C/W HILTI RE 

TO CONCRETE WITH 2-16M 304 

2205 STAINLESS STEEL PLATE ANCHORED 

STEEL ROD WELDED TO 150x150x12mm 

31.75mm DIAMETER 2205 STAINLESS

EXTERIOR

125 FOR

CONTINUOUS BED OF SEALANT

SET BASE PLATE IN

ALUMINUM RAILS

42.16 DIAMETER SCHEDULE 40

ALUMINUM POSTS AT 1200mm MAX

42.16 DIAMETER SCHEDULE 80

CONTINUOUS BED OF SEALANT

SET BASE PLATE IN
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STAINLESS STEEL RECEIVER

TOP OF CURB
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EXTERIOR

125 FOR
SEALANT

PVC INSERT

REMOVABLE

EPOXY GROUT

ALUMINUM TOE-BOARD

 EXPANSION JOINT
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FILLER  METAL OF MATCHING OR GREATER YIELD STRENGTH.

PLATE TO BE 450 KPa. WELD ROD AND PLATE WITH A 

MINIMUM YIELD STRENGTH OF STAINLESS STEEL ROD AND 

1
2
5

NTS 0552-804 NTS 0552-806

OPEN GRATING METAL STAIR WITH TUBE RAILING

POST ANCHORAGE - 

PIPE RAILING ON CONCRETE STAIRS (1000 AND WIDER)

POST EMBEDMENT - 

UPDN

SECTION

PLAN

NOTE:

A FILLER METAL OF MATCHING OR GREATER YIELD STRENGTH

MINIMUM YIELD STRENGTH OF SST ROD AND PLATE TO BE 450 KPa. WELD ROD AND PLATE WITH

ALUMINUM RAILS

42.16 DIA SCHEDULE 40 

ALUMINUM POSTS

42.16 DIA SCHEDULE 80 

BY CODE

WHERE REQUIRED

RAILING EXTENSION 

WITH ABRASIVE NOSINGS

OPEN GRATING STEPS 

METAL STRINGER

PERIMETER

SEALANT AROUND

POST ANCHORAGE DETAIL

CJP

TO METAL STRINGER W/ 2-16M 304 SST BOLTS

150x60x12mm 2205 SST PLATE ANCHORED 

31.75mm DIA 2205 SST ROD WELDED TO 

HOLES (2 PER POST) 

IN PREDRILLED PILOT 

INTO ROD MIN 25mm

FASTENERS DRIVEN 

SELF DRILLING 

302 SST COUNTERSUNK

BEYOND
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END CAPS 

WELDED

TYP AT POST LOCATIONS
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STANDARD DETAILS (11)

ISSUED FOR TENDER

01 G.O.10/2015 J.C.ISSUED FOR CONSTRUCTION

02 G.O.01/2016 J.C.

1200mm MAX SPACING

ALUMINUM POSTS TYP, AT 

42.16 DIAMETER SCHEDULE 80

ALUMINUM RAILS, TYP

42.16 DIAMETER SCHEDULE 40

1200 MAX

ISSUED FOR TENDER - B.O. 899-2015

02

02

03 G.O.04/2016 J.C.ISSUED FOR CONSTR - B.O. 899-2015

04 G.O.2017/04/05 J.C.ISSUED FOR CONSTRUCTION - 976-2016


