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— BATT INSULATION FILL,
TYP

XMETAL FLASHING, TYP

BDTL-U004
SN—
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METAL CLOSURE FLASHING,
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— MODIFIED BITUMEN
ROOFING ASSEMBLY, TYP
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METAL FLASHING AND
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WOOD FRAMING WITH
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COPING FLASHING, TYP

ROOFING MEMBRANE STRIP
CARRIED OVER PLYWOOD, DOWN
FACE OF EXISTING PARAPET
AND OVERLAPPING EXISTING
ROOFING MEMBRANE, TYP

PLYWOOD ON BUILT—-UP OF 'LINTEL

WOOD TRUSS COPING, TYP

REQUIRED
METAL CLOSURE FLASHING,
TYP )
METAL CLOSURE GIRTS, JOINT SEALANT, TYP 7
TYP

VOIDS IN CMU PARAPET
FILLED SOLID WITH
MASONRY GROUT, TYP

19mm EXTERIOR GRADE
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WOOD STRAPPING WITH
MINERAL WOOL INSULATION
BETWEEN, TYP

OPNG. TYP
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M METAL FLASHING, TYP

200mm CMU WALL

INSTALL 100 X 150m
GALVANIZED STEEL BENTPLATE TO

BOTH SIDES OF CMU WALL .

ENSURE LINTEL IS CARRIED

MINIMUM 200mm BEYOND OPENING

BOTH SIDES . AFTER INSTALLATION

J—MOULDING, TYP

CEMENT BOARD RETURNED
AT JAMBS AND HEAD OF

JOINT SEALANT ON BACKER
ROD ON PREFORMED JOINT

REMOVE CMU WALL

BELOW THE LINTEL FOR EXTENT
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AR BARRIER, TYP
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JOINT SEALANT, TYP
METAL CLOSURE TRIM, TYP

CEMENT FACED 50mm
PERIMETER INSULATION
CARRIED MIN 300mm
BELOW GRADE, TYP

PROVIDE OPENING IN EXISTING

SECT|ON DETA”_ BETWEEN, TYP Tl N TA| WALL ASSEMBLY. INSTALL
1 =% 2 3 SECTION DETAIL 10mm THICK GALVANIZED SLEEVE
BGAD-U006 BCAD=0005 BGAD—004 FASTEN TO EXISTING WALL AND
SET IN SEALANT BED
METAL COPING FLASHING, TYP “C"LE(;ébRE /
19mm EXTERIOR GRADE PLYWOOD, TYP '__ GIRT, TYP JOINT SEALANT ON BACKER
CONTINUOUS WOOD SHIM, TYP ROD ALONG PERIMETER,
WOOD TRUSS COPING FRAMING, TYP——— ([l TYP
BATT INSULATION, TYP >
CONTINUOUS METAL FLASHING CLIP /4 - A
) / /
JOINT SEALANT, TYP ALUMINUM LOUVRE, TYP A
METAL CLOSURE FLASHING, TYP —— /\
10M GALVANIZED ANCHOR @ 600mm OC, TYP— | I /\
ROOFING MEMBRANE (BASE & CAP SHEET)—8 | CONTINUOUS MOUNTING
CARRIED UP CANT OVER WOOD COPING, TYP ANGLE, TYP ~
METAL FLASHING, TYP
EXTRUDED ALUMINUM SILL:
FLASHING, TYP =
MODIFIED BITUMEN ROOFING ASSEMBLY ——— vl
150mm CMU, TYP
CMU_PARAPET FILLED SOLID WITH————
MASONRY GROUT, TYP [ ———
19mm EXTERIOR GRADE PLYWOOD ON 40mm—— 1 | "N T | DX ||FEsssiss
WOOD STRAPPING WITH MINERAL WOOD
INSULATION BETWEEN, TYP
AIR BARRIER, TYP
METAL PANEL (TYPE-2)
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