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GENERAL NOTES:

1. INSTALLATION MUST COMPLY WITH THE CANADIAN ELECTRICAL CODE, THE NATIONAL BUILDING CODE OF CANAL

A, AND CITY OF WINNIPEG ELECTRICAL BYLAW.

LUMINAIRE SCHEDULE

SIZE

Al

2. PROVIDE ALL NECESSARY MOUNTING ACCESSORIES FOR INSTALLATION OF NEW RUNNING MAN EXIT SIGNS.
TYPE MANUFA P TYP VOLTS (VAC LOAD MOUNTING SPECIFIC NOTE
3. IT IS THE RESPONSIBILITY OF THE ELECTRICAL CONTRACTOR TO CONFIRM EXACT CIRCUIT NUMBERS ON SITE. MODIFICATION OF CIRCUIT NUMBERING DURING CONSTRUCTION UPACTURER MODEL LAM £ (VAC)
WILL NOT CONSTITUTE AN EXTRA TO THE CONTRACT. A PHILIPS HBX13LL40-347-W—WT / HBX—PENHGR LED 347 106 W PH
4. EXIT SIGNS ARE TO BE INSTALLED IN ACCORDANCE WITH THE SIGN ORIENTATIONS SHOWN ON THE DRAWING TO INDICATE THE REQUIRED EGRESS PATH IN ACCORDANCE WITH
L EFGEND LUMINAIRE, 1220mm LENGTH / C PHILIPS CFl DWAE232-347—-1/2—EB—OPTIS / WBK 2-18 347 54 W S
- 609.6 WIDE
® X = TYPE (REFER TO SCHEDULE) D KENALL TES8-48~1~45L40K-DCC~1-120—-P5H~PP LED 347 50 W TRC / SH 2
@]
- E KENALL TES8—48—1—100L40K—DCC—1—347—P5H-PP LED 347 113 W TRC / SH 2
FX £ ® —  HIGH BAY LUMINAIRE
X = TYPE (REFER TO SCHEDULE) F KENALL TES8—48—1-50L40K—DCC—1-DV—P5H-PP LED 120 58 W TRC / SH
6 e B LUMINAIRE, 610mm LENGTH G PHILIPS CFI DWAE232-347—1/2~EB—OPTIS / WBK 2-T8 347 54 W TRC / SH
o) - X = TYPE (REFER TO SCHEDULE)
EX > - 4‘@ % H PHILIPS CFl DWAE232-347—1/2—-EB-OPTIS / TBK 2-T8 347 54 W w 6
Qr——— =  LUMINARE, 1220mm LENGTH l PHILIPS CFI DWAE232—347—1/2—EBLT20 / TBK 2-T8 347 54 W W 6,7
X = TYPE (REFER TO SCHEDULE)
LUMINAIRE, ALWAYS "ON” (ESSENTIAL / J PHILIPS LPW32-79DGY LED 347 71 W W
< EX = <§3 @ Wzzzzza - - MERGEN (/RSQSQTT(L)'G;‘JH[S[')%CL%’)T) K PHILIPS LPW32-79DGY / R10855 LED 347 71 W W 3
I ) CEILING MOUNTED LUMINAIRE L APPLETON LLEDA15BC2 LED 347 46 W TRC / SH 1
@ = X = TYPE (REFER TO SCHEDULE)
CEILNG MOUNTED EXIT SIGN (PLAN VIEW) M APPLETON LLEDA17BC2 LED 347 82 W S 1
EX - TAQ;%MSRAESFE&DTBA%?ESXL&AW,NG R:)‘Q ~  WALL MOUNTED LUMINAIRE N CFl SPS2GFSVA33212003 3-18 120 3X32 W R/TB
X = TYPE (REFER TO SCHEDULE)
AL MOUNTED EXIT ( ) 0 PHILIPS CFl DWAE232—120—1/2—EB—OPTIS / TBK 2-18 120 54 W W 6
ALL M SIGN (PLAN VIEW
_ YOKE / HANDRAIL MOUNTED LUMINAIRE
= TYPE (REFER TO SCHEDULE) C'QI - = P PHILIPS CFI CF=S-24—G-PG—38L-40-U-DZT LED 120 57.2 W R/TB 0-10V DIMMING
EX ARROW AS INDICATED ON DRAWING X = TYPE (REFER TO SCHEDULE) /
_ LAMPSTAND C/W POLE AND CONCRETE BASE MOUNTED LUMINAIRE Q CROUSE HINDS FMV15LCY/UNV3476S903 / SFA6 LED 347 131 W SP OR C/W 8
C @ - X = TYPE (REFER TO SCHEDULE)
FX WALL MOUNTED BATTERY/EXIT COMBINATION UNIT (PLAN VIEW) R CFl 1768232—21-UNV—CM—2W 2-T8 120 56 W R/TB
= TYPE (REFER TO SCHEDULE) SINGLE POLE TOGGLE SWITCH
AN ARROW AS INDICATED ON DRAWING $ A - (A = DENOTES SWITCHING ARRANGEMENT S PHILIPS CALION1VBZ10V/C4L10DL3SKCLWVB LED 120 14 W R/TB
3 = 3-WAY SWITCH
) T CFl 2LP3CGS332—36AL—347—1/3EB10I 3-8 347 90W R/TB
EX TWO GANGED SINGLE POLE TOGGLE SWITCHES
WAL MOUNTED EXIT SIGN (SIDE VIEW) B$C = (83, c ;_%itiogvsngTCHiNG ARRANGEMENT U CFl 1768232—21-347~CM—2W 2-T8 347 56 W R/TB
~  SHOWN ON STARWELL ELEVATION DRAWINGS. v APPLETON MLEDNR175P5BH-S3 LED 347 72 W ST 5
DIRECTION OF EXIT SIGN: THREE GANGED SINGLE POLE TOGGLE SWITCHES
Dﬁg = (D, E, F = DENOTES SWITCHING ARRANGEMENT W PHILIPS HBX17LL40—347—W—WT—WP6 / HBX—PENHCR LED 347 142 W PH
[ A/ LEFT ARROW F 3 = 3-WAY SWITCH)
X EXISTING LIGHTING
/57 RGHT ARROW FOUR GANGED SINGLE POLE TOGGLE SWITCHES
G%H = (03» R, ; K =SDE$$)ES SWITCHING ARRANGEMENT Y PHILIPS HBX24LL40—347-W-WT-WP6 / HBX—PENHGR LED 347 212 W PH
= JK = J3-WAY SW
Q) = WALL MOUNTED SWITCH C/W OCCUPANCY SENSOR z APPLETON MLEDNWR173P5BH LED 347 72 W c/W
B OCCUPANCY SENSOR - OVERRIDE PUSH BUTTON C/W OCCUPANCY SENSOR EA LUMACELL MOM2LD LED 6 VDC oXAW W 4
= (P = DENOTES SWITCHING ARRANGEMENT) OSA - (A = DENOTES SWITCHING ARRANGEMENT) i o
P C/W 6096mm (20°) HIGH
_ FASM—H—C3F—57—A—1-A-DKBZ C/W x 125mm (5”) SQUARE
- PHOTOCELL AA GE EVOLVE LIGHTING C/W STEEL POLE 575552001 /SMST LED 347 80 W P STEEL POST (BRONZE
PAINT FINISH)
® —  DIMMER SWITCH EXISTING LUMINAIRE TYPE
BB HOLOPHANE SMST SERIES C/W S75S520J/1/SMST HPS 347 150 W p 'BB’ TO BE UPGRADED
EXIT SIGN SCHEDULE KAD 150M R4 347 WWDO4 P
cc LITHONIA TS P.S MH 347 150 W 9144mm POLE EXISTING LUMINAIRE
TYPE (EX) DESCRIPTION MANUFACTURER [MODEL VOLTS (VAC) LOAD NOTES -
C/W 6096mm (20") HIGH
E1 LN SERIES, NEMA 4X RATED, SINGLE-FACED LUMACELL LNTWU0O 120-347 LESS THAN 2.5W DD GE EVOLVE LIGHTING C/W STEEL POLE | EASB-D—C3F-5-50—1-A-DKBZ C/W POST LED 347 74 W P XS;SSF’;OS(}E’ )(ngxg?
E2 LN SERIES, NEMA 4X RATED, DOUBLE—FACED LUMACELL LN2WU0O 120-347 LESS THAN 2.5W PAINT FINISH)
E3 LA SERIES, EXTRUDED ALUMINUM EXIT SIGN, SINGLE—FACED LUMACELL LATWUOO 120-347 LESS THAN 2.5W
EE APPLETON AMLED=6-—7-Y-BH / C-AM-B~CA & LED 347 76 W Y /W 1
E4 LA SERIES, EXTRUDED ALUMINUM EXIT SIGN, DOUBLE—FACED LUMACELL LA2WU0O 120-347 LESS THAN 2.5W
E5 LH SERIES, HAZARDOUS LOCATIONS (CLASS I, ZONE 2), SINGLE—FACED LUMACELL LH1GU00 120-347 LESS THAN 2.5W 1
FF CROUSE HINDS HBA42164L 2-T8 347 32 W CH 1,9
E6 DIRECTION WAY GUIDANCE SIGNS, PHOTOLUMINESCENT EXIT SIGN, RIGHT ARROW | THOMAS & BETTS PL4344GR N/A N/A 2
£7 DIRECTION WAY GUIDANCE SIGNS, PHOTOLUMINESCENT EXIT SIGN, LEFT ARROW | THOMAS & BETTS PL4343GR N/A N/A 2 MOUNTING LEGEND:
CH CHAIN HUNG R/TB RECESSED / T-BAR B BRACKET
E8 LAC SERIES, EXTRUDED ALUMINIUM COMBINATION BATTERY UNIT, SINGLE—FACED LUMACELL LACT1W6722LD1AT 120-347 0.15A 3 S SURFACE W WALL sP SLIP—FITTER /POST
PH PENDANT HANGER TRC THREADED ROD AND CHANNEL SH STEM HUNG
E9 LX SERIES, HAZARDOUS LOCATIONS (CLASS 1, DIV. 1), SINGLE—FACED LUMACELL LX1S1P120 120 MAX. 4W 45 Y YOKE C/W COLUMN / WALL ST STANCHION
P POLE
1. ALL FLUORESCENT BALLASTS SHALL BE PREMIUM <10% MANITOBA HYDRO POWER SMART APPROVED.
2. ALL EXTERIOR POLES TO BE HEAVY DUTY, SUITABLE FOR MINIMUM 80 M.P.H WINDS.
SPECIFIC NOTES: SPECIFIC NOTES:
1. CLASS I, ZONE 2 RATED. 1. CLASS I, ZONE 2 RATED.
2. ONLY USED IN STAIRWELLS. 2. FIXTURE C/W 347/120 VAC INTEGRAL STEPDOWN TRANSFORMER.
3. UNIT IS EQUIPPED WITH BATTERY AND EMERGENCY LIGHTING HEADS. 3. FIXTURE C/W INTEGRAL 347 VAC PHOTOCELL.
4. CLASS I, ZONE 1 RATED. 4. REMOTE EMERGENCY HEAD LIGHTING FIXTURE.
5. RSTP TRANSFER PANEL (LUMACELL P/N: 347/120RSTP25) TO POWER THE 120 VAC LX SERIES FROM 347 VAC POWER SOURCE. 5. FIXTURE C/W 38mmg, STAINLESS STEEL SWIVELPOLE P/N: S3—3000-T (3000mm LONG); OR P/N: S3-2400-T (2400mm LONG) WHERE INDICATED IN THE LAYOUT DRAWINGS.
6. PROVIDE LUMINAIRE WITH WIREGUARD.
UINE 7. =29°C START OPTION.
- 8. PROVIDE SLIPFITTER P/N: SFA6 (6 PCS) FOR FIXTURES MOUNTED ON FENCE POST. FOR FIXTURES ON A—FRAME COLUMN, UTILIZE THE FLOODLIGHT YOKE FOR MOUNTING (NO WALL BRACKETS).
347 VAC, 19 9. COPPER FREE ALUMINUM, EPOXY COATED ENCLOSURE
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