A1 SIZE — 594mm x 841mm

MECHANICAL THREADED CONNECTORS
ON DOWELS. THREAD DOWELS TO
MIDPOINT OF COUPLING SLEEVE AND
LOCK IN PLACE W/ LOCKNUT, TYP

WATERSTOP

DOWELS TO MATCH SIZE AND

PROTECTOR ( 0315-021 SPACING OF CONCRETE SLAB
(0315-021) Ok AL REINE O AS NOTED
ON PLANS
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INTO MECHANICAL

FUTURE REINF THREADED “\\ 150mm PLASTIC WATERSTOP

THREADED CONNECTORS

FUTURE CONCRETE SLAB OR WALL

NOTES:

FUTURE CONSTRUCTION JOINT

1. DETAILS SHOWN ARE APPLICABLE FOR FUTURE EXPANSION AT A CONSTRUCTION

JOINT.
2. PROVIDE PROTECTIVE INSERTS FOR THREADED CONNECTORS.

WALL OR SLAB FUTURE CONSTRUCTION

EXPOSED FACE OF WALL

FILL WITH DRY PACK
NON SHRINK GROUT,
SEE NOTES

SETBACK

WATERSTOP —

EXPOSED FACE OF WALL

FILL WITH DRY PACK
NON SHRINK GROUT,

WATERSTOP

NOTES:

INSIDE OR WATER
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SIDE OF WALL

USE SCREW-ON PLASTIC
CONE TYPE INSERTS
EACH FACE

DEPTH OF CONE AS
SPECIFIED, TYP

T~ USE SCREW-ON

COIL TIE TYPE

N

WALL
THICKNESS

TYPE A

INSIDE OR WATER

N NN

SIDE OF WALL

USE CONICAL TYPE
INSERTS EACH FACE

DEPTH OF CONE AS
SPECIFIED, TYP

1. THE SPACING OF FORM TIES ON EXPOSED PORTIONS OF WALLS SHALL BE
APPROXIMATELY EQUAL HORIZONTALLY AND VERTICALLY AND SHALL BE

UNIFORM IN EACH DIRECTION.

2. DRY PACK METHOD SHALL BE AS SPECIFIED USING STEEL TOOLS.

FORM TIE HOLE

16 GAUGE WIRE TIED AROUND
10M BAR AND TIED AROUND
REGULAR REINFORCING BARS
PARALLEL TO JOINT AT 500mm
C 10 C, TYP

t/2

EXP JT

SRt

VARIES
N\

s

PLASTIC WATERSTOP,

TYP

REGULAR REINFORCING

BARS, TYP

WALL SECTION

t/2

WATERSTOP ANCHORAGE

10M CONTINUOUS REINFORCING
BAR TIED ALONG EDGE OF
WATERSTOP WITH 16 GAUGE
WIRE OR STEEL CLIPS AT
500mm C TO C, TYP

SLAB SECTION

10M CONTINUOUS REINFORCING BAR
TIED ALONG EDGE OF WATERSTOP
WATERSTOP WITH 16 GAUGE WIRE OR
STEEL CLIPS AT 500mm C TO C, TYP

REGULAR REINFORCING BARS, TYP

TIE 10M BAR TO
WOOD BLOCKING
WITH U BOLTS ©
500mm C 10 C ‘

ALIGN CL OF _—

- REIOT g0
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BULB WITH CL
OF EXPANSION
JOINT

FORMWORK

PLASTIC WATERSTOP SET
FIRMLY IN PLACE BEFORE
PLACING CONCRETE

PLAN /SECTION

16 GAUGE WIRE TIED AROUND 10M BAR
AND REGULAR REINFORCING BARS
PARALLEL TO JOINT AT 500mm C TO C,
TYP

WATERSTOP ANCHORAGE FOR FIRST PLACEMENT

NTS 0315-253 NTS 0310801 NTS 0315-801 NTS 0315-802
2nd POUR 1st POUR 2nd POUR 1st POUR
W W _CHAMFER
FINISHED CONCRETE . :
SURFAGE 10000,/15000 10000,/15000
— . MAX_ 2000 MNN 2000 MIN_ _ MAX__ _ _ 2000 MIN
a | — | & _—STYROFOAM FILLER — ¢ [ - CJ SPACING 6000 MAX 6000 MAX CJ SPACING 6000 MAX
= / ADHERED ONLY TO \ —/ | | o
\ o |, — 1 TOP SURFACE OF s > f = e P
CONCRETE WALL TIE WIRES TO FASTEN . T > PREFORMED JOINT S ! 1
\ L 1 WS T&B @ 500mm MAX NOTES: = = FILLER PRIOR TO = L3
W/ CONT 10M BAR TIED P - gbﬁchNc SECOND s — | - = ..
WALL REINFORCEMENT _\ ’T*ILE%N%V /EDSGT%E(EFcY_VlAﬁTSERSTOP 1. PROVIDE EXPANSION JOINTS WITH WATERSTOP FOR WALLS 2 R 2 BE=H 2 = =2
AND SLABS OF LIQUID RETAINING STRUCTURES, EXTERNAL - - g7 | o
PLASTIC WATERSTOP ] WA ROUT ' a _ P | o S
N LL GROU WALLS AND SLABS IN CONTACT WITH SOIL. / S~ REFORMED JOINT ——1 c S \S/EIETICAL CJ, TYP S|S
"STAY—=FORM” = o FILLER - - ~
STAY-FORM .981 2. PREFORMED JOINT FILLER (EXCEPT WHERE OTHERWISE INDICATED) . s : 0315-151
TO BE: SECTION SECTION |
¢ OF WS—g ~ 1 FORMING R FOR SEALANT AT EXPANSION JOINT
-9.:# A)  SELF EXPANDING CORK FOR EXPANSION JOINTS IN ORMING RECESS FOR SEALA EXPANSION JOINTS ' '
=3 %ﬁ% TANKS, CONDUITS, AND SUBSTRUCTURES. EQTEROE;IC?;Y%?FOAM § (ZD L § QZD
B) FOAMED PVC JOINT FILLER PR GRADE FOR EXPANSION 2|2 2|2
/ JOINTS WITHOUT WATERSTOP IN DRY AREAS. INSERTION OF BACKING >3 g 7 >3y
S CEMENT ROD AND SEALANT *_FM S =
M e I . 3. CLEAN OFF COATINGS AND DEBRIS FROM FACE OF CONCRETE v SEALANT S O S O
CONCRETE SLAB ' AND ADHERE SELF-EXPANDING CORK TO FACE OF CONCRETE - S 2 - |
< IMMEDIATELY PRIOR TO SUBSEQUENT CONCRETE PLACEMENT. \ / : '
KEEP CORK DRY BEFORE FINAL PLACEMENT. . . i.. . Tl Ll
4. WATERSTOP TO BE 230mm WIDE UNLESS OTHERWISE INDICATED. J L 5 L ¢ _ 10000 FOR WALLS FORMING PART
— BACKING ROD ——— e OF LIQUID HOLDING STRUCTURE.
5. FOR ANCHORAGE OF WATERSTOP SEE SEPARATE DETAILS. p p R a PLAN 15000 FOR ALL OTHER WALLS.
NOTES: - /4\ o
a a I “ -
1. STARTER WALL REQUIRED FOR ALL CONSTRUCTION JOINTS WITH 6. FOR SEALANT SEE ( 0515-806 ). A\/ T RRER MED JOINT °.
WATERSTOPS, UNLESS SPECIFICALLY NOTED OTHERWISE. \
2. FOR WALLS WITH SINGLE MAT OF REINFORCING, LOCATE WATERSTOP NOTES:
ON LIQUID FACE, 25mm CLEAR OF REINFORCING. EXP EXP, 1. COORDINATE CONSTRUCTION JOINT LOCATIONS AND TIME BETWEEN CONCRETE
3. SECURE WATERSTOP IN-PLACE AS SPECIFIED. JT JT POURS WITH SPECIFICATION.
4. PROVIDE DEDICATED VIBRATOR TO CONSOLIDATE CONCRETE ON SECTION SECTION 2. LOCATE WALL CONSTRUCTION JOINTS AS SHOWN, UNLESS INDICATED OTHERWISE.

EITHER SIDE OF WATERSTOP.

WALL BASE CONSTRUCTION JOINT

EXPANSION JOINT NOTES

SLABS WITHOUT CHAMFER

(FLOORS IN DRY AREAS
WITHOUT FLOOR FINISH)

EXPANSION JOINT SEALANT

WALLS AND SLABS WITH CHAMFER
(WALLS AND SOFFITS IN DRY AREAS)

WALL CONSTRUCTION JOINT SPACING

NTS 0315-803 NTS 0315-804 NTS 0315-806 NTS 0315-807
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