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PEMBINA HWY

MONOLITHIC CONCRETE
SPLASH STRIP SD-223A
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CONCRETE SIDEWALK
SD-228A

INSTALL CURB RAMP SD-229D
WITH DETECTABLE WARNING

TILE SD-229E (TYP)

ASPHALT BIKE PATH

CONCRETE SIDEWALK
SD-228A

EXISTING PROPERTY LINE

MATCH EXISTING GRADES

232.575

2%
5 %

2 %

2 %

2%

1%

2%

2%

2 % 2%

2%
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BUS STOP
DETAIL06

C3

1%

REGRADE GRAVEL
ENTRANCE TO

EMPTY LOT
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232.779

232.689 232.668

232.734

232.945

232.870
232.788 232.764

232.549

232.876

ADJUST MANHOLE

TH05

EXISTING SOLDIER PILE
RETAINING WALL

PLACE CLAY FILL ON BACKSIDE OF
SOLDIER PILE RETAINING WALL TO
MATCH SIDEWALK GRADE

INSTALL CHARCOAL
HOLLAND PAVERS (TYP)

RENEW EXISTING
MONOLITHIC CONCRETE

SPLASH STRIP SD-223A

2
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SPLASH STRIP
TRANSITION 06

12.00

MONOLITHIC SPLASH STRIP
(SAFETY CURB SHAPE)

R=25
R=25 R=25

ABANDONED MTS MANHOLE

R=25
R=25

4
09

ASPHALT
RUMBLE STRIP06

CAUTION: GAS

RELOCATE
LIGHT STANDARD

(BY OTHERS)

232.775
232.959

232.615 232.799

-0.46%
0.40%

-0.46%
0.40%

-0.56%

STA = 1+088.50
ELEV =  232.575

0.40%

0.40%

-0.46%
0.40%

-0.46%
0.40%

PROPOSED GUTTER

EXISTING GUTTER

EXISTING MEDIAN GUTTER
(CONTROL LINE)

PROPOSED MEDIAN GUTTER
(CONTROL LINE)

PROPOSED BACK OF SIDEWALK

EXISTING GROUND AT
PROPOSED BACK OF SIDEWALK

-0.69%
-0.46% 0.49%

0.40%

-0.40%
-1.81%

-0.40%

-2.00%

0.31%

STA = 0+979.00
ELEV =  232.689

STA = 0+983.50
ELEV =  232.668

STA = 0+997.00
ELEV =  232.734

STA = 0+966.00
ELEV =  232.779

STA = 1+032.46
ELEV =  232.876 STA = 1+073.70

ELEV =  232.870

STA = 1+078.25
ELEV =  232.788

STA = 1+084.25
ELEV =  232.764

STA = 1+095.00
ELEV =  232.549

STA = 1+055.00
ELEV =  232.945

STA = 0+986.25
ELEV =  232.775

STA = 1+032.46
ELEV =  232.959

-0.69%
-0.46% 0.49%

-0.47%
0.40%

-0.40%
-1.81%

-0.40%

-2.00%

0.31%

TOP OF EXISTING MEDIAN CURB

PROPOSED RIGHT TURN
LANE GUTTER

STA = 0+986.25
ELEV =  232.615

STA = 1+032.46
ELEV =  232.799

RELOCATE EXISTING HYDRANT

0.80

9.00
1.68

1.00

17-6149
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            WARNING
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT THE
CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.

METRIC
WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

Member

ORIGINAL
STAMPED BY

PETERS
T.J.

22309

2018/01/17

2018/01/17

PEMBINA HIGHWAY REHABILITATION AND
ACTIVE TRANSPORTATION PATH

CONSTRUCTION NOTES:

1. ALL DIMENSIONS ARE TO BACK OF CURB.

2. ISOLATE MISCELLANEOUS ITEMS IN NEW
CONCRETE WORKS AS PER SD-228C.

3. LEGAL PLAN AND UNDERGROUND INFORMATION
FROM CITY OF WINNIPEG LBIS. CONTRACTOR TO
VERIFY ALL UNDERGROUNDS IN THE FIELD.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS
TO AVOID DAMAGE FROM CONSTRUCTION
ACTIVITIES TO TREES WITHIN THE LIMITS OF
CONSTRUCTION.

5. LOCATION OF EXISTING SERVICES TO BE
CONFIRMED IN THE FIELD BY THE CONTRACTOR.

6. CB LEADS TO BE INSTALLED AT MIN. 1.0% SLOPE
OR AS DIRECTED BY CONTRACT ADMINISTRATOR.

7. LIMITS OF SIDEWALK RENEWAL TO BE FINALIZED
IN THE FIELD BY THE CONTRACT ADMINISTRATOR.

8. LIMITS OF BOULEVARD GRADING TO BE FINALIZED
IN THE FIELD BY THE CONTRACT ADMINISTRATOR.
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NORTHBOUND PEMBINA - STA. 0+945
TO STA. 1+105 (PLAN-PROFILE)
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