2306 ALLEY (BROADWAY-MARYLAND ST-SHERBROOK ST-SARA AVE) - NORTHMWEST 2326 CONSTRUCTION NOTES:
1. ISOLATE MISCELLANEOUS ITENS IN NEW CONCRETE WORKS AS
235 2305 PER SD-226C.
EX NORTHMEST EDGE: 2 ALLWORK AND MATERIALS TO BE IN ACCORDANCE WITH LATEST
2304 2304 REVISION OF THE GITY OF WINNIPEG STANDARD CONSTRUCTION
" o SPECIFICATIONS.
3. LEGAL PLAN AND UNDERGROUND INFORMATION FROM CITY OF
2323 =2 2323 WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL UNDERGROUNDS IN
O [Ea . THE FIELD.
- STA = 1+064.00 - 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO AVOID DAMAGE
ELEV = 231.868 FROM CONSTRUCTION ACTIVITIES TO TREES WITHIN THE LINITS OF
2321 STA= 05 2324 GONSTRUCTION.
ELEV = 232,261 5. LOCATION OF EXISTING UTILITIES/SERVICES TO BE CONFIRMED IN
2320 Sa—rebo 2320 THE FIELD BY THE CONTRAGTOR.
ELEV = 232.092 6. INSTALL CB LEADS AT MIN. 1.0% SLOPE OR AS DIRECTED BY THE
319 319 CONTRACT ADMINISTRATOR.,
A
7. CONTRACTOR TO CONFIRM EXISTING LEAD INVERT ELEVATIONS
2318 2318 PRIOR TO INSTALLATION.
CONTROL LINE:
2317 o 2317 8. ALLDIMENSIONS ARE TO BACK OF GURS.
X GROUNDAT SlEv = 231628 5. LINITS OF CLRB AND SDEWALK RECONSTRUCTION TO 82
T % T ADMINISTRATOR.
231.6 S ONTROLLINE 231.6 FINALIZED IN THE FIELD BY THE CONTRACT ADMINISTRATOR.
10. ADJUST ALL WATER VALVES, MANHOLES, CATCH BASINS, CATCH
2315 2315 PITS, CURB STOPS AND WATER SHUT OFF VALVES TO GRADE.
1. ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR
TOP OF GUR® ELEVATION, AS REQUIRED.
2326 ALLEY (BROADWAY-MARYLAND ST-SHERBROOK ST-SARA AVE) - SOUTH/EAST 2326 12. STREET LIGHT STANDARDS, HYDRO POLES AND ANCHORS THAT
2 2 REQUIRE TEMPORARY SUPPORT, REMOVAL OR REPLACEMENT.
o ARE TO BE DONE AT THE EXPENSE OF THE CONTRACTOR, AS
NEGESSARY.
2325 ELev STA=1+033.00 w8
ELEV = 232137 EX SOUTH/EAST EDGE 3. INSTALL 6 m OF 150 mm SUBDRAIN TO NEW CATCH BASINS IN BOTH
230.4 2324 DIRECTIONS PARALLEL TO ROADWAY AS PER SD-245 AND CAP
SOUTH/EAST EDGE
2323 &\\ 2323 14, ALL SERVICES NEED TO BE INSULATED. ADDITIONALLY, ALL CATCH
o BASINS MANHOLES AND LEAD PIPES LOGATED WITHIN 20m OF A
. STA = 1+064.00 RESIDENTIAL SERVICE MUST BE INSULATED 7O PROTEGT THE
2322 & ~ — eV 257 665 2322 SERVICE FROM POTENTIAL FUTURE FREEZING.
. TO BE USED AT ALL RADI.
2321 Lo~ 2321
h = ! 16. CONTRACTOR TO CONFIRM LOCATION AND LIMITS OF SEWER
2320 STA = 1+020.58 — Q 873 2300 REPAIRS BY PERFORMING VIDEO INSPECTION AND REVIEWING
- ELEV = 232.261 STA = 1+033.00 = 4 VWITH THE CONTRACT ADMINISTRATOR PRIOR TO CONSTRUCTION.
2319 ELEV = 232,092 2319 17. LIMITS OF BOULEVARD GRADING/LANDSCAPING TO BE FINALIZED IN
B - THE FIELD Y THE CONTRACT ADMINISTRATOR,
2318 2318 18, MODIFICATIONS TO THE DESIGN REQUIRED DUE TO FIELD.
h h CCONDITIONS MUST BE APPROVED BY THE CONTRACT
CONTROL LINE: ADMINISTRATOR.
231.7 231.7
19, PEDESTRIAN AND CYCLIST TRAFFIC SHALL BE ACCOMMODATED
EX GROUND AT AGCORDING TO THE SITE ACCESSIBILITY PLAN.
231.6 CONTROL LINE e
2315 2315
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| ‘ [/ WARNING
T - - 3 Pl: 1+057. Pl 1+061.60 IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
B | & 11405743 - ‘ USED FOR EXCAVATION ON THIS PROJECT THE
(2137 CONTRACTOR MUST:
14000 S o — INSTALL 6.7 m OF 250
_}_ ..... —_ — @D —-—— < _PVC CBLEAD AND 1. NOTIFY THE GAS COMPANY OF THE PROPOSED
B S | _ [~ CONNECT TO LOCATION OF EXCAVATION.
S = - EX300CS
MATCH EX N 2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
' GRADES CCOMPANY INSTALLATIONS SEE PROVINCIAL
‘ | REGULATION 210/72 FOR DETAILS.
£ — ~ 3. OBTAIN EXCAVATION PERMITS PRIOR TO
& 'CONSTRUCTION.
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