231.1 STA = 1+046.00 ASSINIBOINE AVENUE - NORTH (VEHICLE LANES) 2311 CONSTRUCTION NOTES:
- ELEV = 230.857 N
1. ISOLATE MISCELLANEOUS ITENS IN NEW CONCRETE WORKS AS
231.0 STA = 1+036.42, STA = 1+046.00 231.0 PER SD-228C.
B ELEV = 230.781 ELEV = 230794 TOP OF EX BIKE CURB :
2 ALLWORK AND MATERIALS TO BE IN ACCORDANCE WITH LATEST
2309 STA= 1209200 2309 REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION
- 7% ELEV = 230.674 1 NORTH LANE LINE - SPECIFICATIONS.
0 lo [+ . = 5 .
2308 T —_— T —— e 040y ELEV: 230502 (819m OFFSED 230.8 3. LEGAL PLAN AND UNDERGROUND INFORMATION FROM CITY OF
- \ C—— -
o S == L - s X NORTH BACK OF SIDEWALK INNIPEG L8Is, CONTRACTOR TO VERIFY ALLUNDERGROUNDS I
230.7 I FaL o 047% e — — 2307
E; — CONTROL LINE 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO AVOID DAMAGE
2306 STA= 103642 L 2306 FROM CONSTRUCTION ACTIVITIES TO TREES WITHIN THE LIMITS OF
X = 14036 X GONSTRUCTION.
ELEV = 230.735
STA=1+133.00, 5. LOCATION OF EXISTING UTILITIES/SERVICES TO BE CONFIRMED IN
2305 STA=1+036.42 U ELEV = 230.203 STA= 112600 2305 THE FIELD BY THE CONTRACTOR.
230.4 ELEV = 230.6%0 STA = 1+046.00 ELEV = 230.080 230.4 6. INSTALL CB LEADS AT MIN. 1.0% SLOPE OR AS DIRECTED BY THE
- ELEV = 230.731 = - CONTRACT ADMINISTRATOR.
STA = 1+149.00
STA = 1+092.00 ELEV = 230.049 7. CONTRACTOR TO CONFIRM EXISTING LEAD INVERT ELEVATIONS
2303 ELEV = 230.579 \ \ 203 PRIOR TO INSTALLATION.
230.2 STA=1+111.00 o s 230.2 8. ALLDIMENSIONS ARE TO BACK OF GURS.
ELEV = 230.439 2% 9. LIMITS OF CURB AND SIDEWALK RECONSTRUCTION TO BE
230.1 — 07— .—— 2301 FINALIZED IN THE FIELD BY THE CONTRAGT ADMINISTRATOR.
NORTH GUTTER STA = 14111.00 T —— gl
ELEV = 230.338 STA = 1+133.00 2 10, ADJUST ALL WATER VALVES, MANHOLES, CATCH BASINS, CATCH
230.0 LLCLEWES!S 0679, 230.0 PITS. CURB STOPS ANDWATER SHUT OFF VALVES TO GRADE.
B 1. ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR
2299 SACTEE STA = 14149.00 2299 TOP OF GURE ELEVATION, AS REQUIRED.
EX NORTH GUTTER " ELEV= 229923 =
ELEV = 230,030
2208 = 2208 12 STREETLIGHT STANDAFDS, HYDRO POLES AND ANCHORS THAT
: = : REQUIRE T UPPORT. REMOVAL OR REPLACEMENT,
ARETOBE mNE AT THE EXPENSE OF THE CONTRACTOR A8
NEGESSAR!
‘SOUTH SIDE MEDIAN GUTTER 13. INSTALL 6 m OF 150 mm SUBDRAIN TO NEW CATCH BASINS IN BOTH
2309 STA= 1104157 ASSINIBOINE AVENUE - SOUTH (BIKE LANE 2309 BIREGTIONS PARALLEL 70 ROADIWAY AS PER S0.245 AND CAP
- TOP OF EX BIKE CURB
230.8 e S S 230.8 14, ALL SERVICES NEED TO BE INSULATED. ADDITIONALLY, ALL CATCH
ef —— -
————— 035 STA=1+091.78 BASINS MANHOLES AND LEAD PIPES LOGATED WITHIN 20m OF A
" e . 0.35% ELEV = 230,571 RESIDENTIAL SERVICE MUST BE INSULATED TO PROTECT THE
2307 ———— S m——— E£X SOUTH SIDE 230.7 SERVICE FROM POTENTIAL FUTURE FREEZING.
T ——— . __0.35 B
2306 —2:35% ——— ~% MEDIAN GUTTER 2306 15, TO BE USED AT AL RADII.
’ =S m— 0875, O ¢ ’ 16. CONTRACTOR TO CONFIRM LOCATION AND LIMITS OF SEWER
2305 STA = 14041.87 == e 2305 REPAIRS BY PERFORMING VIDEO INSPECTION AND REVIEWING
- ELEV = 230.708 o MTH THE CONTRACT ADMINISTRATOR PRIOR TO CONSTRUGTION.
SOUTH GUTTER
230.4 STA = 1+086.00 L] 230.4 17. LIMITS OF BOULEVARD GRADING/LANDSCAPING TO BE FINALIZED IN
. ELEV = 230.556 - THE FIELD BY THE CONTRACT ADMINISTRATOR,
18, MODIFICATIONS TO THE DESIGN REQUIRED DUE TO FIELD.
2303 e 2303 CONDITIONS MUST BE APPROVED BY THE CONTRACT
ADMINISTRATOR.
202 © 202 19. PEDESTRIAN AND CYCLIST TRAFFIC SHALL BE ACCOMMODATED
230.1 EX SOUTH GUTTER 230.1 " ACCORDING TO THE SITE ACCESSIBILITY PLAN.
e - ---®
230.0 2300
14050 14075 14100 14125 14150 ABBREVIATIONS: SYMBOLS:
HYDRO MANHOLE

CONC  CONCRETE

O, TELEPHONE MANHOLE
ASP  ASPHALT :
GRAN  chanULAR iy TRAFFIC SIGNAL SPLICE PIT
! TYP PICAL ® WATER VALVE
EX EXISTING < HYDRANT
MH MANHOLE »
w WATER VALVE L o
EL ELEVATION GAS VALVE
RETAIN CURB RAMP AT SIDEWALK — = CATCH BASIN o, HYDRO POLE
FOR DRAINAGE PURPOSES cp CATCH PIT - HYDRO POLEWATH LIGHT
/ cl ‘CURB INLET
| e+ LIGHT STANDARD
- S-MH20012736 = CONTROL LINE s TRAFFIC SIGNAL

REPLACE MH FRAME

BELLMTS PEDESTAL

RTH BARRIER CURB TREE
SD-208A (TYP) 4 IRON PROPERTY BAR
EX ALUMINUM & HYDRO GUY ANCHOR

PROPERTY LINE ‘

357 ASSINIBOINE AVE | /- BALANCED

METRIC

[ ———

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT THE
CONTRACTOR MUST:

&

MATCH EX
GRADES (TYP) EX W X S |

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

MATCHLINE: STA. 1+155

. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

. OBTAIN EXCA\/ATIDN PERMITS PRIOR TO
CONSTRUCTION
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& | REPLACE MH FRAME | L‘) ! | :
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