W CONSTRUCTION NOTES:
2327 LANGSIDE STREET - WEST 2327 _—
EX GROUND AT EX BACK OF WEST SIDEWALK 1 I:S;.);E;;éi@ELLANEOUS ITEMS IN NEW CONCRETE WORKS AS
2326 CONTROL LINE 2326 .
X CONTROL LINE BACK OF WEST SIDEWALK 2. ALLWORK AND MATERIALS TO BE IN ACCORDANCE WITH LATEST
REVISION OF THE GITY OF WINNIPEG STANDARD CONSTRUCTION
2325 2825 SPECIFICATIONS.
2324 / 232.4 3. LEGAL PLAN AND UNDERGROUND INFORMATION FROM CITY OF
WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL UNDERGROUNDS IN
STA =1+190.00, THE FIELD.
2323 - 2323
ELEV = 232,198 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO AVOID DAMAGE
. FROM CONSTRUCTION ACTIVITIES TO TREES WITHIN THE LINITS OF
2322 = ST 42380, 25 2 2322 CONSTRUCTION.
. B : s = 5. LOCATION OF EXISTING UTILITIES/SERVICES TO BE CONFIRMED IN
221 [ — —l\ 1 e 282.1 TREHELD 8 THE CONTRAGTOR,
xR
T—= 6. INSTALL GB LEADS AT MIN. 1.0% SLOPE OR AS DIRECTED BY THE
2320 —_— o & 2320 CONTRACT ADMINISTRATOR.,
2319 2319 7. CONTRACTOR TO CONFIRM EXISTING LEAD INVERT ELEVATIONS
” EX WEST GUTTER STA = 1+291.46 - PRIOR TO INSTALLATION.
2318 STa=1:2620h ELEv = 282,016 2318 8. ALLDIMENSIONS ARE TO BACK OF CURB.
STA = 1+236.00, . STAI= 1+201.45 . LIMITS OF CURB AND SIDEWALK RECONSTRUCTION TO BE
2317 ELEV = 231.695 - 231.7 FINALIZED IN THE FIELD BY THE CONTRACT ADMINISTRATOR.
STA = 1+286.00 ELEV = 251.639
WEST BACK OF CURB ELEV = 231.904 10. ADJUST ALL WATER VALVES, MANHOLES, CATGH BASINS, CATCH
2316 231.6 PITS, CURB STOPS AND WATER SHUT OFF VALVES TO GRADE.
1. ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR
TOP OF GUR® ELEVATION, AS REQUIRED.
2327 LANGSIDE STREET - EAST 2327 12. STREET LIGHT STANDARDS, HYDRO POLES AND ANCHORS THAT
s EX BACK OF EAST SIDEWALK T | s REQUIRE TEMPORARY SUPPORT, REWOVAL OR REPLACEMENT,
E£X GROUND AT ARE TO BE DONE AT THE EXPENSE OF THE CONTRACTOR, AS
2326 CONTROL LINE 2326 NECESSARY.
2325 =2 2325 DIRECTIONS PARALLEL TO ROADWAY AS PER SD-245 AND CAP
CONTROL LINE:
2324 STA = 1+262.00 STA = 1+291.46 232.4 14, ALL SERVICES NEED TO BE INSULATED. ADDITIONALLY, ALL CATCH
— _ ELEV = 232.009 ELEV = 232.016 BASINS, MANHOLES AND LEAD PIPES LOCATED WITHIN 2.0 m OF A
p—— S —— RESIDENTIAL SERVICE MUST BE INSULATED TO PROTECT THE
2323 — e e 2323 SERVICE FROM POTENTIAL FUTURE FREEZING.
5. TO BE USED AT ALL RADI
2322 . : f - +236.00 A 8 2322
* o — x ELEV = 231.970 e X 16 CONTRACTOR TO CONFIRM LOCATION AND LIMITS OF SEWER
2321 — L S —_050% * - 2324 REPAIRS BY PERFORMING VIDEO INSPECTION AND REVIEWING
AL — R —_— % * T e — —— s 3 WWITH THE CONTRACT ADMINISTRATOR PRIOR TO CONSTRUCTION.
G ———— —_— 50%, ) .
20 e — oo —_— e -~ e sp0 1 NS o olASUARD CrACI LMY o B FALEED
.| ——— f—y — 0.50%, e = = ——20.50% Lot - THE FIELD BY THE CONTRACT ADMINISTRATOR,
————— ———— ———— =
2319 ————————— " ———— 231.9 16, MODIFIGATIONS TO THE DESIGN REQUIRED DUE TO FIELD.
b STA = 1+190.00 X EAST GUTTER : CONDITIONS MUST BE APPROVED BY THE CONTRAGT
2318 ELEV = 232.123 STA = 1+262.00 STA= 14201.46 S ADMINISTRATOR.
B STA = 1+236,00 ELEV = 232.024 ELEV = 231.963 : 19, PEDESTRIAN AND CYCLIST TRAFFIC SHALL BE ACCOMMODATED
ELEV = 231.895 L4 ACCORDING TO THE SITE ACCESSIBILITY PLAN.
2317 B 231.7
EAST BACK OF CUR8
2316 231.6
14175 14200 14225 14250 14275 14300 ABBREVIATIONS: SYMBOLS:
cone CONGRETE HYDRO MANHOLE
N
con CONCRET TELEPHONE MANHOLE
GRAN  GRANULAR  TRAFFIC SIGNAL SPLICE PIT
P PICAL WATER VALVE
EX EXISTING HYDRANT
MH MANHOLE CURB STOP
INSTALL GB (SD-024) . ) _ SEPARATE w WATER VALVE
\ + / | | \ } EL ELEVATION GAS VALVE
/ CIWAP-O11 & AP-012 ‘ | | 5 CONCRETE cB ‘CATCH BASIN ®. HYDRO POLE
| RIM = 231.895, INV = 230.295 | | | / \ INSTALL 5.9 m OF 250 PVC CB LEAD SPLASH STRIP e bt o
/ | ! ! ! REMOVE EX CB AND AND CONNECT TO EX 450 SRS al CURBINLET e aarLeHT
INSTALL 5.9 m OF 250 PVC CB LEAD, | ! ! INSTALL CB (SD-024) | | ‘ / oL CONTROLLINE o= LIGHT STANDARD
|3 | AND CONNECT TO EX 450 SRS REMOVE EX CB AND CI AP-011& AP-012 | o> TRAFFIC SIGNAL
() ! | [ = = CURB RAMP | @ SIGNAL CONTROL BOX
BSAS';'OEDF;C%RPE / INSULATE LONG SIDE WATER ‘ i ‘ ‘ RIM = 231,904, INV =230.304 SD-229A (TYP) RELOCATE POLE T BELLMTS PEDESTAL
-200A (TYP) SERVICE AT 664 LANGSIDE T ] | By OTHERS) @ TRee
\ A A “ | | y 4
ADJUST EX MH / | EXWEST PROPERTY LINE + / - IRONPROPERTY BAR
(S-MH20015255) | LANGSIDE ST i | PAVING BAND (TYP) € HYDRO GUY ANCHOR
/ | L
656 |4s8 ’ \_ 662 I 674 / 680
. \ 662 : w — METRIC
] [ ] T ] T
8 Y 7 7 S WHOLE NUMBERS INDICATE MILLIVETRES
¥ / 1 Loy —— DECIMALIZED NUMBERS INDICATE METRES
< Il ‘ \ WARNING
% 14200 | © \
o = s 2 77777 252 . IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
= 0 ABANDON EX LEADS | A USED FOR EXCAVATION ON THIS PROJECT THE
2 f i + ‘ NL CONTRACTOR MUST!
o X / €z =
E - T 1. NOTIFY THE GAS COMPANY OF THE PROPOSED
< | &) [ . MATCH EX LOCATION OF EXCAVATION.
| sy 3 3 = 2 — 7
‘ =S = s L —— Y = = é GRADES (TYP) 2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
B43A 845 | 647 649 7655 l FFQ ] 677 GEES 685 1 5 COMPANY INSTALLATIONS SEE PROVINCIAL
I 6438 \ i \ T 1 /|t REGULATION 210/72 FOR DETAILS.
| | 1 / |
H H \ | \ } | REMOVE EXCB AND CIAND_1 ralll PROPOSED 2023 3. OBTAIN EXCAVATION PERMITS PRIOR TO
I EX EAST PROPERTY LINED) | | ABANDON LEAD ™ | DETECTABLE SEWER MAIN RENEWAL CONSTRUCTION.
\ i | i \ \ WARNING PROGRAM (LINING)
H i i \ ! i . REMOVEEX CBAND CI I ) SURFACE TILE THERS
H f 1 INSTALL 1.5 m OF 250 PVC C8 LEAD S-MH20015250 | INSTALL CB (SD-024) SD-229AA (TYP) | |
| CCONCRETE SIDEWALK AND CONNECT TO EX 450 SRS \ MM STABILIZATION 0-2-0.35 | C/W AP-011 & AP-012 W, |
SD-228A (TYP) ™ \ I RIM = 231.904, INV = 230,304 N
3 | ‘ h | INSTALL CB (SD-024) | | < |
& L — | i CIWAP-011 & AP-012 | | |
L:D ' ' RIM = 231.895, INV = 230.295 §
E WATER MAIN RENEWAL INSTALL 1.5 m OF 250 PVC CB LEAD <
z SEE SHEETS 27 AND 28 AND CONNECT TO EX 450 SRS I =3 GEOSGIENTISTS
s —
fé’ MANITS
S Certificate of Authorization
8 Dillon Consulting Limited (MB)
3 No. 1789  Date:_2023/02/09
2 WATERMAIN JEESECYTTEE [—— CONCRETE ROAD — ——— C PROFILE o m SESONED T
§ AND DRANAGE SEWER 300 105 ASPHALT_ROAD ——5 | NORTH/WEST GUTTER | ————] NDERGROUND STRUCTURES ott \ THE CITY OF WINNIPEG
WASTE WATER SEWER 250 WS CONC_ROAD W/ASP_OVERLAY | T SOUTH/EAST GUTTER ———— DRANN PUBLIC WORKS DEPARTMENT
. HYDRO JTCEN CONCRETE SDEWALK | “# — | NORTH/WEST MED. GUTIER JE— B4 TuH w'imnpeg
g BELLMTS o | ASPHALT PATH — 'SOUTH,/EAST MED. GUTTER SUPY. U/G STRUCTURES DATE pemr
GAS 100, GAS PAVING STONES NORTH/WEST DITCH s MRD DILLON CITY DRAWING NUMBER
TRAFFIC_SIGNALS I PAVEMENT REPAR FABRIC | [X_X_X] - SOUTH/EAST DITCH g CONSULTING. 2023 RESIDENTIAL STREETS RENEWAL PROGRAM -
s STREET_LIGHTS 200 ELEVATION NORTH/WEST_SIDEWALK LoCATION OF UNDERGROUND. STRUCTURES A5 £ TP SPRAGUE ST AND VARIOUS OTHER LOCATIONS s “fa1
£ MANHOLE C — PROPERTY LINE ———| —7- | SOUTH/EAST SIDEWALK JAABTE BT S, GUatkiret = BTN 750 —
g A % HOR. SCALE 1
1 CATCH BASIN JRB RAMP —_— THAT THE GIVEN LOCATIONS ARE EXACT. (CONSULTANT DRAWING NUMBER
: . = o COLAMENS! LSRN LR EFASE GONSULTANT PROJECT NUMBER LANGSIDE ST - CUMBERLAND AVE-SARGENT AVE
2 v CATCH PIT v > DETECTABLE TILE [ EOFANSN (05, AL SRRVIEES MUST8E | 0 [ISSUED FOR TENDER 230209) TJp | VERTICAL 1:10
BEFGRE PROCEEDING WITH CONSTRUGTION. 22-4462 PLAN-PROFILE (STA. 1+165 TO END)
5 | _EXISTING LEGEND—PLAN PROPOSED] EXISTING LEGEND—PLAN PROPOSED | EXISTING LEGEND—PROFILE [ PROPOSED no. | RevisioNs ose | o | owe onTE
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