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WM

EXISTING 2650Ø
CONCRETE

STORM RELIEF
SYSTEM

EXISTING 300Ø
COMBINED

SEWER

WM

PR. CONC. PAVING - SPRAY PAD

PR. CONC. PAVING - WALKWAYS

PR. SOD

PR. PLANTING BED

PR. P.I.P. RUBBER SAFETY SURFACING

PR. E.W.F. SAFETY SURFACINGPROPERTY LINE

EXTENT OF WORK

EX. FENCE LINE (TO REMAIN)

EX. SEWER MAINSMSMSM

PR. TREE

PR. SHRUB

EX. TREE (TO REMAIN)

EX. HYDRO POLE

EX. CATCH BASIN

PR. FENCE LINE

EX. SHRUB (TO REMAIN)

EX. LIGHT (TO REMAIN)

0 1 5 10m

N

EXISTING ASPHALT
PARKING LOT

VALOUR
COMMUNITY CENTRE

FLEX LAWN

LINE OF EXISTING RINK
BOARDS TO REMAIN

EXISTING SHED TO
REMAIN

NEW 4' HT. CHAINLINK
FENCE (APPROX. 57.0m) DOUBLE BAY SWING SET

BERLINER GREENVILLE COMBI

ENGINEERED WOOD FIBRE
SAFETY SURFACING

PICNIC PAVILLION

20' x 20'
'TOEW'S TIMBERFRAMES'
SHELTER STRUCTURE C/W
PILES & METAL ROOF

AND

2 - TACHE PICNIC TABLES
(1 ACCESSIBLE)

EXISTING CHAINLINK
FENCE TO REMAIN,

MODIFIED AS REQUIRED

APPROXIMATE AREA FOR
NEW SERVICE AND

SPRAY PAD CONTROL

CLIMBABLE TRUNK, EXACT
LOCATION TO BE FIELD FITTED

POURED-IN-PLACE SAFETY
SURFACING C/W FLUSHED
C.I.P. CONCRETE CURB

SINGLE BAY SWING SET
(1 ACCESSIBLE & 1

INFANT SEAT)

BERLINER
WONDERWALLS.02

CONCRETE
SPRAYPAD BASIN
WITH OVERSPRAY
(APPROX 320m2 )

8 - Ø600-900mm BLACK
GRANITE BOULDERS, 2.0M
OC TYP., EXACT LAYOUT
TO BE DETERMINED BY
C.A. ON SITE

EXISTING CHAINLINK
FENCE & GATE TO
REMAIN

EXISTING SHRUBS TO REMAIN

2 - 'RENDEZ-VOUS' PICNIC
TABLES (1 ACCESSIBLE)

 EXISTING CATCH BASIN
TO BE PROTECTED
FROM DEBRIS DURING
CONSTRUCTION

PLANTING BED WITH ENGINEERED
WOOD FIBRE TOPPING

1.0HT± SODDED BERM
(APPROX. 30m3), BASE

COURSE SHALL BE PLACED
IN LIFTS NOT EXCEEDING

150mm AND COMPACTED TO
95% PROCTOR DENSITY

3 - TACHE BENCHES C/W
ACCESSIBLE BENCH NODE

· ALL DIMENSIONS ARE IN METRIC UNLESS
NOTED OTHERWISE

· ALL EXISTING STRUCTURES, TREES, SHRUBS,
SIDEWALKS, CURBS, SOD, UTILITIES AND
PAVING TO BE PROTECTED (UNLESS
OTHERWISE NOTED) DURING
CONSTRUCTION. CONTRACTOR TO MAKE
GOOD ALL DAMAGED AREA DURING
CONSTRUCTION BOTH ON AND OFF SITE TO
OWNER'S STANDARDS AT THE
CONTRACTORS COSTS

· CONFIRMATION OF EXISTENCE AND EXACT
LOCATION OF ALL SERVICES MUST BE
OBTAINED FROM THE INDIVIDUAL UTILITIES
BEFORE PROCEEDING WITH CONSTRUCTION

· CONTRACTOR TO CONFIRM ALL BUILDING
LOCATIONS, LAYOUT, DIMENSIONS AND

MATERIALS ON SITE AND REPORT ANY
DISCREPANCIES TO THE CONTRACT
ADMINISTRATOR PRIOR TO CONSTRUCTION

· CONTRACTOR TO PROTECT ALL EXISTING
TREES UNLESS OTHERWISE NOTED OR
DIRECTED BY CONTRACT ADMINISTRATOR

· ALL  PROPOSED LAYOUT TO BE APPROVED
BY CONTRACT ADMINISTRATOR PRIOR TO
ANY CONSTRUCTION OR REMOVAL

· SUB-GRADE, SUB-BASE & BASE COURSE TO
FOLLOW CITY OF CW 3110

· CONCRETE WALKWAYS TO FOLLOW SCD-662
& CW 3325 (FOR THICKENED EDGE TO BE
DOWELLED INTO SPRAY PAD BASIN REFER
TO SCD-662A)

· CONCRETE FLUSH CURB FOR PLAY
SURFACING TO FOLLOW SCD-643

· TOPSOIL & SOD TO FOLLOW CW 3510

· SWALE & BERMS TO FOLLOW SCD-664

· EWF PLAY SURFACING TO FOLLOW SCD-650

· TACHE BENCHES AS PER SCD-121E

· TACHE PICNIC TABLES AS PER SCD-122 &
SCD-122A

· RENDEZ-VOUS TABLES TO BE SURFACE
MOUNTED AS PER MANUFACTURER'S
SPECIFICATIONS AND CITY OF WINNIPEG
STANDARDS

· WASTE RECEPTACLES AS PER SCD-119A

· CHAIN LINK FENCE AND BAFFLE GATE TO
FOLLOW CW 3550 & SCD-633

· PLAY EQUIPMENT TO BE INSTALLED AS PER
MANUFACTURERS SPECIFICATIONS

· ALL NOTES IN GREY INDICATED ITEMS NOT
IN CONTRACT (NIC)

· REFER TO WRITTEN SPECIFICATIONS

SIGN BY OTHERS
N.I.C.

SIGN BY
OTHERS

N.I.C.

SIGN BY
OTHERS

N.I.C.

FUTURE TREE
PLANTING (NIC)

FUTURE TREE
PLANTING (NIC)
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CLIENT

DATE - Y / M / D SCALE

VALOUR COMMUNITY CENTRE
SPRAY PAD AND PLAYGROUND
GENERAL ARRANGEMENT
AND SURFACING

JW CT JW CT

JW JW

24 / 01 / 22 1:150

22-0107-008 L102

POURED-IN-PLACE
SAFETY SURFACING
C/W FLUSHED C.I.P.
CONCRETE CURB

NOTES

PLANTING BEDS

BERLINER O'TANNEBAUM 3.1

5
L201

11 - DONATED LIMESTONE
BOULDERS  (SIZE VARIES, APPROX.

900-1200mm LENGTH x 600-900mm
WIDTH), EXACT LOCATIONS TO BE

CONFIRMED ON SITE

CIP. CONCRETE FLUSH CURB

SLOPED CONCRETE CURB
ALONG WALKWAY

3
L201

5
L201

1
L201

2
L201

2 - DONATED LIMESTONE
BOULDERS  (SIZE VARIES,

APPROX. 900-1200mm
LENGTH x 600-900mm

WIDTH), EXACT LOCATIONS
TO BE CONFIRMED ON SITE

2
L201

PROPOSED CB TO
BE CONFIRMED BY
SPRAY PAD DESIGN

DOUBLE-SIDED
PARK SIGN

(SCD-153)

 WASTE RECEPTACLE
C/W INSERT (SCD 119)

AND 600mm X 600mm
PAD AT GRADE

 WASTE RECEPTACLE
C/W INSERT (SCD 119)
AND 600mm X 600mm
PAD AT GRADE

TACHE PICNIC TABLE
ANCHORED ON SOD,
LOCATION TO BE
CONFIRMED ON SITE

3
L202

GLOBAL INDUSTRIAL
OUTDOOR BOTTLE FILLING

STATION ON CONCRETE

ISSUED FOR TENDER24 / 01 / 220 JW

CHAINLINK
BAFFLE GATE

2 - BERLINER EDDIE.04

4
L201

PROPOSED CB TO
BE CONFIRMED BY
SPRAY PAD DESIGN

CONCRETE WALKWAY, C/W
THICKENED EDGE +
DOWELLED INTO SPRAY PAD

2.4M
OVERSPRAY ZONE

CONCRETE WALKWAY

CONCRETE WALKWAY

2
L202

1
L202

1.5 HT±  SODDED BERM
(APPROX. 60m3), BASE
COURSE SHALL BE PLACED
IN LIFTS NOT EXCEEDING
150mm AND COMPACTED TO
95% PROCTOR DENSITY

COMPACTED GRANULAR
PAD PER SCD-645

STANDARD PRE-CAST
CONCRETE CATCH BASIN
C/W OUTLET RESTRICTOR
PER SCD-025B

CITY LANE

ISSUED FOR ADDENDUM 124 / 02 / 141 JW

EXISTING WATER
METER PIT TO REMAIN

APPROX. AREA OF
ASPHALT REPAIRS

R1

APPROX. LOCATION OF
NEW CURB STOP VALVE
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