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M cGOWA N R U S S E L L

MAPLES CC

& ADSUM PARK

PLAYGROUND

LAYOUT AND

L1.0

CITY OF WINNIPEG

PLANTING PLAN

23-033

0 NORTH1 2 5 10 20m

SUPPLY AND INSTALL POURED IN PLACE RUBBER

SURFACING AS PER MANUFACTURER'S

SPECIFICATIONS. NATURE INSPIRED DESIGN

FEATURES TO BE INCLUDED IN RUBBER DESIGN

(VINE/ BRANCH 'PATHWAYS', LEAVES, FLOWERS ETC.)

SUPPLY AND INSTALL FLUSH CONCRETE PLAY

SURFACE EDGING DETAIL AS PER CITY OF WINNIPEG

DETAIL SCD-643.  REFER TO DETAIL FOR TYPICAL

SURFACE TRANSITION

SUPPLY AND INSTALL ASPHALT PATHWAY

AS PER CITY OF WINNIPEG DETAIL SCD-648

SUPPLY AND INSTALL GENESIS BIKE RACK-

8 BIKE IN GROUND MOUNT AS PER

MANUFACTURER'S SPECIFICATIONS.

SUPPLY AND INSTALL ENGINEERED WOOD

FIBRE SURFACING AND SUBSURFACE

DRAINAGE FOR SWING SET AS PER CITY OF

WINNIPEG DETAILS SCD-650 AND SCD-659 OR

SCD-661.

SUPPLY AND INSTALL 3 BAY SWING SET TO

MANUFACTURER'S SPECIFICATIONS. (4 BELT

SEATS, 1 BUCKET SEAT. CITY TO PROVIDE

ACCESSIBLE MOLDED BUCKET SEAT WITH

HARNESS)

EXISTING "CLOSE COMMONS"

SCULPTURE BENCH TO REMAIN.

PROTECT DURING CONSTRUCTION

SUPPLY AND INSTALL CRUSHED LIMESTONE

PATHWAY AS PER CITY OF WINNIPEG DETAIL SCD-646

PROPOSED RAMP ACCESS TO ACCESSIBLE PLAY

STRUCTURE AS PER PLAYGROUND

MANUFACTURER. CONNECT TO RAISED PATHWAY.

REFER TO L2.0 GRADING PLAN

ACCESSIBLE PLAY STRUCTURE AND

FREESTANDING COMPONENTS TO INCLUDE:

· NATURE INSPIRED THEME AND BRIGHT

COLOURS TO COMPLIMENT SPRAY PAD

· ACCESSIBLE RAMPS WITH CURBS AND

RAILINGS

· TRANSFER STATIONS

· SENSORY PANELS

· COMMUNICATION PANEL

· CLIMBING FEATURES (MIN 3)

· SLIDES FOR 2-5 AND 5-12 AGE GROUPS

·· DOUBLE SLIDE

·· TALL SINGLE SLIDE

· ACCESSIBLE SPINNER OR SWAY FEATURE

· SPRING RIDER (MIN 2)

· ACCESSIBLE MUSIC FEATURES

· UNDER PLATFORM PLAY ELEMENTS

· PLATFORMS FROM 24-48" HEIGHT

EXISTING TREES TO REMAIN. PROTECT DURING

CONSTRUCTION TO CITY OF WINNIPEG STANDARDS (TYP)

SUPPLY AND INSTALL

TOPSOIL AND SOD

REPAIRS AROUND NEW

ASPHALT PATHWAY AS

PER CW 3510 (TYP)

SUPPLY AND INSTALL  DECIDUOUS TREES

IN TOPSOIL AND SOD AS PER DETAIL (TYP)

SUPPLY AND INSTALL CONCRETE RETAINING

WALL AS PER DETAIL. ALSO REFER TO L2.0

GRADING PLAN FOR WALL HEIGHTS AND S1.1 FOR

STRUCTURAL DETAILS

EXISTING TIMBER WALL TO REMAIN

PROPOSED RAMP ACCESS TO

ACCESSIBLE PLAY STRUCTURE

AS PER PLAYGROUND

MANUFACTURER. CONNECT TO

RAISED PATHWAY. REFER TO

L2.0 GRADING PLAN

1. ALL DIMENSIONS ARE IN METRES UNLESS

NOTED OTHERWISE.

2. CONTRACTOR TO STAKE OUT LOCATION OF

ALL WORKS FOR APPROVAL PRIOR TO ANY

CONSTRUCTION OR REMOVALS.

3. CONTRACTOR TO CONFIRM ALL

DIMENSIONS ON SITE AND REPORT ANY

DISCREPANCIES PRIOR TO CONSTRUCTION.

4. DURING CONSTRUCTION, CONTRACTOR TO

PROTECT TO CITY OF WINNIPEG

STANDARDS ALL EXISTING TREES,

SIDEWALKS, CURBS, SOD, UTILITIES AND

PAVING TO REMAIN. AREAS DAMAGED

DURING CONSTRUCTION TO BE REPAIRED

TO CITY OF WINNIPEG STANDARDS AT

CONTRACTOR'S COST.

5. CONSTRUCTION ACCESS TO BE LIMITED TO

THE ROUTES SPECIFIED ON SITE BY

CONTRACT ADMINISTRATOR.

6. CONTRACTOR IS RESPONSIBLE FOR ALL

REMOVALS AS REQUIRED TO CONSTRUCT

ALL WORKS AS SHOWN ON PLANS AND

DETAILS. ALL ITEMS TO BE REMOVED MUST

BE DISPOSED OF LEGALLY OFF SITE.

7. CONTRACTOR TO REPAIR ALL ON AND OFF

SITE SODDED AREAS, SHRUB BEDS, TREES,

CONCRETE, ROAD PAVING AND CURBS ETC.,

DAMAGED DURING CONSTRUCTION TO THE

CITY OF WINNIPEG STANDARDS AT THEIR

OWN COST.

8. REFER ALSO TO WRITTEN SPECIFICATIONS.

9. CONSTRUCTION ACCESS TO BE REVIEWED

AND CONFIRMED ON SITE AT START- UP

MEETING

GENERAL NOTES

LEGEND

PROPERTY LINE

LIMIT OF WORK

ASPHALT PATHWAY

LIMESTONE PATHWAY (NEW)

LIMESTONE PATHWAY (EXISTING TO

BE SCARIFIED AND TOPPED UP)

ENGINEERED WOOD FIBRE

POURED IN PLACE RUBBER SAFETY

SURFACING

TOPSOIL AND SOD

SHEET NUMBER

DETAIL NUMBER

DETAIL KEY

1

L3

PROPOSED DECIDUOUS TREE

EXISTING TREES TO REMAIN

KEY QTY

COMMON NAME/

BOTANICAL NAME

SIZE REMARKS

 DECIDUOUS TREES

A 2 DISCOVERY ELM/

ULMUS  AMERICANA

'DISCOVERY'

75mm CAL

SPECIMEN,  W.B. MACHINE DUG WITH

MIN. 10 BRANCHES IN WELL

BRANCHED HEAD, STRAIGHT TRUNK,

MIN. HT. 6.0m BRANCHING HT 1.8m

PLANT LIST

1. LOCATION OF ALL PLANT MATERIAL TO BE

MARKED OUT ON SITE AND APPROVED BY

CONTRACT ADMINISTRATOR PRIOR TO

PLANTING.

2. TREES SPACING, UNLESS OTHERWISE NOTED:

DECIDUOUS TREES: 6.0m MIN.

3. ALL PLANT MATERIAL TO BE BEST QUALITY.

PLANT MATERIAL TO BE REVIEWED ON SITE BY

LANDSCAPE ARCHITECT PRIOR TO PLANTING.

PLANTS NOT ACCEPTABLE ARE TO BE

REPLACED AND NEW PLANTS APPROVED PRIOR

TO PLANTING. REPLACEMENTS ARE AT THE

CONTRACTOR'S OWN COST.

4. ALL PLANTING EXCAVATIONS ARE TO BE

REVIEWED AND APPROVED BY LANDSCAPE

ARCHITECT PRIOR TO PLACEMENT OF

DRAINAGE COURSE, FILTER FABRIC AND/OR

SOIL

5. ALL SUB DRAINS TO BE CONNECTED TO CB

UNLESS OTHERWISE NOTED.

6. ALL PLANTING BEDS WITH TREES MUST HAVE

MINIMUM 600mm DEPTH PLANTING SOIL FOR THE

ENTIRE AREA OF THE BED.

7. REFER TO WRITTEN SPECIFICATIONS.

8. CONTRACTOR TO REPORT ANY DISCREPANCY

WITH ON SITE CONDITIONS TO LANDSCAPE

ARCHITECT PRIOR TO CONSTRUCTION.

PLANTING NOTES

A

1

PLANT KEY

PLANT TYPE

QUANTITY

A

2

SUPPLY AND INSTALL COOL TOPPERS SINGLE POST

SHADE STRUCTURE TO MATCH SPRAY PAD. INSTALL

AS PER MANUFACTURER'S SPECIFICATIONS

SUPPLY AND INSTALL ASPHALT SEATING AREA AS

PER CITY OF WINNIPEG SPECIFICATIONS.

ASPHALT TO MATCH PATHWAY DETAIL SCD-648

1

L3.0

SUPPLY AND INSTALL TOPSOIL AND SOD REPAIRS

AROUND NEW PATHWAY AS PER CW 3510 (TYP)

SUPPLY AND INSTALL

ASPHALT PATHWAY AS

PER CITY OF WINNIPEG

DETAIL SCD-648

PICK UP AND INSTALL TWO (2) TACHE BENCH

WITH BACK AND ARMS (IN GROUND MOUNT)

AS PER CITY OF WINNIPEG DETAIL SCD-121A

PICK UP AND INSTALL TACHE STYLE WHEEL

CHAIR PICNIC TABLE AS PER CITY OF WINNIPEG

DETAIL SCD-122A

SUPPLY AND INSTALL COOL TOPPERS SINGLE

POST SHADE STRUCTURE TO MATCH SPRAY

PAD. INSTALL AS PER MANUFACTURER'S

SPECIFICATIONS

SPRAY PAD ANTICIPATED

OPENING DATE: MAY 25, 2023.

TO BE OPEN 7 DAYS A WEEK

UNTIL SEPTEMBER. CLOSING

DATE SUBJECT TO CHANGE

REINSTALL EXISTING BENCHES

(6) AND PICNIC TABLES (2)

UNDER CANOPY ON NEW

ASPHALT PATHWAY. REFER TO

L0 REMOVALS PLAN

SUPPLY AND INSTALL ASPHALT

PATHWAY AS PER CITY OF

WINNIPEG DETAIL SCD-648

SUPPLY AND INSTALL POURED IN

PLACE RUBBER SURFACING WITHIN

ACCESSIBLE SWING AND BUCKET

SEAT BAY AS PER MANUFACTURER'S

SPECIFICATIONS.

RUBBER SAFETY SURFACE TO EWF

SURFACE TRANSITION AS PER DETAIL

2

L3.0

4

L3.0

3

L3.0

SUPPLY AND INSTALL CONCRETE

PLAY SURFACE EDGING DETAIL

AS PER CITY OF WINNIPEG DETAIL

SCD-643.  REFER TO DETAIL FOR

TYPICAL SURFACE TRANSITION

3

L3.0

SCARIFY AND TOP UP EXISTING

GRANULAR PATHWAY TO MEET GRADES.

REFER TO L2.0 GRADING PLAN

1 ISSUED FOR TENDER 2023-11-20 MN

PICK UP AND INSTALL FOUR (4) TACHE BENCHES

WITH BACK AND ARMS (IN GROUND MOUNT) AS

PER CITY OF WINNIPEG DETAIL SCD-121A

SCARIFY AND TOP UP

EXISTING GRANULAR

PATHWAY TO MEET NEW

PATHWAY GRADES. REFER

TO L2.0 GRADING PLAN.

WIDEN PATHWAY AT SHADE STRUCTURE TO BE

1.50m WIDE FROM EDGE OF CANOPY. SHADE

STRUCTURE POST AND FOOTING LOCATIONS

TO BE REVIEWED AND CONFIRMED ON SITE

SUPPLY AND INSTALL FLUSH CONCRETE

PLAY SURFACE EDGING DETAIL AS PER CITY

OF WINNIPEG DETAIL SCD-643.  REFER TO

DETAIL FOR TYPICAL SURFACE TRANSITION

3

L3.0

PICK UP AND INSTALL WASTE RECEPTACLE WITH

SIDE OPENING METAL SLAT AS PER SCD- 119

CONSTRUCTION ACCESS. TO BE

CONFIRMED ON SITE WITH CONTRACT

ADMINISTRATOR. PROTECT EXISTING

TREES DURING CONSTRUCTION

SUPPLY AND INSTALL

TOPSOIL AND SOD REPAIRS

IN CONSTRUCTION ACCESS

AREA AS PER CW 3510 (TYP)

EXISTING PICNIC TABLES (2)

TO BE RELOCATED TO FLAT

SODDED AREA

EXISTING FENCE

TO REMAIN (TYP)

2
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