
4 POTENTILLA

5 DAYLILY

NOTE: TYPICAL PLAN FOR 
NORTH AND SOUTH 
ENTRANCES.

INSTALL 300mm DEPTH OF TOPSOIL 
C/W 150mm DEPTH OF WOOD CHIP 
MULCH

INSTALL 300mm DEPTH OF TOPSOIL 
C/W 100mm DEPTH OF WOOD CHIP 
MULCH IN ALL NEW PLANTING BEDS

4 POTENTILLA

5 DAYLILY

ENTRANCE PLANTING PLAN
Scale: 1:100
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INSTALL 300mm DEPTH OF TOPSOIL 
C/W 100mm DEPTH OF WOOD CHIP 
MULCH IN ALL NEW PLANTING BEDS

10 DAYLILY

7 DAYLILY

25 HEARTLEAF 
BERGENIA

10 POTENTILLA

5 HEARTLEAF 
BERGENIA

14 LITTLELEAF LILAC

CENTRAL PATIO PLANTING PLAN
Scale: 1:100
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TWICE THE DIAMETER 
OF THE ROOTBALL

15
0 

m
m

 D
EE

PE
R

 
TH

A
N

 R
O

O
TB

A
LL

12
20

 - 
15

30
 m

m

WIRE

2 PLY GREEN RUBBER HOSE

HEAVY DUTY T-BAR STAKES, PAINTED DARK GREEN.  
TWO PER TREE.

WATERING BASIN 75 MM DEEP

REMOVE BURLAP FROM TOP OF ROOTBALL

TOPSOIL MIXTURE

SET ROOTBALL ON FIRM UNEXCAVATED SOIL

SUBGRADE

100 mm DEPTH OF WOOD CHIP 
MULCH

TREE PIT / PLANTING DETAIL1
L3

1800

15
0

EXISTING SUB-GRADE

150mm DEPTH OF WOOD CHIP MULCH IN ALL 
EXISTING PLANTING BEDS AND TO LIMITS SHOWN 
ON DRAWING 1-L2.

EXCAVATE EXISTING GRADE SO NEW WOOD 
CHIP MULCH MEETS FLUSH WITH EXISTING 
GRASS, OVER A 1800mm DISTANCE.

EXISTING GRASS.  VERTICAL 
SEPARATION AT WOOD CHIP 
MULCH EDGE.

KILL EXISTING GRASS/WEEDS WITH 
ROUND-UP, TEN DAYS PRIOR TO 
INSTALLING WOOD CHIP MULCH. BROKEN LINE INDICATES EXISTING GRADE

WOOD CHIP MULCH SECTION
Scale: 1:20
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WOOD CHIP MULCH, 100mm DEPTH 
FOR NEW PLANTING BEDS, 150mm 
DEPTH FOR EXISTING PLANTING 
BEDS.

MIXED TOPSOIL30
0

10
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PROTECT EXISTING GRASS

NEW SHRUB BED SECTION
Scale: 1:20
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BENCH

150mm DEPTH, 6mm DIAMETER 
COMPACTED CRUSHED LIMESTONE 
DOWN

GRANULAR BENCH PAD LAYOUT
Scale: 1:20
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40
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GRAVEL WALKWAY SECTION
Scale: 1:10
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GRANULAR BASE 19mm DIA.

TOPSOIL AND SOD.  REPAIR ALL 
DAMAGE AS A RESULT OF 
WALKWAY  CONSTRUCTION AS 
PART OF WALKWAY COST.GRANULAR TOPPING

6 mm DIA.

COMPACTED 
SUB-GRADE

10
0

INSTALL NEW GRANULAR WALK FLUSH WITH 
SURROUNDING GRADE, AND SO AS NOT TO 
IMPEDE THE EXISTING DRAINAGE.  MINIMUM 
2% -MAXIMUM 3% CROSS SLOPE.

MIN.2 % - MAX. 3 %

GRANULAR SUB-BASE 39 mm DIA.

12
5

50
25

150
SLOPE SOD DOWN TO EXISTING GRADE.  NEW 
SOD TO BE CUT INTO EXISTING SOD TO MEET 
FLUSH.

150 x 280 CONCRETE EDGE.  REINFORCE WITH 2 
HORIZONTAL 10 M R-BAR, 50 mm COVER.  PROVIDE 10M TIES 
AT 600 mm O.C. STONE SIDE OF CONCRETE EDGE TO BE 
FORMED WITH ONE BOARD TO AVOID SEAM IN CONCRETE.  
PROVIDE 20 mm ROUND OVER EDGE ON TOP TWO EDGES.

COMPACTED 19 mm DIA. CRUSHED 
LIMESTONE LEVELLING BASE.

20 mm DIA. ROUND OVER EDGES

300 mm DEPTH PLAYGROUND 
SAFETY STONE, SET 120 mm BELOW 
TOP OF CONCRETE EDGE

SWING CONCRETE EDGE SECTION
Scale: 1:10
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BROKEN LINE INDICATES APPROX. 
LOCATION OF EXISTING GRADE

COMPACTED SUBGRADE
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