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SEE DTL. 2-L4 FOR 
BELIVEAU ROAD 
IMPROVEMENTS
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CITY PROPERTY LINE

APPROXIMATE LOCATION OF 
EXISTING TREE STAND

PRIVATE 
RESIDENCES

PRIVATE 
RESIDENCES

ERIC STREET

NEW ENTRANCE PLAZA TO BE LOCATED BY 
EXISTING TRAIL ENTRANCE.  TO BE FIELD 
LOCATED BY CONTACT ADMINISTRATOR. SEE 
DTL. 10-L4

OVERALL SITE PLAN
Scale: 1:750
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WASTE RECEPTACLE
(EXPANDED METAL - 
FREESTANDING)

APPROX. LOCATION OF 2 METRE 
WIDE WOOD CHIP PATHWAY (BY 
CITY)

3 WOOD 
BOLLARDS

H

BELIVEAU ROAD ENTRANCE PLAN
Scale: 1:100
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WOOD CHIP RAMP WITH CORDUROY LOG BASE.  SEE 
DTLS. 3, 4 & 5 L-4 - BY OTHERS
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1800 O.C.

WOOD BOLLARDS. SEE DTL. 11 - L4.
NOTE: 3 BOLLARD CONFIGURATION IS TYPICAL 
FOR SITE CORNERS SHOWN ON DTL. 1-L4.  SET 
BOLLARDS IN 150mm IN FROM PROPERTY LINE.

NOTE: EXISTING TREES NOT SHOWN 
IN THIS AREA.

NEIGHBOUR'S FENCE

EXISTING TREES TO BE PROTECTED

NEW PAVED ENTRANCE PLAZA.  SEE 
DTLS. 6, 7, 8 -L4

BELIVEAU ROAD

CITY WALK

NEW WOOD BOLLARDS.  SEE DTL. 11-L4
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ONE NEW BENCH

INTERPRETIVE PLAQUE - BY OTHERS.

BROKEN LINE INDICATES SCHEMATIC 
LOCATION OF EXISTING SHRUBS TO BE CUT 
DOWN TO GRADE LEVEL AND REMOVED 
FROM SITE.  CONTRACTOR TO REMOVE 
ONE DEAD TREE LAYING ON ITS SIDE IN 
THIS AREA  ALSO.

 SCHEMATIC LOCATION OF 
EXISTING TREES AND TREE STAND

PROPERTY LINE

150mm DEPTH OF WOOD CHIP MULCH  IN 
SHADED AREA - BY OTHERS.  

ERIC STREET PLAZA  PLAN
Scale: 1:100
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INSTALL WOOD BOLLARD ON EACH SIDE OF 
WOOD CHIP MULCH (TOTAL 2 THIS 
LOCATION)

PARK SIGN-
BY OTHERS

CONTRACTOR SHALL PROTECT ALL 
EXISTING NATURAL VEGETATION EXCEPT 
FOR BRUSH INDICATED TO BE REMOVED.  
CITY NATURALIST AND CONTRACT 
ADMINISTRATOR WILL INSTRUCT 
CONTRACTOR ON LIMITS AND REMOVAL 
PROCEDURES.

CITY WALK

900 WIDE LANDING

SLOPE RAMP DOWN OVER 8 METRES

EXISTING GRADE

WOOD CHIP/LOG RAMP.  SEE DTL 4-L4 
FOR ENLARGEMENT DETAIL

SUB-GRADE

WOOD CHIP/LOG RAMP SECTION
Scale: 1:50
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150x400 CONCRETE EDGE
FENCE POSTS

OUTSIDE HEADER ROW OF 
BARKMAN HOLLAND 
PAVERS, HARVEST COLOUR.

ROMAN  ANTIQUE BROWN 
COLOUR PAVERS, LAID IN 
MODIFIED BASKETWEAVE 
PATTERN.

EDGE OF CITY WALK

BENCH PLAZA PAVING PATTERN
Scale: 1:50
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RAMP TO BE 2200mm WIDE, WOOD CHIP COVERED OVER 
CORDUROY LOGS.  PROVIDE ADDITIONAL WOOD CHIP ON 
SIDES OF RAMP TO SLOPE DOWN TO EXISTING GRADE.

SLOPED WOOD CHIP SIDE EMBANKMENTS

CENTRE RAMP BETWEEN THESE TWO TREES

CONCRETE  EDGE OF SITTING AREA

EDGE OF CITY WALK

EXISTING TREE LOCATIONS

900mm LEVEL LANDING BEFORE RAMP START

WOOD BOLLARDS

CORDUROY RAMP PLAN
Scale: 1:50
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N.I.C. - BY OTHERS

N.I.C. - BY OTHERS
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150 X 400 REINFORCED 
CONCRETE EDGE, THREE 
SIDES

EXISTING TREES150 x 150 FENCE POST LOCATIONS

FENCE RAILING - SEE DTL. 9-L4

BENCH SET IN CONCRETE 
FOOTING

EDGE OF CITY WALK

INTERPRETIVE PLAQUE BY OTHERS

WOOD BOLLARD

EDGE OF WOOD CHIP 
RAMP - BY OTHERS

INTERLOCKING PAVING.  SEE DTL. 7-L4

BENCH PLAZA PLAN
Scale: 1:50
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BROKEN LINE INDICATES 
SAFETY FENCE TO BE 
INSTALLED BY CONTRACTOR 
PRIOR TO CONSTRUCTION 
COMMENCING

BELIVEAU RD. FRONTAGE VIEW
Scale: 1:10
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INTERLOCKING PAVERS

SAND LEVELLING BASE

19 mm DIAMETER, COMPACTED 
CRUSHED LIMESTONE DOWN

COMPACTED SUB-GRADE
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150 x 400 CONCRETE EDGE.  REINFORCE WITH 2-10m 
R-BAR HORIZONTALLY, 50mm COVER.  VERTICAL 
10m STIRRUPS @ 600mm O.C.  SET ON COMPACTED 
GRANULAR BASE.

WOOD CHIP MULCH COVERING OVER 
DISTURBED AREAS - BY OTHERS

COMPACTED CLAY BACKFILL AS 
REQUIRED TO ACHIEVE 100mm BURIAL OF 
BOTTOM OF THE WALL.  MAXIMUM 3:1 
SLOPE.

INTERLOCKING PAVING AND CONCRETE EDGE SECTION
Scale: 1:10
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SHAPE TOP OF POST AS 
SHOWN AND ROUTER GROOVE

TOP RAIL AND BOTTOM RAILS.  LAG BOLT RAILS TO 
POST WITH 9mm x 150mm LONG RUST PROOF LAG 
BOLTS, C/W WASHERS.  ALL FASTENERS TO BE 
RUST PROOF.  COUNTER SINK LAG BOLT HEAD.  
PROVIDE 19mm CHAMFER AT RAIL ENDS AND 
OUTSIDE CORNER POINTS.

139 x 139 P.T. GREEN POSTS, S4S, SET 
MINIMUM 1000mm BELOW GRADE IN 300 DIA. 
HOLE BACKFILLED WITH CRUSHED 
LIMESTONE.  USE 6mm DIA. LIMESTONES 
FOR BACKFILLING POST HOLE. PROVIDE 
19mm CHAMFER AT END AND CORNER 
POINTS OF RAILS.

FINISH 
GRADE

CONCRETE EDGE

FENCE POST/RAIL SECTION
Scale: 1:20
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CITY WALK

900mm LEVEL LANDING
MINIMUM 100mm DEPTH OF WOOD CHIP 
COVER OVER LOGS.

EXCAVATE EXISTING GRADE BY CITY WALK AND 
INSTALL 100mm DEPTH WOOD CHIP MULCH

INDICATES 50mm DIA. LOGS

INDICATES 100mm DIA. 
LOGS

BROKEN LINE INDICATES 
APPROXIMATE LOCATION OF 
EXISTING GRADE.  GRADE 
VARIES.M
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WOOD CHIP/LOG RAMP  ENLARGE SECTION
Scale: 1:20
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N.I.C. - BY OTHERS
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139 x 139 P.T. GREEN POSTS, S4S, SET 
MINIMUM 900mm BELOW GRADE IN 300 DIA. 
HOLE BACKFILLED WITH 6 mm DIAMETER 
CRUSHED LIMESTONE DOWN, COMPACTED 
TO 95% STANDARD PROCTOR.  LOCATE 100 
mm INSIDE CITY PROPERTY.

SHAPE AND ROUTER TOP OF POSTS 
AS SHOWN

FINISH GRADE

6mm DIA. COMPACTED LIMESTONE

WOOD BOLLARD ELEVATION
Scale: 1:20
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NOTE:  ALL POST HOLE EXCAVATIONS WITHIN 
WOODED/BRUSH AREAS MUST BE UNDERAKEN BY 
EXCAVATING BY HAND OR HAND HELD 
EXCAVATING EQUIPMENT AND NOT VEHICULAR 
MACHINERY.  CAREFULLY SHOVEL AND 
WHEELBARROW REMOVE ALL EXCAVATED 
MATERIAL TO PREVENT DAMAGE TO THE 
EXISTING VEGETATION.

RELEASED FOR CONSTRUCTION

MANAGER PARKS & OPEN SPACE DIVISION
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