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SCALE METRES

RELOCATED PICNIC TABLE ON 2400 x 
2400 GRAVEL BASE.  150mm DEPTH 
OF 6mm DIA. CRUSHED LIMESTONE

BELIVEAU   ROAD
SITE PLAN
Scale: 1:200
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1800 WIDE CRUSHED LIMESTONE
GRAVEL WALK TO BE FIELD 
LOCATED.  SEE DTL. 3-L5

PUBLIC 
WALK

PRIVATE 
RESIDENCE

EXISTING DRAINAGE SWALE

FOUR SEAT SWING.  SEE DTL.  6-L6
FOR LAYOUT OF CONCRETE EDGE.

2 NEW AMERICAN 
BASSWOOD TREES.

NEW ENTRANCE PLAZA. 
SEE DTL. 6-L5

NEW ENTRANCE PLAZA. SEE DTL. 5-L5
CLOSE OFF EXISTING CHAIN LINK FENCE 
ENTRANCE USING SALVAGED FENCE MATERIALS

EXISTING OPENING IN FENCE 
TO BE CLOSED OFF.

NEW PARK SIGN TO BE INSTALLED BY 
CONTRACTOR, SUPPLIED BY CITY.
SIGN TO BE FIELD LOCATED.

BENCH WITH BACK.  
SEE DTL. 7-L5 

NEW SAND BOX.
SEE DTL. 3,4-L6

NEW LIGHT AND 
UNDERGROUND 
WIRING.  SEE DTL. 8-L6   
FOR ELECTRICAL 
INFORMATION

NEW PLAYSTRUCTURE AND 
CONCRETE EDGING.  SEE DTL. 
2-L6

PROTECT EXISTING 
NEIGHBOUR'S FENCE

NEW BACKLESS BENCH ON 
GRANULAR BASE (AS PER OTHER 
BENCH NOTE)

NEW BENCH 
WITH BACK

RELOCATED PICNIC 
TABLE.  INSTALL ON 
150 mm DEPTH 
LIMESTONE  BASE

SHADED AREA INDICATES AREAS 
OF NEW SOD.  SLOPE NEW SOD 
DOWN FROM CONCRETE EDGE TO 
MEET FLUSH WITH EXISTING SOD. 
TYPICAL.

APPROX. AREA OF SEED REPAIRS.  CONTRACTOR TO 
SEED AND TOPSOIL REPAIR ALL DAMAGE AS A RESULT 
OF REMOVING EXISTING CHAIN LINK FENCE POSTS.  
FILL POST HOLES WITH COMPACTED SAND TO 150mm 
BELOW FINISH GRADE.

SO D
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LOCAL BENCHMARK - TOP OF FIRE 
HYDRANT BOLT ON SOUTH SIDE 
OF STREET BOULEVARD - ELEV. 
232.42 METRES.

INDICATES EXISTING GRADE ELVEVATION IN 
METRES AND HUNDREDTHS OF A METRE

3

L5

PLAYSTRUCTURE
SEE DTL. 2-L6
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T.W.231.85
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T.W 232.05

231.93

PLAYGROUND STONE 
ELEV. 231.93

TOP OF CONCRETE 
EDGE ELEV. 232.05

11
L5

11
L5 INDICATES SURVEY PIN.  

TOTAL 3.  PROTECT ALL.

3 SIBERIAN 
DOGWOOD

231.76

INSTALL 300mm DEPTH OF TOPSOIL 
C/W 100mm DEPTH OF WOOD CHIP 
MULCH IN ALL NEW PLANTING BEDS

4 POTENTILLA

5 DAYLILY

EAST ENTRANCE PLANTING BED
Scale: 1:100
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L5
INSTALL 300mm DEPTH OF TOPSOIL 
C/W 100mm DEPTH OF WOOD CHIP 
MULCH IN ALL NEW PLANTING BEDS

4 POTENTILLA

5 DAYLILY

WEST ENTRANCE PLANTING BE
Scale: 1:100
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PROTECT NEIGHBOUR'S 
FENCE  

NEW 1200mm HT. CHAIN LINK FENCE.  
NOTE: POSTS ARE INSTALLED WITHIN 
INTERLOCKING PAVING.

EDGE OF INTERLOCKING PAVING 
- SEE DTL.10-L5   FOR PAVING 
PATTERN.

EDGE OF CITY WALK

BROKEN LINE INDICATES EXISTING 
FENCE TO BE REMOVED

PROTECT EXISTING CHAIN LINK 
FENCE

WEST ENTRANCE PLAN
Scale: 1:100
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PLANTING BED  
SEE DTL. 8-L5

SET FENCE 100 mm IN FROM EDGE OF 
INTERLOCKING PAVING.
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PROTECT EXISTING 
CHAIN LINK FENCE 
ALONG LANE

INTERLOCKING PAVING
SEE DTL.   

NEW 1200mm HT. CHAIN LINK 
FENCE
NOTE: POSTS ARE INSTALLED 
WITHIN INTERLOCKING 
PAVING.

PROTECT CHAIN 
LINK FENCE

REMOVE 10.2 METRES LENGTH OF 
EXISTING CHAIN LINK FENCING 
(SHOWN AS DOTTED LINE)

EDGE OF CITY WALK

EAST ENTRANCE PLAN
Scale: 1:100
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PLANTING BED - SEE DTL. 9-L5

SET FENCE 100 mm IN FROM EDGE OF 
INTERLOCKING PAVING.

57
00 5700

8000

OUTSIDE BROKEN LINE INDICATES 
SNAP EDGE RETAINER.

OUTSIDE HEADER ROW OF BARKMAN HOLLAND 
PAVERS, HARVEST COLOUR.

ROMAN ANTIQUE BROWN COLOURED 
PAVERS, LAID IN MODIFIED 
BASKETWEAVE PATTERN.

EDGE OF CITY WALK

ENTRANCE INTERLOCKING PAVING PATTERN
Scale: 1:50
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INTERLOCKING PAVERS

SAND LEVELLING BASE

COMPACTED LIMESTONE BASE 
COURSE MATERIAL.  EXTEND 
MINIMUM 150mm PAST EDGE OF 
INT. PAVING STONES FOR 
SECURING SNAP EDGE 
RETAINER.

COMPACTED SUB-GRADE

10
0

SNAP EDGE RETAINER, WITH 250 
mm LONG STAKES @ 300mm O.C.

REPAIR DOD DAMAGE AS 
REQUIRED WITH SOD AND 
100 mm DEPTH TOPSOIL

SPIKE

EXISTING SOD

 Min. 150

INTERLOCKING PAVING EDGE SECTION BY GRASS
Scale: 1:10
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GRANULAR BASE 19mm DIA.

TOPSOIL AND SOD.  REPAIR ALL 
DAMAGE AS A RESULT OF 
WALKWAY  CONSTRUCTION AS 
PART OF WALKWAY COST.GRANULAR TOPPING 

6 mm DIA.

COMPACTED 
SUB-GRADE

GRAVEL WALKWAY SECTION
Scale: 1:10
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0

INSTALL NEW GRANULAR WALK FLUSH WITH 
SURROUNDING GRADE, AND SO AS NOT TO 
IMPEDE THE EXISTING DRAINAGE.  MINIMUM 
2% -MAXIMUM 3% CROSS SLOPE.

MIN.2 % - MAX. 3 %

GRANULAR SUB-BASE 39 mm DIA.
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TWICE THE DIAMETER 
OF THE ROOTBALL
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WIRE

2 PLY GREEN RUBBER HOSE

HEAVY DUTY T-BAR STAKES, PAINTED DARK GREEN.  
TWO PER TREE.

WATERING BASIN 75 MM DEEP

REMOVE BURLAP FROM TOP OF ROOTBALL

TOPSOIL MIXTURE

SET ROOTBALL ON FIRM UNEXCAVATED SOIL

SUBGRADE

100 mm DEPTH OF WOOD CHIP 
MULCH

TREE PIT / PLANTING DETAIL12
L5

WOOD CHIP MULCH, 100mm DEPTH 
FOR NEW PLANTING BEDS, 150mm 
DEPTH FOR EXISTING PLANTING 
BEDS.

MIXED TOPSOIL30
0

10
0

 

PROTECT EXISTING GRASS

SHRUB BED SECTION
Scale: 1:20
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GRANULAR BENCH PAD LAYOUT
Scale: 1:20
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BENCH

150mm DEPTH, 6mm DIAMETER 
COMPACTED CRUSHED LIMESTONE 
DOWN

40
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DEMOLITION PLAN
Scale: 1:400
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REMOVE EXISTING SAND BOX/SAND AND 
LOWER GRADE AS REQUIRED TO INSTALL NEW 
BENCH PAD FLUSH WITH SURROUNDING GRASS 
ELEVATION.

EXISTING SWING TO BE 
REMOVED.   FILL HOLES WITH 
COMPACTED SAND.  REMOVE 
EXISTING SAND.

REMOVE 2 EXISTING TREE 
STUMPS TO 300mm BELOW 
EXISTING GRADE.

REMOVE ALL EXISTING PLAY EQUIPMENT AND POSTS.  FILL 
POST HOLES WITH COMPACTED SAND.  PLAY EQUIPMENT 
SHAPE AND LOCATION IS SCHEMATIC.  INSPECT SITE PRIOR TO 
SUBMITTING BID, TO DETERMINE EXTENT OF REMOVAL 
REQUIRED.  REMOVE ALL SAND AROUND PLAY EQUIPMENT.

REMOVE ONE WILLOW TREE C/W 
STUMP TO 100mm BELOW EXISTING 
GRADE.  TREE TO BE REMOVED PRIOR  
TO LEAFING OUT.

REMOVE EXISTING CHAIN LINK FENCE.  
FILL HOLES WITH COMPACTED SAND TO 
150mm BELOW GRADE, AND REPAIR SOD 
DAMAGE

PROTECT NEIGHBOUR'S 
FENCE

PRIVATE
RESIDENCE

EXISTING DAMAGED SOD  
TO BE REPAIRED WITH 
SEED

REMOVE APPROXIMATELY 6 METRES OF 
EXISTING FENCE ALONG BELIVEAU RD. TO 
SUIT NEW PARK ENTRANCE LAYOUT.
SEE DTL. 5-L5   

REMOVE EXISTING INTERIOR FENCE/REPAIR 
SOD DAMAGE, AND CLOSE OFF EXISTING 
OPENING USING SALVAGED FENCE 
MATERIALS.

RELOCATE EXISTING PICNIC TABLE TO 
NORTH EAST CORNER OF SITE              

REMOVE APPROXIMATELY 10 METRES OF 
EXISTING FENCE ALONG BELIVEAU RD. TO 
SUIT NEW PARK ENTRANCE LAYOUT.
SEE DTL. 6-L5   

EXISTING WASTE 
RECEPTACLE TO REMAIN

INDICATES EXISTING 
DRAINAGE SWALE

WOOD BOLLARDS TO 
REMAIN
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BELIVEAU ROAD

CITY WALK
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  20SCALE METRES

INDICATES EXISTING 
TREES TO BE 
PROTECTED

RELOCATE PICNIC 
TABLE
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