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20
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CONCRETE EDGE TO BE LOCATED OFF 
EXISTING TREES.  LAYOUT SHAPE AND 
HAVE CONTRACT ADMINISTRATOR 
APPROVE LOCATION PRIOR TO 
COMMENCING CONSTRUCTION.

INDICATES EXISTING TREE 
LOCATIONS

INDICATES NEW GRADE 
ELEVATION

INDICATES EXISTING GRADE 
ELEVATION

CONCRETE EDGE.  TOP OF 
EDGE TO BE ELEV. 232.05  SEE 
DTL. 5-L6.

300mm DEPTH PLAYGROUND 
SAFETY STONE.  TOP OF 
STONE TO BE ELEV. 231.975

RHINO-DINO SPRING RIDER

T-REX SPRING RIDER

SAND BOX.  SEE DTL. 3,4 -L6 

APPROX. LOCATION OF EXISTING TREE GROUP.  
PROVIDE TREE PROTECTION TO CITY OF WINNIPEG 
FORESTRY DEPT. REQUIREMENTS.  SEE 
SPECIFICATION

INCREASE DISTANCE IF POSSIBLE 
BY CENTERING BETWEEN OTHER 
TREES.  IDEAL DISTANCE IS 
3000mm.

PLAYSTRUCTURE.  SETBACKS FROM 
CONCRETE EDGE TO COMPLY WITH CSA 
STANDARDS.  SEE DTL. 2-L6 FOR 
COMPONENTS

NEW SOD/GRAVEL FINISH GRADE ON 
OUTSIDE OF CONCRETE EDGE TO BE 
ELEV. 231.90

PLAYSTRUCTURE AND CONCRETE EDGE LAYOUT
Scale: 1:100
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3000

1800

SWING PLAN
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1800 8800 1800

37
00

40
00

37
00

EXISTING TREES.  CENTRE 
CONCRETE EDGE TO FIT EQUAL 
DISTANCE FROM TREES

NO ENCROACHMENT ZONE.  
ENSURE TREES ARE OUT OF 
THIS AREA

CONCRETE EDGING.  
SEE DTL. 5-L6.

CENTRE SWING WITHIN 
CONCRETE EDGE.

250 mm DEPTH 
PLAYGROUND STONE

18
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18
00

m
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. 5
50

0
m
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. 5

50
0

min. 6000 min. 6000

PROVIDE TREE PROTECTION 
TO CITY OF WINNIPEG 
FORESTRY REQUIREMENTS.  
SEE SPECIFICATION.

3000
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150 15
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150mm WIDE 
CONCRETE WALL

400mm DEPTH OF SANDBOX 
SAND,  TOP OF SAND TO BE 
150mm BELOW TOP OF 
CONCRETE EDGE

SANDBOX PLAN
Scale: 1:50
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BRIDGE

64

DECK TO DECK
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STEPS (2)
(24" RISE)
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DECK TO DECK
115375
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72" S/S SLIDE
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48" S/S SLIDE
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PIPE BARRIER

123537
CORKSCREW
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VERT. ASCENT

SKY RAIL CLIMBER
146812

115228
DRIVER PANEL

115254
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OVERHEAD PARALLEL
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END VERTICAL
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GRAB BAR
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RIGHT
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PERM HANDHOLD
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SEAT
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POD CLIMBER
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POD CLIMBER
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PLAYSTRUCTURE COMPONENT PLAN
Scale: 1:50
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150
SLOPE SOD DOWN TO EXISTING GRADE.  NEW 
SOD TO BE CUT INTO EXISTING SOD TO MEET 
FLUSH.

150 x 280 CONCRETE EDGE.  REINFORCE WITH 2 
HORIZONTAL 10 M R-BAR, 50 mm COVER.  PROVIDE 10M TIES 
AT 600 mm O.C. STONE SIDE OF CONCRETE EDGE TO BE 
FORMED WITH ONE BOARD TO AVOID SEAM IN CONCRETE.  
PROVIDE 20 mm ROUND OVER EDGE ON TOP TWO EDGES.

COMPACTED 19 mm DIA. CRUSHED 
LIMESTONE LEVELLING BASE.

20 mm DIA. ROUND OVER EDGES

300 mm DEPTH PLAYGROUND 
SAFETY STONE, SET 120 mm BELOW 
TOP OF CONCRETE EDGE

PLAYSTRUCTURE CONCRETE EDGE SECTION
Scale: 1:10
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BROKEN LINE INDICATES APPROX. 
LOCATION OF EXISTING GRADE

COMPACTED SUBGRADE

28
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400

15
0

SAND BOX SECTION
Scale: 1:10
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SLOPE SOD DOWN TO EXISTING GRADE.  NEW 
SOD TO BE CUT INTO EXISTING SOD TO MEET 
FLUSH.

150 x 450 CONCRETE EDGE.  REINFORCE WITH 2 
HORIZONTAL 10 M R-BAR, 50 mm COVER.  PROVIDE 10M TIES 
AT 600 mm O.C. FORMED WITH ONE SOLID BOARD TO AVOID 
SEAM IN CONCRETE. 

COMPACTED 19 mm DIA. CRUSHED 
LIMESTONE LEVELLING BASE.

BROKEN LINE INDICATES APPROX. 
LOCATION OF EXISTING GRADE

COMPACTED SUBGRADE

39 x 139 BOARD, PRE-STAINED PRIOR TO INSTALLATION.  
INSTALL WITH 9 mm DIA. x 89 mm LONG HILTI QUICK BOLTS AT 
1200 mm O.C.  COUNTERSINK HEAD AND WASHER.  CENTRE ON 
CONCRETE WALL.

39 x 239 NO: 2 OR BETTER, SPRUCE OR PINE BOARD, PRESTAINED PRIOR TO 
INSTALLATION.  PROVIDE 20 mm ROUNDOVER EDGE ON TOP TWO EDGES. 
INSTALL WITH RUSTPROOF NO: 9 SCREWS, 65 mm LENGHT, TWO ROWS. SPACE 
SCREWS MAX. 600 mm O.C.  SCREW HEAD TO BE SET SLIGHTLY BELOW WOOD 
EDGE.  CENTRE ON WALL BELOW.
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400

H

NEW TYPE 
"A" LIGHT 
STANDARD 

EXSITING WOOD HYDRO 
POLE

DIP POLE FOR HYDRO 
SERVICE CONNECTION, 
METER AND PANEL 
INSTALLATION.OVERHEAD WIRE BY HYDRO

UNDERGROUND WIRE
IN TRENCH

8600

27
00

0

ELECTRICAL/LIGHTING PLAN
Scale: 1:300
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W.P. METER CABINET C/W SOCKET.

O/H HYDRO SERVICE MAST FOR

2#10 NMWU COPPER.

NEW 120/240V/1Ø/3W DISTRIBUTION

    THE COMPLETE INSTALLATION SHALL BE TO THE FULL SATISFACTION OF UTILITIES.   
1.  ELEC. CONTRACTOR SHALL ARRANGE AND CO-ORDINATE WITH MANITOBA HYDRO FOR NEW SERVICE INSTALLATION.   

IN 2" CONDUIT.
3#3 RWU90 COPPER

#3 AWG COPPER

NOTES:

GRD. TO MEET
CODE.

MAIN
C.B.

-2P
70

PANEL
  "A"

M

INCLUDE ALL HYDRO CHARGES

100A, 12 CCTS. 120/240V/1Ø/3W RAINTIGHT
LOADCENTRE PANEL C/W DOOR COVER, KEY, 
LOCK, 70A-2P MAIN C.B. AND 1-15A-1P C.B.
FOR LIGHT STANDARD.

TO TYPE "A" LIGHT STANDARD.

2" CONDUIT SLEEVE

GRADE

TO BE BURIED 36"
BELOW GRADE.

CONNECTION BY HYDRO

IN CONTRACT.

2.  ELEC. CONTRACTOR SHALL SUPPLY AND INSTALL SERVICE DIP POLE, MAST, METER AND PANELBOARD FOR HYDRO
CONNECTION.  PROVIDE MOUNTING BRACKET OF METER CABINET AND PANEL INSTALLATION AS REQUIRED.
CONFIRM DIP POLE HEIGHT WITH HYDRO PRIOR TO INSTALLATION.

DISTRIBUTION SCHEMATIC
Scale: 1:100

9
L6

TYPE "A" LIGHT 
STANDARD BASE DETAIL

30
00

450 DIA.

TOP OF BASE
SHALL BE LEVEL
TO WALKWAY.
CO-ORDINATE
ON SITE.

GRADE

NTS

ANCHOR BOLTS

1" CONDUIT

CONC. BASE AND
REBAR BY 

LUMINAIRE POST

LUMINAIRE BASE

ELECTRICAL
CONTRACTOR

1.  TYPE "A" FIXTURE SHALL BE "KIM" CAT. 
NOTE:

# 1A/AR3/400MH120/DB-P/A-25/VSF-1A C/W
5MR025-BZP AND 400W/MH LAMP.  FIXTURE
SHALL BE MOUNTED ON 150 mm DIAMETER, 7.62 METRE
STEEL POLE, DARK BRONZE FINISH.

LIGHT STANDARD BASE DETAIL
Scale: 1:100
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