
New Play Structure
Style #3

Excavate Existing Play Sand and 
Replace with Topsoil and Sod.
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LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE 

BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN LOCATIONS 

ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE OBTAINED 

FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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LEGION MEMORIAL PARK
PROPOSED SITEWORKS

L.14-JMANAGER,
PLANNING AND LAND USE DIVISION

300mm DEPTH 6mm 
PLAYGROUND STONE

COMPACTED SUB-GRADE

SOD CUT

CROSS SECTION: EDGING DETAIL (scale 1:20)

SOD AND 
100mm TOPSOIL
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Existing Slide 
Structure to Remain Excavate Existing Playground Sand

and Replace with new 6mm 
Playground Stone to 300mm depth
(no edging).

LIMIT OF WORKS

LIMIT OF WORKS

Relocated Existing Spring Rocker

Excavate Exisiting Playground Sand
and Replace with New 6mm 

Playground Stone to 300mm Depth
(no edging).

New 2-bay, 4 person
Toddler Swing Set (3 baby, 1 adult).


