Typical Parapet Cap

Cap Sheet carried 1”
down face and nailed

Metal Cap Flashing

Substrate

Mechanical

Base Sheet is to be nailed
12" on centre inside curb

Cap Sheet
Base Sheet

Metal Cap Flashing

Torch in place Cap Sheet

Primer

Torch in place Base Sheet

Curb Flashing

ﬁ—/ Metal Flashing

Cap Sheet

Primer = Base Sheet
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Substrate %\ Insulation
_ Vapour Barrier — ensure it is wrapped

around edges of insualtion
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Wood Blocking

additional fascia to
be installed as
req’d to cover
all blocking and
membrane

Cap Sheet
Base Sheet

Substrate Primer

Typical Roof kdge Detail
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Base Sheet
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\Vapour Barrier — ensure it is wrapped
around edges of insualtion
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Note: Modified Bitumen stipping used
in conjunction with 4 p
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K2”x9”ﬂ/4” steel strap

weld to tube section
(3 required)

Prefinished steel

closed face rainwater leader

up to roof

extend lower end 27 into tube section

4" x 6" x .188" or .125"
steel tube section
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FRONT ELEVATION SIDE ELEVATION
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Scupper shall be 4 sided through parapet Winnipeg, MB
Scupper shall be minmum 8" wide x 6" high
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