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LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE 

BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN LOCATIONS 

ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE OBTAINED 

FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

THE CITY OF WINNIPEG
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, (R3C 4X5)
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586 ST. MARY'S RD
PLAZA AREA DETAIL

MANAGER,
PLANNING AND LAND USE DIVISION

SECTION THROUGH SIDEWALK
scale:  1:20

100 DEPTH C.I.P.
CONCRETE SIDEWALK

+/-105 x 209 x 60 DEPTH PRECAST
CONC. PAVERS - HOLLAND STONE
BY BARKMAN OR APPROVED EQ.
SOLDIER COURSE TYP.

305 x 305 x 60 DEPTH PAVERS BY
BARKMAN.  CONC. AS SPECIFIED

15 DEPTH SAND IN FORMED RECESS
SET PAVERS FLUSH WITH 
ADJACENT CONCRETE

INSET PAVING DETAIL 
scale:  1:20

CONCRETE HEADER/ PLANTING BED
scale:  1:20

PAVING
150 DEPTH LIMESTONE BASE
(50mm DOWN) OVER
COMPACTED SUBGRADE
150 x 150 CIP CONC. HEADER
REINF. WITH 1-10M BAR HORIZ.

SHRUB BED

INSET PAVING SEE 3/L5

MAINTAIN MIN. 100 DEPTH AT ALL
PAVING INSETS

100 DEPTH C.I.P. CONCRETE SIDEWALK
BROOM FINISH PERPENDICULAR TO CURB
50mm DEPTH LIMESTONE BASE (19mm DOWN)
150 DEPTH LIMESTONE BAASE (50mm DOWN)
OVER COMPACTED SUBGRADE
ENSURE POSITIVE DRAINAGE TOWARDS CURB

FACE OF EXIST. CURB UNCHANGED
BY RECONSTRUCTION

RESTORE ASPHALT 
AS REQUIRED

TYP. CITY OF WINNIPEG BARRIER CURB
DETAIL SD 205
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PLAN OF PLAZA 
scale:  1:100
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Leave open for Annuals

Leave open for Annuals

Align paving band with planter

Align paving band 
with planter

Remove Existing Sidewalk
and Replace with the new as
per city specs.

PAVING BAND PLAN DETAIL
scale: 1:50
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305 x 305 'STEPPING STONE' PAVERS
DESERT BUFF COLOUR

FULL HOLLAND PAVERS
DESERT BUFF COLOUR

DIAGONAL CONTROL 
JOINTS, SPACING AS
PER CITY OF WPG SPECS

CUT PAVERS ONLY
AT END OF STRIPS

305 x 305 'STEPPING STONE' PAVERS
TAN COLOUR


