
CAULK BETWEEN MDF  
BOARD AND SILL

P.LAM SILL WITH  
BACKER BOARD

1/2" PLYWOOD SHEATHING

1" AIR SPACE

4" SPLIT FACE CONCRETE BLOCK

16
00

5/8" MDF WAINSCOTTING

U/S OF DRYWALL  
CEILING @ 110'- 0"

HEADER - SEE STRUCT. DWGS.

COMMERCIAL TYVEK BUILDING WRAP 
- LAP OVER FLASHING

R20 BATT INSULATION

6 MIL VAPOUR BARRIER

1/2" 'X' TYPE DRYWALL

3/4" HARDWOOD TRIM PAINTED

PREFINISHED METAL  
DRIP FLASHING

8"

6MIL POLY UNDER 
SLAB - CONT.

80
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6" COMPACTED GRAVEL 
SEE STRUCTURAL

BASE AS INDICATED

CAULKING - TYP.

6MIL ETHAFOAM 
UNDER PLATE TYP.

ASPHALT - PATCH TO  
EXISTING - KEEP TO  
MINIMUM

PRIME
MIN. 12"  
GRANULAR BASE

CAULKING - TYP.

6" VOID FORM

1/4" CONCRETE WASH

NON-SLIP VCT FLOORING

WEEPING HOLES @ 16" O.C.

PREFIN. METAL FLASHING

COMMERCIAL TYVEK WRAP  
OVER FLASHING

1/2" PLYWOOD SHEATHING

BITUMEN PEEL & STICK  
OVER TYVEK & FLANGE

CONC. SILL BLOCK

ROD & CAULK

ROD & CAULK

STEEL ANGLE - SEE STRUCTURAL

WEEPING HOLES @ 16" O.C.

BITUMEN PEEL & STICK OVER FLANGE

CONCRETE SLAB -  
SEE STRUCT. DWGS.

5/8" MDF WAINSCOTTING  
ON 1/2" GYPSUM

SECTION THRU VESTIBULE1 
A-3 SCALE  1:50
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SECTION THRU VESTIBULE2 
A-3 SCALE  1:50
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SECTION THRU VESTIBULE3 
A-3 SCALE  1:50
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A-3

ALUMINUM CLAD  
1X8 FASCIA BOARD

VENTED ALUMINUM  
SOFFIT PANELS

STUCCO FINISH

TYVEK STUCCO  
WRAP

13mm TREATED  
PLYWOOD SHEATHING

VESTIBULE TO EXIST. CONNECTION4 
A-3 SCALE  1:10

WALL SECTION5 
A-3 SCALE  1:10

C.I.P. PILE - SEE STRUCT. DWGS.

6" VOIDFORM

MOD. BITUMINOUS ROOFING

PREFIN. METAL DRIP FLASHING

ALUMINUM CLAD 1X8 FASCIA BOARD

CAULK

SPLIT FACE CONC. BLOCK

3/4" PLYWOOD ROOF DECK

VENTED ALUMINUM SOFFIT

WOOD TRUSSES @ 2'-0" O.C.

3/4"4 1/4"

1" AIR SPACE

MECHANICALLY FASTEN  
PROTECTIVE STEEL MESH  
AND FRAME TO WINDOW

MECHANICALLY FASTEN  
PROTECTIVE STEEL MESH  
AND FRAME TO WINDOW

1 1/2"

1 
1/

2"

18" ICE & WATER PROTECTOR
18"

7'
-2

 1
/2

"

12"

SEE STRUCT.  
DRAWINGS

SEE STRUCT.  
DRAWINGS

SEE STRUCT.  
DRAWINGS
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SIM.

BASEBOARD  
HEATER

WINDOW WITH 
MESH BEYOND

7'
-1

0 
1/

2"

7'
-2

 1
/2

"

EQ. EQ.
CL

7'
-2

 1
/2

"

MODIFIED BITUMINOUS ROOFING

PREFIN. METAL DRIP FLASHING

18" ICE & WATER PROTECTOR

18"
12"

3'
-0

"

DOOR OPENER

CUT BACK EXISTING FIBREBOARD  
AND INSTALL NEW TREATED  
BASE PLATE ON EXIST. CEDAR DECKING

2X6 TREATED  
BASE PLATE

REMOVE EXISTING  
CANT STRIP

BATT INSULATION

DOUBLE TOP PLATES

NEW 5/8"  
GYPSUM BOARD

EXISTING GLU-LAM BEAM

NEW BULKHEAD CAVITY

16mm 'X' RATED GYPSUM BD.

2x2 WOOD BLOCKING

2x4 WOOD BLOCKING

PAINTED STEEL DOOR

PAINTED STEEL DOOR FRAME

REMOVE EXISTING  
BLOCKING & FLASHING

5/8" GYPSUM BOARD

2x4 WOOD BLOCKING

2x4 WOOD BLOCKING

EXISTING ELECTRICAL TO REMAIN

RETURN NEW 5/8" GYPSUM BD.

NEW 2X4 BLOCKING

REMOVE EXIST. 
PLYWOOD - INSTALL 
NEW 5/8" GYPSUM BD.

NEW 5/8" GYPSUM BD.

NEW BATT  
INSULATION

STUCCO J-MOULD

LAP STUCCO TYVEK WRAP  
OVER MEMBRANE AND FLASHING

3/4" STUCCO

NEW TO EXISTING CONNECTION7 
A-3 SCALE  1:5

EXISTING CEDAR DECKING

EXISTING FIBERBOARD

ADHERE NEW BITUMEN BASE  
SHEET TO EXISTING BUILT-UP  

ROOFING SYSTEM

NEW BITUMEN CAP SHEET

PREFIN. METAL FLASHING

1/2" PLYWOOD  
STRUCTURAL SHEATHING 

TRUSSES - SEE STRUCT. DWGS.

18"

12
"

2x6 WOOD FRAMING BEYOND

CAULK NEW VAPOUR BARRIER  
TO EXIST. VAPOUR BARRIER/ 

ROOF DECKING - SITE VERIFY

VAPOUR BARRIER

EXISTING/NEW GRAVEL

COMMERCIAL TYVEK PAPER

CLASS '1' FOAM INSULATION - 
ENSURE AIR/VAPOUR SEAL 

BETWEEN VAPOUR BARRIER  
& FOAM INSULATION

RETURN GYPSUM BOARD  
WITH J-MOULD

CLASS '1' FOAM INSULATION - 
ENSURE AIR/VAPOUR SEAL 

BETWEEN VAPOUR BARRIER  
& FOAM INSULATION

#15 ROOFING FELT

#15 ROOFING FELT

2X6 P.T. WOOD BLOCKING

2X2 P.T. WOOD BLOCKING

2X6 P.T. WOOD BLOCKING

2X2 P.T. WOOD BLOCKING

R40 ATTIC INSULATION

WINDOW IN EXISTING  
CONC. BLOCK WALL6 

A-3 SCALE  1:5

NEW STEEL ANGLE LINTEL - 
SEE STRUCT. DRAWINGS

WEEPING HOLES @ 16" O.C.

LAP COMMERCIAL TYVEK 
OVER STEEL ANGLE & FLASHING

EXISTING CONC. BLOCK

ROD AND CAULK

ALUMINUM WINDOW FRAME

DUAL GLAZING

1" AIR SPACE

COMMERCIAL TYVEK WRAP

COMMERCIAL TYVEK WRAP

BATT INSULATION

BATT INSULATION

6 MIL POLY  
VAPOUR BARRIER

6 MIL POLY  
VAPOUR BARRIER

5/8" VANDAL-RESISTANT  
GYPSUM BOARD

5/8" VANDAL-RESISTANT  
GYPSUM BOARD

2X4 WOOD BLOCKING ALL  
AROUND OPENING

WINDOW HEADER- 
SEE STRUCT. DWGS.

PAINT-GRADE  
HARDBOARD CASING

PAINT-GRADE  
HARDBOARD CASING

CLASS '1' FOAM INSULATION - 
ENSURE AIR/VAPOUR SEAL 

BETWEEN VAPOUR BARRIER  
& FOAM INSULATION

CLASS '1' FOAM INSULATION - 
ENSURE AIR/VAPOUR SEAL 

BETWEEN VAPOUR BARRIER  
& FOAM INSULATION

1" AIR SPACE

EXISTING CONC. BLOCK

NEW CONC. SILL BLOCK

FILL CAVITY WITH  
RIGID INSULATION

ROD AND CAULK

ALUMINUM WINDOW FRAME  
WITH SILL EXTENSION

DUAL GLAZING

MECHANICALLY FASTEN PROTECTIVE 
STEEL MESH AND FRAME TO WINDOW

MECHANICALLY FASTEN PROTECTIVE 
STEEL MESH AND FRAME TO WINDOW

PREFIN. METAL DRIP FLASHING

BITUMEN PEEL & STICK ALL 
AROUND WINDOW FRAME -  
LAP OVER TYVEK AT SILL AND JAMBS

BITUMEN PEEL & STICK

NEW WALL  
ADDITION

EXISTING CONC. 
BLOCK WALL

NOTE: SAWCUT OPENING FOR NEW  
WINDOW AND PRESERVE EXISTING  
STUCCO FINISH - ENSURE MINIMUM 
DISRUPTION TO EXISTING STUCCO

NEW WINDOW IN  
EXISTING STUCCO WALL8 

A-3 SCALE  1:5

EXISTING  
VAPOUR BARRIER

EXISTING  
VAPOUR BARRIER

NEW WINDOW HEADER - 
SEE STRUCT. DWGS.

2X6 WOOD BLOCKING ALL  
AROUND OPENING

CLASS '1' FOAM INSULATION - 
ENSURE AIR/VAPOUR SEAL 

BETWEEN PEEL & STICK 
& FOAM INSULATION

CLASS '1' FOAM INSULATION - 
ENSURE AIR/VAPOUR SEAL 

BETWEEN PEEL & STICK 
& FOAM INSULATION

PREFIN. METAL DRIP FLASHING

ALUMINUM WINDOW FRAME

ALUMINUM WINDOW FRAME

DUAL GLAZING

DUAL GLAZING

STUCCO J-MOULD

PATCH AND MAKE GOOD STUCCO 
AROUND  OPENINGS TO MATCH  
EXISTING

ROD & CAULK WITH WEEPING  
HOLES @ 12" O.C.

PREFIN. METAL DRIP FLASHING

STUCCO J-MOULD

PATCH AND MAKE GOOD STUCCO 
AROUND  OPENINGS TO MATCH  
EXISTING

LAP EXISTING SHEATHING  
MEMBRANE OVER DRIP FALSHING

EXISTING WALL

EXISTING WALL

MECHANICALLY FASTEN PROTECTIVE 
STEEL MESH AND FRAME TO WINDOW

MECHANICALLY FASTEN PROTECTIVE 
STEEL MESH AND FRAME TO WINDOW

1 1/2"

1 
1/

2"

PLASTIC LAM SILL WITH  
BACKERBOARD

RETURN GYPSUM BOARD  
WITH J-MOULD

PATCH & MAKE GOOD GYPSUM  
BOARD TO MATCH EXIST.

BITUMEN PEEL & STICK ALL AROUND  
OPENING - ENSURE LAP & SEAL OVER 

EXISTING VAPOUR BARRIER

PATCH & MAKE GOOD GYPSUM  
BOARD TO MATCH EXIST.

BITUMEN PEEL & STICK ALL AROUND  
OPENING - ENSURE LAP & SEAL  

OVER EXISTING VAPOUR BARRIER

F
IL

L 
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.O
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PAINT GRADE HARD BOARD CASING

CAULK

BITUMEN PEEL & STICK OVER TYVEK

BITUMEN PEEL & STICK UNDER TYVEK

CAULKING

KN CROWDER CT-910 THRESHOLD

DOOR & FRAME AS SPEC.

FOAM INSULATION

STEEL ANGLE AS SPEC. - SEE STRUCT.

GRADE BEAM - SEE STRUCT.

13mm FIBREBOARD THERMAL BREAK

CONC. SLAB - SEE STRUCT.

EXTERIOR CONC. SLAB TO BE FLUSH WITH  
INTERIOR FLOOR LEVEL FOR A MIN. DISTANCE  
OF 1500mm FOR WHEELCHAIR ACCESSIBILITY

2 x 2 P.T. WOOD  
BLOCKING

R40 FIBERGLASS  
BATT INSULATION

1/2"  'X' TYPE DRYWALL

6MIL VAPOUR BARRIER

R20 BATT INSULATION

 PREFIN. METAL DRIP FLASHING

36" ICE AND WATER PROTECTOR - 
OPPOSITE SIDE SIMILAR

MOD. BITUMINOUS ROOFING

12"

VENTED ALUMINUM SOFFIT

 PREFIN. METAL CLAD 
2x8 FASCIA BOARD 

4" PREFIN. METAL GUTTER

WOOD TRUSS - 
SEE STRUCT. DWGS.

CAULK

U/S OF GYPSUM  
CEILING @ 110'- 0"

WALL/EAVE DETAIL9 
A-3 SCALE  1:10

1" AIR SPACE

36" ICE & WATER SHIELD

3/4" PLYWOOD ROOF SHEATHING

#15 ROOFING FELT

EXISTING ROOF ASSEMBLY

EXISTING GLU-LAM BEAMS

2X4 WOOD BLOCKING

RETURN GYPSUM BD. WITH  
J-MOULD

EXIST. CONC. BLOCK

NEW HINGED PANEL  
IN BULKHEAD WITH  

LOCK AND FRAME 
 AS SPEC.

2X4 WOOD BLOCKING  
SUPPORT BEHIND PANEL  

FRAME - TYP. ALL AROUND

5/8" GYPSUM BOARD

STUCCO J-MOULD

BULKHEAD DETAIL @ EXIST. WALL10 
A-3 SCALE  1:5

EXISTING ELECTRICAL  
TO REMAIN

DOOR SILL DETAIL @ ENTRANCE11 
A-3 SCALE  1:5

11 
A-3

11 
A-3

SIM.

10" - SITE VERIFY

1/
2"

 FORCED AIR  
HEATER BY  

ELECTRICAL

41
0

HEADER BY STRUCTURAL

DUPLICATE CONDITIONS OF  
WINDOW BENEATH UNLESS 
OTHERWISE SHOWN/NOTED

DUPLICATE CONDITIONS OF  
WINDOW BENEATH UNLESS 
OTHERWISE SHOWN/NOTED

PREFIN. METAL FLASHING

RETURN GYPSUM BOARD 
WITH J-MOULD

TOP COURSING OF 
BLOCK TO INCLUDE  

WEEP HOLES

A-3
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