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60 DEPTH CLAY PAVER
30 SAND LEVELLING COURSE
100 COMPACTED GRANULAR BASE
HAND-TAMPED SUBGRADE
FIELD PAVING PATTERN 

CIP CONC. HEADER 200 x 150 on
150 COMPACTED GRANULAR BASE
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L23DETAILS

CIP CONC. HEADER 200 x 150

1 -15M CONT.
MODIFIED WIDTH CONCRETE 
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SIDEWALK SD-228A

COMPACTED SUBGRADE

R =15mm
TOP EDGESRESTORE ASPHALT

ALONG CURB

COMPACTED GRANULAR BASE

300

SANDBLAST STRIP TO PROJECT 
EXPOSED AGGREGATE STANDARD

BU
IL

DI
NG

 F
AC

E

PROVIDE 12mm THK
FLEXCELL @ BLDG FACE

TOOLED JOINT W/ RADIUSED EDGES

15
0

10
0

300 LONG DOWEL
15M @ 450 O.C.

EXIST. CONCRETE 
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TOP EDGES 300
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SIDEWALK SD-228A

UNIT PAVING, HEADER 
OR SHRUB BED
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WESTMINSTER AVENUE / WOLSELEY AVENUE 
STREETSCAPE IMPROVEMENTS
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