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SAWCUT FULL-DEPTH AND REMOVE 
OLD  CONCRETE & ASPHALT PAVEMENT

600 LONG TIE BARS AS PER
FULL-DEPTH PATCH DETAILS 
SD-213B

BUTT JOINT REF. SD-212

SEAL ASPHALT / CONCRETE JOINT
RESTORE ASPHALT

EXIST. CONCRETE NEW CONCRETE

300

SANDBLAST STRIP TO PROJECT 
EXPOSED AGGREGATE STANDARD

DE
PT

H 
TO

 M
AT

CH
EX

IS
TI

NG
 P

AV
EM

EN
T

TOOLED JOINT W/ RADIUSED EDGES
CONCRETE PAVEMENT SLAB
AS PER FULL DEPTH PATCHES:
SD-213A, SD-213B, SD-214B.
ALIGN LONGITUDINAL JOINTS W/ EXIST.

SANDBLASTED MEDALLION PAVING
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EXIST. CONCRETE

600 LONG DOWELS AS PER
FULL-DEPTH PATCH DETAILS 
SD-213B
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NOTE:  USE THIS CURB PROFILE 
AT ALL INTERSECTION CURVES  
AS PER STANDARD LAYOUT SD-229AMODIFIED BARRIER CURB  
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SIDEWALK CONSTRUCTION SIMILAR  TO 
MONOLITHIC CURB AND SIDEWALK SD-228B
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RESTORE ASPHALT
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COMPACTED SUBGRADE

150 COMPACTED GRANULAR BASE

CURB DETAILING AS PER TYP.
MODIFIED BARRIER CURB  SD-203B
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WESTMINSTER AVENUE / WOLSELEY AVENUE 
STREETSCAPE IMPROVEMENTS
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