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AT PRAIRIE SKY BOOKS
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LASER-CUT S/S PLATE
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TYPICAL BANNER & BIRDHOUSE
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Modified Arm
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Total area of birdhouse
including support: 0.23 sq. m.

Total area of sign
including arms: 1.19 sq. m.

Existing wood 
utility pole

Fibreglas banner arm
colour: black
installation on pole by 
Manitoba Hydro

720 x 1170 mm
Vinyl Banner (excluding
sleeves)

Birdhouse or butterfly house
as specified

BannerFlex removable
banner arm system
(typ.)
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TYPICAL BIKE RACK
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CUSTOM STEEL 
BICYCLE RACK

CUT PAVERS  
AROUND RACK

TO
 S

U
IT

 R
A

C
K

GROUT

TYPICAL STREET SIGN BLADE
1:10
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VARIES - CUT BLADE TO SUIT WORD LENGTH

104
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STANDARD 1588 mm HT.  
ALUMINUM STREET SIGN BLADE

BLACK BACKGROUND W/ WHITE 
RETROREFLECTIVE BORDER

DIE-CUT NORUMBEGA FONT LETTERING

SECOND SIGN BLADE

STANDARD CROSS PIECE

STANDARD POST-TOP  
MOUNTING BRACKET

WOLSELEY LOGO COMMON TO ALL SIGN BLADES 
ARTWORK TO BE PROVIDED IN DIGITAL FORMAT

STANDARD TOP FINIAL NUT

EXISTING POLE
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CHAIN (BY BASKET MANUFACTURER)

PLANTER BASKET

REMOVEABLE CONC. ANCHOR

TYP. PRECAST SIGN BASE OR 
C.I.P. CONCRETE 
SET FLUSH W/ FINISH GRADE

PLANTER ANCHORING
1:10
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NOTICE BOARD FASTENERS3
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3 THK. ALUMINUM BACKING PLATE
10 THK. RECYCLED RUBBER
AFFIX TO ALUMINUM WITH APPROVED
EXTERIOR GRADE ADHESIVE

3 THK. LASER CUT ALUMINUM PLATE
PATTERN TO BE PROVIDED BY 
LANDSCAPE ARCHITECT
19 X 19 ALUMINUM CHANNEL
WELDED TO FORM FRAME

HILTI FASTENERS

SPACER
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ENSURE TOPS ARE LEVEL1
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TYP. UNIT PAVERS

EASE EDGES

GRANITE SITE FURNISHINGS
AS NOTED
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GRANITE BENCH 
± 1605mm LONG x ± 550mm WIDE 

GRANITE TABLE 
± 720mm LONG x ± 400mm WIDE 

GRANITE STOOL 
± 940mm LONG x ± 530mm WIDE 

 

SECTION 
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CUT PAVERS AT STONE EDGE

MODIFIED ARM
1:20
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Bannerflex mounting plate
c/w stainless steel mounting
bolts

remove fiberglass arm and
replace with aluminum tube, diameter
to suit Bannerflex fittings

Lawler Foundry Catalogue No. 66 
aluminum scroll, welded to tube

note: entire 
modified arm 
assembly to be 
black anodized
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260 x 75 x 5 aluminum plate
c/w 6 screw holes to accept
#10 stainless steel wood
screws.Countersink heads

Installation on pole by 
Manitoba Hydro


