
Sheet Title Playground

Project Title

Tanya Crescent Park
Site Renovation

L-5
5of

File Name

Tanya Working v11.mcd

Drawn By
DJS

Project ID

Dean Spearman
Landscape Architect

Winnipeg, Manitoba

Mark Date Description

0 6/20/05 For Bid Opportunity
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Playground Layout
Scale: 1:100
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Existing Swings 
(relocated to this 
position)

Existing Spiral Slide 
(in original Position)

Relocated Swing Toys

Relocated Digger

Relocated Arch Climber

New See Saw

New Play Structure

New Tot Swing

New playcurb as per detail

New play gravel as per detail

Refurbished
BonnyCastle

Bench

Refurbished
BonnyCastle

Bench

New BonnyCastle Bench New BonnyCastle Bench

Playground General Notes
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Playground Rough Grades
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Crusher fines paving as
per detail. Ensure

minimum 1 % slope away
from curb.

Minimum 25 cm depth
play gravel.  Top surface

to be at elevation 231.07.

Poured in place concrete
curb.  c.w. 2 #12m Rebar
continuous, #10m ties at

60 cm o.c..  Exposed
edges to have 2 cm

rounding.

Compacted 20 mm ¿
down Limestone

Woven Geotextile, turn
up sides at base edge.

Playground Curb
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GGGGeeeennnneeeerrrraaaallll    NNNNooootttteeeessss
1. All dimensions are in meters unless otherwise noted
2. All existing trees, sidewalks, curbs, catch basins, culverts, 

survey markers, to remain are to be protected during 
construction.  Any damage to them is to be made good by 
the Contractor. Maintain positive drainage into all catch 
basins and curb inlets.

3. Contractor is to limit operations to the area within the area 
of work shown on the drawing.  Should areas outside of 
this limit be damaged during the course of construction, 
Contractor is to make good the damage at his own expense

4. Contractor is to obtain location of all utilities prior to 
construction. If using power equipment to excavate 
contractor must notify Hydro and Gas and telephone 
utilities and take steps to avoid damaging their 
installations.

5. Contractor to confirm all dimensions and report any 
discrepancies to Contract Administrator prior to 
construction.

6. Layout is to be approved by Contract Administrator prior 
to any construction or demolition/removals.

7. Where demolition/removal of items is called for all items 
removed from the Site are to be disposed of in a safe and 
legal manner.

8. Contractor is responsible for ensuring that items not 
scheduled to be removed or demolished are protected from 
damage.  Any damage to said items is to be made good by 
Contractor at his cost.


