
 

 

APPENDIX A 
 

TEST HOLE LOGS 
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END  OF TEST HOLE AT 9.14 m IN CLAY.
Notes:
1. No seepage.
2. No sloughing.
3. Backfilled with compacted auger cuttings between 0.6 m and  9.1 m, sand between
0.15 m and 0.6 m, and asphalt patch between the surface and 0.15 m.
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- dark grey below 5.8 m

- mottled brown and grey below 4.9 m

CLAY - silty
- brown
- moist, stiff, high plasticity
- trace silt inclusions

SILT - light brown, moist, compact, low plastic

CLAY - silty
- brown, moist, stiff, high plasticity
- trace silt inclusions

CLAY (FILL) - silty, trace sand
- grey mottled light and dark
- moist, stiff, medium to high plastic

GRAVEL AND SAND (FILL) - some silt, trace clay, brown, moist, compact
ASPHALT (113 mm)

M.C.
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SHELBY TUBESAMPLE TYPE BULK CORE

PROJECT:  CSO Abatement and 290 Waterfront Drive
LOCATION:  South Side of Bannatyne, East of Rorie St.
CONTRACTOR:  Paddock Drilling Ltd.

NO RECOVERYSPLIT SPOONGRAB
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LOGGED BY:  Kendall Thiessen
REVIEWED BY:
PROJECT ENGINEER:

COMPLETION DEPTH:  9.14 m
COMPLETION DATE:  14/7/05
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TESTHOLE NO:  TH-05-01
PROJECT NO.:  D265-177-00-07
ELEVATION (m):
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CLIENT:  The City of Winnipeg, W&W Dept.

METHOD:  125 mm Solid Stem Augers
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G15
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G13

CLAY - trace to some sand, trace gravel
- brownish grey, slightly greenish
- moist, stiff, high plasticity
- trace organics

G20A

G19

T18

G17

G16

END  OF TEST HOLE AT 9.14 m IN CLAY.
Notes:
1. No seepage.
2. No sloughing.
3. Backfilled with compacted auger cuttings between 0.6 m and  9.1 m, sand between
0.15 m and 0.6 m, and asphalt patch between the surface and 0.15 m.

- stiff below 6.1 m

CLAY (ALLUVIAL) - silty, trace sand
- light brown
- very moist, firm
- medium plastic

ORGANIC CLAY - dark brown, moist, firm, low plastic

CLAY (FILL) - silty, trace sand
- grey mottled brown
- moist, stiff, medium to high plastic

SAND (FILL) - gravelly, some silt, trace clay
- brown, dry to moist, dense

ASPHALT (113 mm)

- trace sand, no organics below 7.6 m

BULK

M.C.
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SHELBY TUBESAMPLE TYPE

PLASTIC

CORE

PROJECT:  CSO Abatement and 290 Waterfront Drive
LOCATION:  South Side of Bannatyne, West of Ship St.
CONTRACTOR:  Paddock Drilling Ltd.

NO RECOVERYSPLIT SPOONGRAB
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LOGGED BY:  Kendall Thiessen
REVIEWED BY:
PROJECT ENGINEER:

TESTHOLE NO:  TH-05-02
PROJECT NO.:  D265-177-00-07
ELEVATION (m):
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COMMENTS

10.5

CLIENT:  The City of Winnipeg, W&W Dept.

METHOD:  125 mm Solid Stem Augers

COMPLETION DEPTH:  9.14 m
COMPLETION DATE:  14/7/05
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ORGANIC CLAY (200 mm) - trace organics, black, moist, firm, high plasticity
CLAY (FILL) - silty
- brown
- moist, stiff, high plasticity

SAND (FILL) - gravelly, some silt, trace clay
- brown
- moist, compact

CLAY (FILL) - trace sand, trace gravel, brown, moist, firm, medium plasticity

- trace organics (wood) at 4.27 m
END  OF TEST HOLE AT 4.27 m IN CLAY.
Notes:
1. Auger refusal at 4.27 m on suspected concrete.
2. No seepage.
3. No sloughing.
4. Backfilled with auger cuttings and bentinite to the surface.
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LOGGED BY:  Kendall Thiessen
REVIEWED BY:
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SAMPLE TYPE SHELBY TUBE
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COMPLETION DEPTH:  4.27 m
COMPLETION DATE:  14/7/05
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TESTHOLE NO:  TH-05-03
PROJECT NO.:  D265-177-00-07
ELEVATION (m):

CLIENT:  The City of Winnipeg, W&W Dept.

METHOD:  125 mm Solid Stem Augers
NO RECOVERY

PROJECT:  CSO Abatement and 290 Waterfront Drive
LOCATION:  South Side of Bannatyne, East of Ship St.
CONTRACTOR:  Paddock Drilling Ltd.

SPLIT SPOONGRAB BULK CORE




