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UNDERGROUND STRUCTURES

LOCATION APPROVED

SUPV.  U/G  STRUCTURES
COMMITTEE

LOCATION OF UNDERGROUND STRUCTURES AS 
SHOWN ARE BASED ON THE BEST INFORMATION 
AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL 
EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN 
LOCATIONS ARE EXACT. CONFIRMATION OF 
EXISTENCE AND EXACT LOCATION OF ALL SERVICES 
MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES 
BEFORE PROCEEDING WITH CONSTRUCTION.
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THIS DRAWING SHALL NOT BE USED FOR CONSTRUCTION PURPOSES UNTIL
SIGNED BELOW.

THE CONTRACTOR SHALL CHECK ALL DIMENSIONS AND OTHER DATA ON SITE AND
REPORT ANY DISCREPANCIES TO THE CONTRACT ADMINISTRATOR.

FIGURED DIMENSIONS TO BE TAKEN IN PREFERENCE TO SCALED DIMENSIONS.
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LANDSCAPE ARCHITECT'S SEAL

DRAWING TITLE CAD DRAWING NO.

SHEET          OF

DRAWING NO.

DATE

1 1

Patterned/ 
Stamped 
Concrete 

750

45
0

Natural Rough Direct from Quarry Bed 
Tyndall Stone Block (450 x 750 x 
910mm); set in Place on Thickened Std. 
City Conc.

19mm Dowel & Epoxy in Place.

Base

300mm Depth Compacted 
Granular Base

Saw Cut Distress Lines  all 4 Sides, as 
directed on site by Landscape Architect

300 Thick 
Poured 
Concrete Base

19mm Rod(s) c/w counter sunk washer 
& nut on bottom side.
Expose as required to accept Silhouette 
base plate and all fasteners on top side.
Rod locations & quantities to match 
base plates.
Silhouette manufacturer to supply 
locational template.

Silhouette Base Detail2

L1 Scale 1:20

Silhouette Section4

L1 Scale 1:40Soldier Silhouette Elevation3

L1 Scale 1:40

Transit Loop Park - Location Plan1

L1 Scale 1:200

David   Wagner   Associates   Inc.
4  -  430 River Avenue Winnipeg,  Manitoba.  R3L 0C6  (204) 452-2426

LANDSCAPE ARCHITECTURE  •  URBAN DESIGN  •  GOLF COURSE ARCHITECTURE
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Silhouette base. Refer to 2/L1
(3 blocks per Silhouette)

750

Fillet weld
base plate
to silhouettes 

Flexible 
all-weather 
grout to match 
Tyndall Stone

Shim as 
required 
to level

Silhouette Base
Refer to 2/L1

910

Laser Cut, Single Sheet Silhouette

- 19mm (3/4") Steel Base Plates (3) per Silhouette.
- Each piece 610mm x 300mm (24" x 12")
- 4 fastening holes per base plate set in
38mm (1 1/2") from corner/sides.

BASES are NIC - By Others.
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New 
Commercial 
Conc. Approach 
c/w Diminished 
curb. SD-232
SD-229B

Patterned Stamped
Concrete:

Cobblestone pattern
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Existing
Silhouette Bases
Refer to Detail 
2/L1
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