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1. This drawing shall not be used for construction unless signed and sealed by 
Landscape Architect.

2. Variations and modifications to the work shown will not be allowed without 
prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are the property of 
the Landscape Architect.  The copyright is reserved in the name of the 
Landscape Architect. No reproduction may be made without the prior 
written consent of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to reproduce these 
drawings for the purposes of bidding.  Such reproductions are not to be used 
for construction.
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Existing Crusher Fines 
Paving to be refurbished

New Crusher Fines Paving

New Sod

New Timber Play Curb.  
Contractor to include two 1.8 
m wide level (accessable) 
access points.  Exact location 
of access points to be 
determined by contract 
administrator.

New Sod

New Timber Play Curb.
Contractor to provide one

1.8 m wide level (accessable)
access point.  Location to be

determined by Contract
Administrator.

New Crusher Fines Paving

New Bollard Fence

Existing Play Curb.
Contractor to remove a

portion of the curb to provide
at least two 1.8 m wide level
(accessable) access points.

Exact locations to be
determined by contract

administrator.

Existing Post and Chain 
Fence.  Remove Chain.  
Replace posts only as 
directed on site by Contract 
Administrator.  Posts not 
identif ied for replacement are 
to remain in place.

Remove existing chain link 
fence.  Replace with new 1.8 
m chain link fence (to be 
continuous accross south 
property line from south west 
corner to south east corner)

Layout Plan
Scale: 1:200
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New Multi-Flo drainage medium.  
Actual location to be coordinated 
with the foundation layout of the 
play equipment and conf irmed by 
the Contract Administrator 
PRIOR to installation.

General Notes
1. All existing trees, sidewalks, curbs, catch basins, culverts, survey 

markers, to remain are to be protected during construction.  Any 
damage to them is to be made good by the Contractor. Maintain 
positive drainage into all catch basins and curb inlets.

2. All work is to be warrented for a period of not less than 1 year.
3. Contractor is to limit operations to the area within the area of work 

shown on the drawing.  Should areas outside of this limit be damaged 
during the course of construction, Contractor is to make good the 
damage at his own expense

4. Contractor is to obtain location of all utilities prior to construction. 
If using power equipment to excavate contractor must notify Hydro 
and Gas and telephone utilities and take steps to avoid damaging 
their installations.

5. All dimensions are in meters unless otherwise noted
6. Contractor to confirm all dimensions and report any discrepancies to 

Contract Administrator prior to construction.
7. Layout is to be approved by Contract Administrator prior to any 

construction or demolition/removals.
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Rough Grade
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Limit of Grading

Limit of Grading

Limit of Grading

Grades shown are f inish grades.  Site Work to 
include excavation of Play areas.  Contractor to 
conf irm dept of subcut with the contract 
administrator prior to excavating play areas. It is 
anticipated that the subcut depth will not be 
greater than 30 cm below grades indicated.
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Playground Demolition Plan
Scale: 1:500
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Remove existing 
Playstructure and Bench

Remove Existing Swings

Remove Existing Climbing 
Structure

Remove existing Spring toys

Remove Existing Sand box

Remove existing Swings

Remove Existing Chain link fence 
between City Property and Railway 
property.  Coordinate removal to 
minimize the time between removal of 
fence and installation of new fence.

Remove chain from existing 
Post and Chain Fence
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