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1. This drawing shall not be used for construction unless signed and sealed by 
Landscape Architect.

2. Variations and modifications to the work shown will not be allowed without 
prior written consent of Landscape Architect.

3. Drawing and Specifications, as instruments of service, are the property of 
the Landscape Architect.  The copyright is reserved in the name of the 
Landscape Architect. No reproduction may be made without the prior 
written consent of the Landscape Architect

4. Contractors/bidders are hereby granted a limited licence to reproduce these 
drawings for the purposes of bidding.  Such reproductions are not to be used 
for construction.
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Rizzuto Bay and Millenium Park
Details

Rizzuto Bay & Millenium Park
Playground Enhancement

Consultant

No. Date Issue Notes

General Notes
1. All existing trees, sidewalks, curbs, catch basins, culverts, survey 

markers, to remain are to be protected during construction.  Any 
damage to them is to be made good by the Contractor. Maintain 
positive drainage into all catch basins and curb inlets.

2. All work is to be warrented for a period of not less than 1 year.
3. Contractor is to limit operations to the area within the area of work 

shown on the drawing.  Should areas outside of this limit be damaged 
during the course of construction, Contractor is to make good the 
damage at his own expense

4. Contractor is to obtain location of all utilities prior to construction. 
If using power equipment to excavate contractor must notify Hydro 
and Gas and telephone utilities and take steps to avoid damaging 
their installations.

5. All dimensions are in meters unless otherwise noted
6. Contractor to confirm all dimensions and report any discrepancies to 

Contract Administrator prior to construction.
7. Layout is to be approved by Contract Administrator prior to any 

construction or demolition/removals.

SIDE OUTLET

COUPLING

END OUTLET

MODULAR COUPLER

   OR PLUG

TAPE ALL JOINTS W/ 2"-10 MIL HDPE TAPE
TO SEAL FABRIC TO FITTING

END CAP

DISCHARGE PIPE

CONTINUOUS ROLL
MULTI FLOW TUBING
(CUT LENGTH AS REQ'D)

INSPECTION/FLUSH

PERMISSIBLE FOR FABRIC
SEAM TO BE UP OR DOWN

CUT FLANGE MATERIAL FROM SIDE
OUTLET TO ACCOMODATE DESIRED
PIPE SIZE

(DESIRED SIZE)

CUT FLANGE MATERIAL
FROM END OUTLET TO
ACCOMODATE DESIRED
PIPE SIZE

INSTALL FILTER FABRIC & TAPE
W/ 2"-10 MIL HDPE TAPE TO
MAKE CONNECTION EARTH TIGHT

INSTALL MIN 3 STAINLESS SCREWS
PRIOR TO FABRIC OR TAPE OVER JOINT

Multi-Flo Connection Details
Scale: 1:5

 
Multi Flo Details
Scale: 1:5
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Crusher Fines Path
Scale: 1:10
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Compacted 20 mm ø  down Limestone

40 mm down crushed limestone

Geotextile, turn up sides at edge

5 to 10 mm Crusher Fines Limestone

15 cm Multi-Flow Pipe. Centered in
trench

Varies 50 mm min.

Backf ill trench with Coarse Sand
as per Spec. Top 5 cm to be

mixture 80% coarse sand and
20% loam soil

Slope bottom of trench as per
prof ile

0.1

Multi-Flow Trench Through Sod
Scale: 1:10
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Crusher f ines paving or Sod as per
plan and detail. Ensure minimum 1 %

slope away from curb.

Play Safety Surface

150x150 mm Two Tiered Timber
edging.  Bottom tier to be pressure

treated.  Upper tier to be spruce.
Chamf ir top edges 12 mm.  Minimum

length 1200mm.  Install longest lengths
possible.  Corners to be half lap jointed

and spiked with anchor.  Joints to be
overlapped minimum 900 mm.

Compacted 20 mm ø  down
Limestone

Woven Geotextile, turn up sides at
base edge.

Timber Playground Curb (Two Layer)
Scale: 1:10
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Anchor with  19 mm ø x 
900 mm length rebar 
at maximum 1200 mm 
o.c.

Multi Flo In Trench (typical)
Scale: 1:10
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Crusher Fines Path
Scale: 1:10
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Timber Play Curb
Scale: 1:10
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ON THE OUTSIDE..  IF IN DOUBT CONFIRM
WITU CONTRACT ADMIN. PRIOR TO 
INSTALLATION

FABRIC SHALL BE INSTALLED

HARDWARE SHALL BE GALVANIZED.
ALL WIRE FABRIC AND FENCE
NOTE:
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Post Cap

Post Band

Tension 
Bar 5x19 
mm.

Rail End
Fabric Clip 9 guage alum.

alloy 450 mm o.c.

76 mm Brace at
all corners, ends

and intersections.

6 ga. Bottom Tension Wire  
Ties at max. 450mm o.c.

Top Rail 43 mm o.d. Gal. Pipe min. 
6700 mm in length

Top Rail Sleeve Coupling

9 ga. 50 mm x 50 mm
gal. steel diamond

pattern mesh

9 ga. alllum. alloy tie 
380 mm o.c. max.

Line Post 60.3 mm o.d. 
Galv. Pipe
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Posts to be placed by direct push
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1.2 m ht. Chain Link Fence
Scale: 1:20
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Pressure treated rough post, free
of bark and with solid core, 19 to

23 cm diameter.  Chamf ir 5 cm at
top of post.  Posts to be located
not more than 1.8 m o.c..  Unless

otherwise directed by contract
administrator top elevation of post
is to follow f inish grade.  Post are
to be spaced evenly not more than

1.8 M o.c. with the largest
diameter of the post at the bottom.

Compacted native backf ill.
Thoroughly tamp and leave a

minimum of 5 cm above
surrounding grade.

Compacted
Granular
Material
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Bollard Fence
Scale: 1:20
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MATERIALS

- 85 mm x 85 mm COMPOSITE BOARDS
- CEDAR TONE FINISH
- METAL FINISH - PRIME WITH
  RUSTOLEUM NO. 769
  FINISH WITH SAPOLIN
  BLACK WROUGHT FINISH

13 mm x 50 mm STEEL PLATE

CADMIUM PLATED
CARRIAGE BOLTS
(114 mm IN LENGTH)

CHAMFERED EDGES - (TYP.)

10 mm x 100 mm lg. SURFACED
MOUNTED CADMIUM PLATED
CARRIAGE BOLTS WITH ACORN
NUTS

13 mm x 50 mm STEEL PLATE

CADMIUM PLATED CARRIAGE
BOLTS (114 mm IN LENGTH)

50 mm SQUARE TUBING
FINISHED GRADE

POURED IN PLACE 
CONCRETE BASE

PLAN VIEW

SIDE ELEVATION FRONT ELEVATION

NOTE: ALL DIMENSIONS ARE IN
MILLIMETERS
PRODUCT NO. 52501067
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THE CITY OF WINNIPEG
Planning,Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, R3C 4X5

TITLE
TACHE BENCH - COMPOSITE

SCD-120_A

1:20

JUNE/06 JF
THE CITY OF WINNIPEG
Planning,Property and Development Department
Planning and Land Use Division
Unit 15 - 10 Fort Street, Winnipeg, MB, R3C 4X5

TITLE
WASTE RECEPTACLE
METAL SLAT TYPE

SCD-119

CROSS SECTION

METAL BASKET

PLAN

ALLAN
SCREW

6mm

51mm 
I.D. S.T.D 
PIPE

38mm x 6mm FLAT IRON (4 REQ'D) VERTICALS

16mm I.D. LOOP OF 
10mm dia. ROD WELDED 
TO TAKE PADLOCK

10mm dia. ROD RIM

2.6 x 38mm FLAT IRON

CONCRETE BASE

150 LONG, 3mm WALL 
THICKNESS, PIPE SLEEVE 
WELDED TO BOTTOM PIPE

13mm PLATE WELDED TO 51mm I.D. STANDARD PIPE LEG

WELD 25 EQUALLY SPACED 20mm x 38mm
STEEL TUBING WITH TOP CAPPED TO HOOPS

38mm x 6mm x 500mm O.D. HOOPS

2-38mm x 6mm FLAT IRON

CUT HOLE IN EXPANDED
METAL TO BE USED AS 
A HANDLE

EXPANDED METAL 
WELDED TO RIMS

10mm dia. ROD RIM

NOTE:

- METAL SLATS SHALL BE PRIMED 
  WITH RUSTOLEUM No. 796, 
  FINISH SHALL BE METAL PAINT, 
  TO MATCH SPECIFIED BENCH
  COLOUR. 
- METAL SHALL BE PRIMED WITH 
  RUSTOLEUM No. 769, FINISH SHALL 
  BE SAPOLIN BLACK WROUGHT FINISH.
- ALL DIMENSIONS ARE IN MILLIMETERS, 
  EXCEPT WHERE NOTED.

ALL DIMENSIONS SHOWN ARE
IN MILLIMETRES

  

NOT TO SCALE
DATE  :  AUG 30, 2002
DRAWN BY :  SV / VC
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Bollard
Scale: 1:20
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Chain Link Fence
Scale: 1:20

6

Tache Bench Composite
Scale: 1:20
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Metal Waste Receptical
Scale: 1:20
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