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CEMENT PARGING, PAINT PT-4, ON 13 PWF PLYWOOD WITH 
50 RIGID INSULATION. FASTEN TO CONCRETE WALL WITH 16 
TAPCON SCREWS PER SHEET.

UNOBSTRUCTED WEEP HOLES @ 
600o/c. PROVIDE MORTAR DROPPING 
CONTROL

100x100 STEEL CHANNEL - SEE 
STRUCTURE FOR SUPPORT TO CONCRETE

TYNDALL STONE

FACE BRICK

TYNDALL STONE (217x217x217)

CONTINUOUS PERFORATED 
SOFFIT & FACIA CLAD WITH 
PREFINISHED ALUMINUM TO 
MATCH DIAGONAL TRUSS 
SUPPORTS

HSS SUPPORTS - 
SEE STRUCTURAL

ANTI-GRAFFITI COATING ON ALL DOORS, BRICK 
AND STONE SURFACES

PREFINISHED ALUMINUM 
FLASHING

CEMENT PARGING, ON 13 PWF 
PLYWOOD WITH 50 RIGID INSULATION. 
FASTEN TO CONCRETE WALL WITH 16 
TAPCON SCREWS PER SHEET.

DRIP FLASHING

SEE STRUCTURAL DRAWINGS

PRE-FINISHED 144x39 
VERTICAL SUPPORT

 

INSULATION BAFFLE

ATTACH WITH 
MECHANICAL FASTENER 
AS REQUIRED (x4 PER 
SUPPORT)

FILL CMU's WITH 20MPa
CONCRETE

BOND BEAM TYPICAL DETAIL

FILL BOTTOM THREE CMU's
WITH 20MPa CONCRETE

BOLLARD DETAIL
Scale 1:20

3

A5

150ø (OD) STEEL 
REMOVABLE PIPE BOLLARD, 
PAINT PT-XXX.

PROVIDE STEEL FLANGES 
C/W 13mm HOLE DRILLED 
THROUGH BOTH FOR 
PADLOCK

END OF STEEL BOLLARD

3 - 10M HOR. TIES

150Ø (ID) GALVANIZED 
STEEL SLEEVE

600Ø CAST IN PLACE 
CONCRETE

25 x 25 STEEL COLLAR,
WELDED TO STEEL

BOLLARD, PAINT PT-XXX

SLOPE CONCRETE AWAY
FROM BOLLARD

15M VERT. REINFORCEMENT

WALL SECTION DETAIL
Scale 1:10

1

A5

WALL SECTION DETAIL
Scale 1:10

2

A5

FILL CMU's WITH 20MPa 
CONCRETE

200 WIDE ALUMINUM 
THRESHOLD, SET IN TWO 
BEADS OF MASTIC.

DRIP FLASHING

0.6 x 100 x 100 x 2.25m 
STEEL CHANNEL

49.0°

HSS SUPPORT - PREFABRICATED AND
SHOP WELDED TO FORM ONE 
COMPONENT

  

CUT TOP 
BLOCK @ U/S. PLYWOOD
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