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SALTER TOT LOT

SANDBOX
TO BE REMOVED

JUNIOR PLAY 
STRUCTURE
TO BE REMOVED

SENIOR PLAY
STRUCTURE
TO BE REMOVED

TIMBER 
EDGING
(1 LAYER)
TO BE REMOVED

EXISTING TREE
(TYP.)
(ALL EXISTING TREES TO REMAIN)

SHRUB BED
TO REMAIN

EXISTING BENCH
TO BE REMOVED

SHRUBS TO REMIAN

2 BAY SWING SET
(2 BELT,

2 BABY SEAT)
(2.1M IN HEIGHT)
TO BE REMOVED

6' WIDE
BACKLESS

BENCH
TO BE REMOVED

STEEL CONCRETE FILLED
BOLLARDS (TYP.)
(1.83M O.C.)
TO BE REMOVED (BY OTHERS)

SAND SAFETY
SURFACING

TO BE REMOVED

2 BAY SWING SET
(4 BELT)

(3M IN HEIGHT)
TO BE REMOVED

RESIDENTIAL PROPERTIES

RESIDENTIAL PROPERTIES
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PICNIC TABLE
TO BE REMOVED

EXISTING BENCH
TO BE REMOVED

EXISTING BENCH
TO BE REMOVED

SOD

EXISTING 1.83M (6') CHAIN LINK FENCING
TO BE RENOVATED
(BY OTHERS)

STEEL CONCRETE FILLED
BOLLARDS (TYP.)

(1.83M O.C.)
TO BE REMOVED (BY OTHERS)

STEEL CONCRETE FILLED
BOLLARDS (TYP.)

(1.83M O.C.)
TO REMAIN

(SELECT BOLLARDS TO BE
REPAIRED BY OTHERS)


	Salter Base Plan
	Viewport-1 - Base
	Viewport-3 - Scale Bar
	Viewport-4- Location Map


