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Pinehurst Byron Park
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No. Date Issue Notes

Multi-Flow Trench Under Play (safety) Surfacing
Scale: 1:10 

Varies 50 mm min.

Backfill trench with Coarse
Sand as per Spec.

Full Depth of Safety Surfacing

.1m

Top of Safety Surface

 

Mud Grade

 

15 cm Multi-Flow Pipe.
Centered in trench. 0.5%

minimum Slope

Varies 50 mm min.

Backfill trench with Coarse
Sand as per Spec. Top 5 cm

to be mixture 80% coarse
sand and 20% loam soil

Slope bottom of trench
minimum 0.5%

.1m

Multi-Flow Trench Through Sod
Scale: 1:10 

SIDE OUTLET

COUPLING

END OUTLET

MODULAR COUPLER

   OR PLUG

TAPE ALL JOINTS W/ 2"-10 MIL HDPE TAPE
TO SEAL FABRIC TO FITTING

END CAP

DISCHARGE PIPE

CONTINUOUS ROLL
MULTI FLOW TUBING
(CUT LENGTH AS REQ'D)

INSPECTION/FLUSH

PERMISSIBLE FOR FABRIC
SEAM TO BE UP OR DOWN

CUT FLANGE MATERIAL FROM SIDE
OUTLET TO ACCOMODATE DESIRED
PIPE SIZE

(DESIRED SIZE)

CUT FLANGE MATERIAL
FROM END OUTLET TO
ACCOMODATE DESIRED
PIPE SIZE

INSTALL FILTER FABRIC & TAPE
W/ 2"-10 MIL HDPE TAPE TO
MAKE CONNECTION EARTH TIGHT

INSTALL MIN 3 STAINLESS SCREWS
PRIOR TO FABRIC OR TAPE OVER JOINT

Multi-Flo Connection Details
Scale: 1:5 
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