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PANAM POOL 
25 Poseiden Bay 
Winnipeg, Mb.
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GC Engineering Ltd.
675 Elm Street 
Winnipeg MB  R3M 3N8
ph (204) 793-3948 fax (204) 487-4616
email   calgray@mts.net
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GENERAL NOTES

1. ALL FIELD DIMENSIONS ARE BE CHECKED AND VERIFIED BY THE GENERAL
   CONTRACTOR PRIOR TO STARTING CONSTRUCTION.
2. ALL CONSTRUCTION JOINT LOCATIONS ARE TO BE APPROVED BY THE
   ENGINEER.

STRUCTURAL STEEL

1. FABRICATION AND ERECTION OF STRUCTURAL STEEL TO BE PERFORMED 
    IN ACCORDANCE WITH CSA S16 "STEEL STRUCTURES FOR BUILDINGS". 
2. STRUCTURAL SECTIONS SHALL BE IN ACCORDANCE WITH CSA G40.21, GRADE 44W.
3  ALL STRUCTURAL STEEL CONNECTIONS SHALL BE IN ACCORDANCE WITH 
    CSA  G40.21, GRADE 44W.
4. PROVIDE GALVANIZING OF MEMBERS TO CSA G164 AS SHOWN ON DRAWINGS.
5. WELDING SHALL BE UNDERTAKEN BY A COMPANY WITH PROVEN CAPABILITY 
    AND SHALL BE A MEMBER IN GOOD STANDING OF THE CANADIAN WELDING BUREAU 
    TO THE REQUIREMENTS OF CSA W47.1.
6. ALL WELDING SHALL CONFORM TO THE REQUIREMENTS OF CSA W59.


