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GC ENGINEERING LTD. 
675 ELM STREET 
WINNIPEG MB  R3M 3N8 
PH (204) 793-3948  
FAX (204) 487-4616 
EMAIL CALGRAY@MTS.NET

SK-13
Glulam Beam Repairs
Roland Michener Arena
1121 Wabasha Street
Winnipeg, MB  R2C 1C6

SECTION DETAIL
SCALE: 1/2" = 1'-0"

1

SK-13

STL ROD CUT INTO EXISTING
CONCRETE BLK FILL CAVITYS
WITH GROUT AS DETAILED

SECTION DETAIL
SCALE: 1/2" = 1'-0"
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SK-13

11 12"

1'-0"
MOD BIT COUNTER FLASHING

REFER TO SK-9 FOR 
STL. PLATE DETAILS

20 ga. PREFIN. MTL. FLASHING
1/2" PLYWD.
P.TREATED 2x4 @ 24"O.C. HORIZ.
P.TREATED 2x4 @ 24"O.C. VERTICAL
EXISTING GLULAM BEAM
EXISTING 8" CONCRETE BLK.

PREFIN. MTL. VENTED SOFFIT (AD 300R 20ga.)

PREFIN. MTL. J TRIM

PREFIN. MTL. DRIP

18 ga. PREFIN. MTL. FLASHINGNEW STL. RODS

GROUT FILL 

CAULK TYPICAL


