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Tree protection 
13mm garden hose 

over guy wire

Guy wire 
9 gauge flexible 

non-corrosive 
strand wire

Scarify bottom & sides 
of tree well to 150mm depth

Compacted subgrade

Planting mix

75mm Depth 
wood chip mulch

Watering saucer 
100mm depth

T - Rail iron stakes 
38 x 38 x 5 x 2500 mm 
paint w/ black primer

Trunk collar 
150 mm ø corrugated 
plastic pipe 300 mm height.

Set tree plumb

Remove burlap from 
top 1/3 of root ball
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Deciduous Tree Planting
N.T.S.

Var.

75mm Depth  
(Barkchip Mulch)

Finish grade

Rootball

Plant in saucer 75mm 
above finish grade

Planting mix 
300mm depth

Scarify Subgrade 
150mm depth

Compacted Subgrade
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Shrub Planting Detail
N.T.S.
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Plastic Edge Restraint

PLANT SPECIFICATION LIST

Deciduous Shrubs

Botanical/ Common 
NameQuantity Size/Remarks

Deciduous Trees

9

Coniferous Shrubs 

1 Acer saccharinum/ 
         Silver Maple

Multi-stemmed, 60 mm cal., 3.0-3.5 m ht.,  
11 major branches in well formed head 2.0 m  
above grade, B&B, wire basket.  Double stake

3 500-600 mm ht., min. 5 major basal branches. 
Well formed, bushy plants.  Container stock.

9 Juniperus sabina / 
         Savin Juniper

300mm ø, well formed, even growth. 
Container stock.

Syringa meyeri / 
         Meyer Lilac

Rosa sp. ' White Pavement' / 
         White Pavement Rose

400-500 ht., min. 4 major basal branches.  
Well formed, bushy plants. Container stock.

Playstone Safety Surfacing
Play Area Timber Edging
Existing grade

75 30
0

1% Min. to 2% Max.

7
L.2

Playstone Safety Surfacing Drainage Details

Arrange for drainage to follow  
the existing slope on site.

Pre-drilled holes 13mm ø 
at 500mm O.C. 

Section Scale: 1:25

100mm Perforated PVC pipe 
c/w filter sock 

1% 300

38mm - 76mm ø  
clean crushed stone 
at outflow of 100mm 

PVC drainage pipe

300

High ground Low ground

Drainage of site

Plan Scale: NTS

Slope excavated 
subsurface towards 
low end of site.

Inside edge of 
Timber Edging

Perforated PVC pipe 
100mm ø c/w filter sock, 
draining at a min. of 1% 
towards drainage outflow


