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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT NAY DISCRIPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

THE CITY OF WINNIPEG
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, (R3C 4X5)

DATE

HORIZ.  SCALE

VERT.  SCALE

J.F.

July, 2009 MANAGER,
PLANNING AND LAND USE DIVISION

J.F.
ST. VITAL PARK DUCK POND
DRAWING TITLE

S.82-C3
SITE ADDRESS Lake Road

DATEMANAGER,
PARK AND OPEN SPACES ASPHALT PATHWAY RECONSTRUCTION

BID OPPORTUNITY NO.

RECONSTUCT EXISTING
1.8m ASPHALT PATHWAYS

 ASPHALT REPAIR
AREAS

ASPHALT REPAIR  AREAS

0 25 50 75 m

CONTSTRUCT BENCH NODES
AS REQUIRED - SEE DETAIL

General Notes
1. The Contract Administrator will prior to 

start of construction mark out the exact 
limits of the Work in the field. The 
drawing denotes a fairly accurate 
representation of the location and limits 
of the Work, but the exact limits will be 
marked out in the field. 

2. Contractor shall review these plans 
thoroughly, make a detailed site visit, 
and shall immediately bring any 
inconsistency, site layout problem, or any 
other request for clarification to the 
Contract Administrator for resolution prior 
to the delivery of any bid. Failure to do so 
shall cause the Contractor to be ineligible 
for extras relating to such matters.

3. Contractor to obtain and pay for all 
permits

4. Contractor to obtain and confirm exact 
locations and elevations of all utilities 
prior to start of construction

5. Asphalt concrete pavement works to be 
done in accordance with City of Winnipeg 
Specification CW 3410

6. Sub grade, sub base, and base coarse to 
be done in accordance with City of 
Winnipeg Specification CW 3110

7. Topsoil and Seed as per City of Winnipeg 
Specifications CW 3540 and CW 3520 
respectively

8. Topsoil and Sod as per City of Winnipeg 
Specifications CW 3540 and CW 3510 
respectively

1800 mm 

Ex. Sod Ex. Sod

150 mm CRUSHED LIMESTONE
SUB-BASE ( 50 mm DOWN)

50 mm CRUSHED LIMESTONE
BASE COARSE ( 20 mm DOWN)

75 mm ASPHALT TYPE 1A

150mm150mm

COMPACTED SUB GRADE

GEOTEXTILE FABRIC

MIN. 1.0% - MAX. 2%

TURF REPAIRS
(AS SPECIFIED)

 
ASPHALT PATHWAY CROSS-SECTION

 

        BENCH NODE DETAIL
SAME CROSS SECTION AS PATHWAY 

ACCESSIBLE BENCH 
NODE DETAIL

ACCESSIBLE PATHWAY

900 1000

600

Bench node: Extend 
accessible surfacing as shown

Bench

1000 1723.4

CL

353.73

1500

920


