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PUMP HOUSE PLAN
Scale: 1:20

OUTLINE OF ROOF ABOVE

914x2134 HIGH HOLLOW
METAL DOOR AND FRAME
SEE HARDWARE NOTES
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CENTRE LINE OF ROOF RIDGE ABOVE

39 MM DIA. POLYETHYLENE 
CONDUIT FOR IRRIGATION 
CONTROLLER.  RUN BELOW 
FLOOR TO 300 MM BELOW 
FINISH GRADE ON EXTERIOR 
OF BUILDING.  SEE DTL. 2-L1.

39 MM DIA. POLYETHYLENE CONDUIT 
EXTENDING BETWEEN BUILDINGS.  
RUN CONDUIT THROUGH FLOOR TO 600 
MM DEPTH BELOW OUTSIDE FINISH 
GRADE ELEVATION.  SEE DT4. 4-L1.

1000mm

200mm

300mm

300mm

WATER PIPE INLET OPENING IN WALL.
SEE DTL. 2-A1

WATER PIPE OUTLET 
OPENING IN WALL.
SEE DTL. 2-A1

INSTALL 4 BARKMAN 610X650 SIZE 
PAVERS ON LIMESTONE DUST LEVELLING 
BASE, CENTRED ON DOOR.  TOP OF 
PAVERS TO BE 50 MM BELOW TOP OF 
CONC. FLOOR AND SLOPE AWAY FROM 
BUILDING @ 2% SLOPE.
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SECTION B-B
Scale: 1:20

300mm

WALL CONSTRUCTION

22 GUAGE PREFINSHED METAL WALL
   - VICWEST CL7540 PROFILE
16 PRESSURE TREATED PLYWOOD
38x89x2352 PRESSURE TREATED STUDS @ 400 O.C.
16 PRESSURE TREATED PLYWOOD

38x89 BLOCKING TO SUIT 300x300
WALL OPENING FOR PIPES
CONFIRM EXACT LOCATION & SIZE WITH MECH. 
& ELECTR. SUB CONTRACTORS.
SEE DTL. 2-A1

19mm DIAMETER CRUSHED LIMESTONE BASE

ROOF CONSTRUCTION

22 GUAGE PREFINSHED METAL ROOFING
   - VICWEST CL7540 PROFILE
16 PRESSURE TREATED PLYWOOD
38x89 PRESSURE TREATED ROOF RAFTERS @ 400 O.C. 
C/W 38x89 PRESSURE TREATED COLLAR TIES @ 400 O.C.

SIMPSON 'H3' FRAMING ANCHOR TO EACH
RAFTER TO PLATE CONNECTION

CONCRETE UPTURNS 200 LONG x 100 HIGH
@ 800 O.C.  SEE PUMP HOUSE PLAN DTL. 1-A1 
FOR SPACING

FORMED PREFINISHED METAL CONTINUOS
RIDGE VENT C/W INSECT SCREEN AND END CLOSURES
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SECTION A-A
Scale: 1:20
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300 mm DEPTH OF 19 MM DIA. CRUSHED 
LIMESTONE DOWN COMPACTED IN 2 
LIFTS OF 150 MM DEPTH.

WELL COMPACTED SUBGRADE

TOP OF CONCRETE PAD
ELEV. 232.50 GEODETIC

300mm
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NOTE:  SEE DTL. 1-A1 FOR 2 
CONDUITS TO BE INSTALLED 
THROUGH CONCRETE SLAB
(NOT SHOWN ON THIS DRAWING)

10% SLOPE DOWN TO EXISTING GRADE AT 10%

BROKEN LINE INDICATES APPROX. 
EXISTING GRADE ELEVATION
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PUMP HOUSE NORTH ELEVATION
Scale: 1:20

300mm OVERHANG

300 X 300 OPENING FOR WATER PIPE INTAKE AND DISCHARGE 
LINES.  ONE OF NORTH WALL FOR DISCHARGE AND ONE ON 
SOUTH WALL FOR INTAKE.  CO-ORDINATE LOCATION AND 
HEIGHT WITH MECHANICAL CONTRACTOR.
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PUMP HOUSE GABLE ELEVATION
Scale: 1:20
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300mm OVERHANG

PREFINISHED METAL SIDING FINISH TO GABLE END 
FASCIA ON 16 MM PWF PLYWOOD SHEATHING

PUMPHOUSE DOOR, FRAME + HARDWARE

DOOR + FRAME

914x2134mm 14GUAGE STEEL HOLLOW METAL DOOR HUNG
IN A WELDED 16 GUAGE COLD FORMED STEEL FRAME C/W
APPROPRIATE WALL AND SILL ANCHORS TO SUIT EXTERIOR
WALL CONSTRUCTION. DOOR + FRAME TO BE MANUFACTURED
FROM WIPE COATED GALVANIZED STEEL READY FOR SITE PAINTING.
DOOR TO BE (R-11) POLYURETHANE FILLED CAVITY.

HARDWARE

HINGE:      1 1/2 PAIR FBB179 NRP.  4"x 4"
LOCKSET: SARGENT 637 LOCKSET 'ORBIT' TRIM
                  KEYED TO MATCH DEADBOLT
DEADBOLT: SCHAGE B760 DEADBOLT
CHECK CHAIN: HEAVY DUTY CHECK CHAIN C/W COVER C26D

EXTEND GABLE END WALL FRAMING UP TO 
THE U/S OF 38 X 89 RAFTERS

38 x 89 GABLE END OVERHANG RAFTERS @ 400 mm O.C., C.W. 400 
BACKSPAN TO FIRST INTERIOR RAFTER

GALVANIZED EXPANDED METAL SCREEN
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19x89mm PRESSURE TREATED CASTING
(INTERIOR ONLY)

16mm PRESSURE TREATED PLYWOOD
INTERIOR FINISH

PREFINISHED METAL SIDING

PREFINISHED METAL CLOSURE STRIP
TYPICAL TO JAMBS + HEAD OF DOOR FRAME

HOLLOW METAL
DOOR FRAME
SECURE TO WALL
FRAMING

SEALANT

38x89mm @ 400 O.C. WALL FRAMING
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WALL DETAIL
Scale: 1:5
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89mm WIDE x 200mm LONG x 100mm 
HIGH CONC. PEDISTALS.  SEE PUMP 
HOUSE PLAN DTL. 1-A1 FOR SPACING

50mm LONG x 9 3/4 Ga FENCE STAPLES
@ 100mm O.C.

2 - 38x89mm PRESSURE TREATED TOE
PLATES ALL AROUND BASE OF WALL

19mm DIAM. ANCHOR BOLTS @ CENTERLINE
OF PEDISTALS

30mm CHAMFER

GALV. FLATTENED EXPANDED METAL
250mm WIDE x 2.18 mm THICK, WITH
38mm OPENINGS (1 1/2" - #12),
PAINTED EACH FACE

25x4mm GALV. STRAP

HILTI DN NAILS @ 200mm O.C.
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THICKEN SLAB/CURB EDGE DETAIL

1- 15 M x 400 LONG BAR TO TOP OF EACH 
PEDESTAL

EXTEND 2 - 10 m BARS UP INTO EACH 
PEDESTAL. REFER TO DTL. 1-A1 FOR 
PEDESTAL LOCATIONS.

150 MM THICK CONC. SLAB 
C/W 10 m RE-BAR @400 mm 
O.C. BOTH WAYS AT TOP OF 
SLAB.

TOP OF CONCRETE PAD
ELEV. 232.50
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SIMPSON 'H3' FRAMING ANCHOR TO EACH
RAFTER TO PLATE CONNECTION

38x89mm PRESSURE TREATED
FRAMING & HEADERS -TYP.

GALV. FLATTENED EXPANDED METAL
250mm WIDE x 2.18 mm THICK, WITH
38mm OPENINGS (1 1/2" - #12), PAINTED
SECURE WITH GALV. 38mm LONG SCREWS
AND 25mm WASHERS @ 300mm O.C.
ALONG BOTH EDGES

7

A1

SOFFIT DETAIL
Scale: 1:5
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300mm OVERHANG

GALVANIZED METAL 
OVER INSECT SCREEN

PREFINISHED METAL SIDING FINISH TO 
FASCIA C/W CLOSURE & FLASHING ON 
16 MM PWF PLYWOOD SHEATHING


