
10
0

10
0.1

1
10

0.0
8

10
0.0

5
10

0.0
3

10
0.0

2

10
0.0

6

100.11100.2
2% SLOPE

SHADE CANOPY LOCATION 1 - NOTTINGHAM AVE.
Scale: 1:100

4
L2

EX. WALK

NEW ASPHALT PAVING

LIMIT OF GRADING/NEW SOD

SOD

SOD
STRUCTURE LOCATION

10
0.0

0

99
.9099

.69
99

.74
99

.7899
.66

99
.69

99.9099.81
2% SLOPE

SHADE CANOPY LOCATION 2 - E.H. PRICE
Scale: 1:100

5
L2

EX. WALK

NEW ASPHALT PAVING

LIMIT OF GRADING/NEW SOD

SOD

SOD

STRUCTURE LOCATION

10
0

99
.8999

.51
99

.64
99

.799
.18

99
.28

99.8999.8
2% SLOPE

SHADE CANOPY LOCATION 3- ANDERSON PARK
Scale: 1:100

6
L2

EX. WALK

NEW ASPHALT PAVING

LIMIT OF GRADING/NEW SOD

ED
G

E 
O

F 
B

O
TT

O
M

 O
F 

D
IT

C
H

SOD

SODSTRUCTURE LOCATION

10
0

99
.8899

.42
99

.66
99

.7698
.81

99
.13

99.8999.8
2% SLOPE

SHADE CANOPY LOCATION 4 - CEADARCREST PARK
Scale: 1:100

7
L2

EX. WALK

NEW ASPHALT PAVING

LIMIT OF GRADING/NEW SOD

98
.65

ED
G

E 
O

F 
B

O
TT

O
M

 O
F 

D
IT

C
H

SOD

SOD

10

L2

STRUCTURE LOCATION

10
0.0

0

99
.9499

.23
99

.45
99

.7499
.19

99
.11

99.9499.85
2% SLOPE

SHADE CANOPY LOCATION 5 - DOUGLAS PARK
Scale: 1:100

8
L2

EX. WALK

NEW ASPHALT PAVING

LIMIT OF GRADING/NEW SOD

SOD

SOD

11

L2

STRUCTURE LOCATION

10
0

99
.9899

.75
99

.74
99

.8299
.64

99
.66

100.1100.01
2% SLOPE

SHADE CANOPY LOCATION 6 - GATEWAY REC. CENTRE
Scale: 1:100

9
L2

OLD GRAVEL RAILWAY

NEW GRAVEL PAVING, 
300 MM DEPTH

LIMIT OF GRADING/NEW SOD

NOTE:  THIS SITE DOES NOT ABUT ANY ASPHALT PAVING, 
BUT RATHER AN OLD GRAVEL ROADWAY BED.  LOCATION 
OF SITTING AREA TO BE FIELD LOCATED BY CONTRACT 
ADMINISTRATOR.

FUTURE ASPHALT PATHWAY

SOD

SOD

STRUCTURE LOCATION

MAX. 3:1BOTTOM OF 
EXISTING DITCH

COMPACTED FILL NEW ASPHALT SITTING AREA

EXISTING ASPH. WALK

SHADE CANOPY 4 LOCATION EMBANKMENT SECTION
Scale: 1:100

10
L2

SHADE CANOPY 5 LOCATION EMBANKMENT SECTION
Scale: 1:100

11
L2

MAX. 3:1BOTTOM OF 
EXISTING SWALE

COMPACTED FILL
NEW ASPHALT SITTING AREA

EXISTING ASPH. WALK

10
0

100.21

NPG TRAILHEAD SIGN - RIVERTON AVENUE
Scale: 1:100

12
L2

EX. WALK

NEW ASPHALT PAVING

LIMIT OF GRADING/NEW SOD

50
00

11
00

900

4300

3365

1200

16
00

30
0

R 5260

R 1200

10
0.2

1
10

0.0
3

10
0.0

3

10
0.0

3
10

0.0
3

100.12

SOD

SOD

2% SLOPE

STRUCTURE LOCATIONSTRUCTURE LOCATION

NOTE:  TRAILHEAD SIGN IS LOCATED ON 
THE EAST SIDE OF THE EXISTING 
ASPHALT WALK.  ALL OTHER SHADE 
CANOPIES ARE LOCATED ON THE WEST 
SIDE OF THE WALKWAY.

100.21

10
0.0

3
INDICATES EXISTING GRADE ELEVATION IN METRES AND 
HUNDREDTHS OF A METER

INDICATES NEW GRADE ELEVATION IN METRES AND 
HUNDREDTHS OF A METER

INDICATES NEW ASPHALT PAVING

INDICATES NEW SOD RESTORATION

LEGEND:

NOTE: ALL ELEVATIONS ARE BASED ON LOCAL BENCH MARKS BY EACH NEW 
PLAZA AREA - TOP OF EXISTING ASHPHALT WALK - ELEV. 100.00 METRES

15
00

15
00

2000

4500600

18
50

18
50

66
98

.5

3300

R 12
00

R 1200

2% SLOPE

2% SLOPE

BOTTOM OF EMBANKMENT VARIES IN DISTANCE AND 
IN SOME CASES THERE IS NO EMBANKMENT
( THE EXISTING AREAS ARE RELATIVELY FLAT)
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