
PROTECT EXISTING TREES

RELOCATE 2 EXISTING 
BARKMAN PLANTERS

HATCHED AREA 
INDICATES EXISTING 
ASPHALT PAVING TO BE 
REMOVED

PROTECT EXISTING 
ASPHALT WALKWAY AND 
SOUTH PLAZA AREA

BISHOP GRANDIN GREENWAY - ST. MARY'S ROAD SITE DEMOLITION PLAN
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CENTRE NEW STRUCTURE ON EXISTING 
ASPHALT PAVED AREA

NEW ASPHALT PAVING, 50 MM 
ASPHALT OVER 300 MM DEPTH OF 19 
MM DIA. CRUSHED LIMESTONE DOWN.  
ASPHALT OT EXTEND 300 MM PAST 3 
SIDE OF CANOPY ROOF ABOVE.  SLOPE 
ASPHALT AT MIN. 1% AWAY FROM 
EXISTING PATH.

REPAIR SOD DAMAGE AROUND NEW 
ASPHALT PAVING

NEW LOCATION OF 
RELOCATED BARKMAN 
CONCRETE PLANTERS

PROTECT EXISTING ASPHALT 
WALKWAY PAVING

EXISTING TREES.  PRUNE OFF 
ANY BRANCHES WITHIN 1 
METRE OF NEW CANOPY 
ROOF.

30
0

300

BISHOP GRANDIN GREENWAY - ST. MARYS RD. LAYOUT PLAN
Scale: 1:100

2
L3

EDGE OF EXISTING 
ASPHALT PAVING

HARTE TRAIL SIGN CANOPY LOCATION PLAN
Scale: 1:100
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STRUCTURE LOCATION

SIGN STRUCTURE TO BE FIELD LOCATED BY CONTRACT 
ADMINISTRATOR ON WITHIN EXISTING GRAVEL AREA.  
AFTER INSTALLING STRUCTURE AND BACKFILLING WITH 
EXISTING GRAVEL INSTALL A 3 x 4.3 METRE SURFACE 
GRAVEL PAD, 150 MM DEPTH OF 19 MM CRUSHED 
LIMESTONE DOWN PAVING, CENTRED ON STRUCTURE.  
TOP OF GRAVEL TO BE INSTALL 50 MM ABOVE HIGHEST 
POINT OF EXISTING GRADE.  INSTALL GRAVEL LEVEL. 

EXISTING GRAVEL PAVING TO BE 
REMOVED AND SITE RESTORED BY 
OTHERS

EXISTING GRAVEL PAVING 
TO BE PROTECTED

EXISTING HYDRO 
TRANSFORMERS

APPROX. EDGE OF 
EXISTING MATURE 
FOREST

EDGE OF EASE AND 
NORTH SIDE OF 
EXISTING GRAVEL 
PAVING

EDGE OF SOUTH SIDE OF EXISTING GRAVEL 
PAVING TO REMAIN

NEW EDGE OF GRAVEL PAVING 
TO BE DEFINED BY OTHERS 
N.I.C.

CORDITE TRAIL SIGN CANOPY LOCATION PLAN
Scale: 1:100
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STRUCTURE LOCATION

TOP OF CREEK EMBANKMENT

APPROX. EDGE OF ROAD GRAVEL SHOULDER 
PAVING

EDGE OF ASPHALT ROADWAY
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SIGN STRUCTURE TO BE FIELD LOCATED BY CONTRACT 
ADMINISTRATOR.  INSTALL A 3 x 4.3 METRE GRAVEL PAD, 
300 MM DEPTH OF 19 MM CRUSHED LIMESTONE DOWN 
PAVING CENTRED ON STRUCTURE.  TOP OF GRAVEL TO 
BE INSTALL 50 MM ABOVE HIGHEST POINT OF EXISTING 
GRADE.  INSTALL GRAVEL LEVEL.

ORIGINAL SHEET:  24" x 36"
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